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Preface 


Congratulations  on  selecting  this  thesis  to  review.  The  work  contained  herein  is  the  culmi¬ 
nation  of  twelve  months  of  research.  It  deals  with  using  a  a  massively  parallel  system  modeled 
after  the  retina.  The  model,  as  it  is  referred  to,  identifies  motion  in  its  field-of-view  and  is  built  on 
equations  originally  documented  by  Stephen  Grossberg  and  subsequently  modified  by  H.  Ogmen 
and  S.  Gagne  in  their  1990  article  on  the  fly’s  visual  system.  This  thesis  is  written  with  the  idea 
that  it  should  provide  enough  information  to  fully  support  any  work  based  on  its  results.  There¬ 
fore,  this  document  is  rather  lengthy.  Much  of  its  bulk  is  contained  in  the  appendices.  Appendix 
A  is  provided  for  those  not  formally  schooled  in  the  biology  of  neurons  and  the  retina.  Consider 
it  a  brief,  topical  discussion  of  important  facts  about  the  retina.  Of  course  a  full  treatment  of  the 
subject  would  include  a  review  of  all  my  references  and  more.  The  remaining  appendices,  minus 
the  last,  contain  computer  code.  The  last  is  a  reference  documenting  the  tools  I  found  useful  when 
working  with  images.  The  quality  of  this  thesis  is  directly  affected  by  those  who  influenced  me  over 
the  last  year. 

Major  Steve  Rogers,  my  primary  advisor  was  the  most  helpful.  He  was  able  to  direct  me  to  an 
area  of  research  that  suited  my  desires  and  talents.  Throughout  the  year,  he  nudged  me  along  the 
thesis  route  and  provided  vital  guidance  when  I  stalled.  Much  of  the  success  of  this  work  belongs 
to  him.  Major  John  Borsi  and  Captain  Dennis  Ruck  were  of  great  help  in  defining  my  research 
objectives  and  using  the  computers  at  AFIT.  I  thank  them  for  their  willingness  to  read  and  critique 
my  thesis.  Over  the  last  few  quarters  I  turned  to  a  variety  of  professionals  for  assistance  when  I 
could  not  see  the  forest  for  the  trees. 

I  thank  Major  Rice  for  his  literary  talents  which  I  used  very  early  in  my  literature  review 
stage.  Dr.  Quinn  and  Dr.  Oxley  gave  of  their  time  to  show  me  how  to  solve  time  varying 
differential  equations,  help  that  went  a  long  way  in  creating  my  simulation  software.  Major  Howell 
was  more  than  willing  to  clue  me  in  on  the  various  simulation  packages  available  for  Unix,  DOS, 


II 


and  Machintosh  operating  environments.  Dr.  Ridgely  helped  me  understand  the  implications  of 
the  models  I  analyzed  and  extended  my  knowledge  of  Fourier,  Laplace,  and  Z  transformations.  If 
this  were  a  speech  I  would  give  all  these  people  a  great  round  of  applause  for  their  help.  Before  I 
get  off  the  subject,  I  must  mention  my  family. 

I  thank  God  for  the  support  my  family  is  capable  of  extending  to  me  every  day  of  my  life.  My 
parents,  Donald  and  Rae  are  both  directly  responsible  for  my  success  in  this  work.  They  provided 
me  with  the  basic  skills  that  lead  to  my  selection  for  and  completion  of  a  masters  degree.  I  thank 
my  sister  Lori  Rae  and  brothers  Donald  and  Robert  for  their  support  of  my  military  career  which 
takes  me  to  distant  locations  but  can  never  break  the  bonds  that  tie  us.  To  my  brother  Robert, 
I  must  make  special  mention  for  his  present  of  a  hard  drive,  without  which,  I  could  never  have 
created  and  maintained  the  volumes  of  data  generated  for  this  thesis.  To  my  children,  who  do  not, 
as  of  yet,  understand  why  their  father  spends  long  hours  away  from  them.  I  hope  that  the  time 
I  stole  from  them  both  leads,  eventually,  to  a  better  tomorrow.  Finally,  I  thank  daily  the  love, 
patience,  and  support  provided  by  my  best  friend,  my  confidant,  my  wife,  Cynthia. 


David  E.  Swanson 
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Abstract 

We  applied  two  first-order,  linear,  time- varying,  differential  equations  to  the  task  of  segment¬ 
ing  motion  from  sequences  of  images.  The  equations  are  modified  Grossberg  formulas  for  long-term 
and  short-term  memory  models  characterizing  the  neurotransmitter  and  cell-activity  levels  of  a 
synapse  and  neuron.  We  described  how  a  two  layered,  sensory,  neural  network  can  be  built  using 
the  equations  to  simulate  the  amacrine  neurons  of  the  retina.  The  model  is  defined  using  adap¬ 
tive  input  nodes  (adaptive  model)  and  is  compared  to  a  similar  model  without  these  nodes  (O&G 
model).  By  replicating  the  basic  amacrine  neuron  model  to  form  both  one-  and  two-dimensional 
arrays,  we  created  a  novel  method  for  processing  images  over  time  and  space.  To  simulate  the  veto 
effect  observed  in  shunt  inhibitory  synaptic  junctions,  we  applied  a  nonrecurrent,  asynchronous, 
inhibitory  region  in  the  receptive  field  of  our  amacrine  neural  model.  We  show  how  this  effects  the 
performance  of  the  model  in  one  dimension.  In  two  dimensions  we  investigate  the  models’  response 
to  synthesized  imagery  (pristine)  and  to  real,  forward  looking  infrared  radar  (FLIR)  images.  The 
output  of  our  models  are  further  processed  through  two  types  of  moving-average  filters  -  causfil 
and  noncausal. 
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Forward 


Space  is  clearly  our  most  challenging  frontier.  Enroute  to  Mars,  wt  will  explore  the  Moon, 
advance  Earth  sciences,  and  develop  new,  innovative  technologies.  We  will  tap  lunar,  Martian, 
and  solm  energy  sources  as  we  explore  the  heights  of  human  talent  and  ability.  Along  the  way, 
America’s  drive,  initiative,  ingenuity,  and  technology  -  all  those  things  that  have  made  our 
nation  the  most  successful  society  on  Earth  -  will  propel  us  toward  a  future  of  peace,  strength, 
and  prosperity.  The  challenge  is  before  us. 


Thomas  P.  Stafford 
Chairmen,  Synthesis  Group 
Report  on  America’s  Space  Explo¬ 
ration  Initiative 

Appropriately  titled,  “America  at  the  Threshold”,  the  Synthesis  Group’s  report  on  America’s 
Space  Exploration  Initiative  (SEI)  studied  ways  of  extending  Man’s  dominance  of  the  solar  system 
to  the  Moon  and  Mars.  The  report  identified  key  technologies  required  to  support  future  manned 
mission.  Two  such  technologies  are  telerobotics  and  telepresence  [Synthesis,  1991:77],  In  a  more 
detailed  look  at  an  unmanned  mission  to  Mars,  the  Graduate  of  Space  Operations  Class  of  1992 
made  an  indepth  study  of  a  scientific,  precursor  mission  to  Mars  [Amrine,  1992],  In  their  report, 
they  emphasized  the  need  for  systems  capable  of  carrying  out  experiments  semi-autonomously. 
Systems  that  can  visually  interrogate  their  environment  and  make  decisions  solely  based  on  visual 
information  are  of  great  importance  to  the  SEI. 

Although  we  currently  have  the  capability  to  build  expert  systems  that  can  handle  the  job 
on  Mars,  they  are  often  bulky  and  inefficient.  In  light  of  current  launch  costs  ($4,000  per  pound) 
[Wilsey,  1991:13],  every  effort  must  be  made  to  reduce  the  size  and  weight  of  our  space-faring,  sci¬ 
entific  equipment.  Therefore,  we  can  not  accept  bulky  vision  systems  and  their  support  computers 
as  solutions  to  unmanned,  deep-space  missions.  One  might  ^lsk,“Why  not  just  wait  for  smaller  and 
faster  digital  computers?”  For  SEI  this  may  be  an  option,  however  a  more  earthly  need  demands 
that  we  search  for  other  more  efficient  ways  to  gather  visual  data. 

The  world  may  have  become  a  safer  place  with  the  fall  of  Russian  communism  but  the  ballistic 
missile  threat  is  still  very  real  due  to  the  proliferation  of  nuclear  technologies  to  aggressive  third- 
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world  nations  (Iraq  is  one  such  example).  To  counter  the  threat  of  missile  attack  from  a  variety 
of  sources,  the  Air  Force  is  exploring  technologies  vital  to  missile  defense.  One  area  of  concern 
is  missile  seekers  -  the  part  of  an  interceptor  missile  or  surveillance  system  that  detects  a  missile 
in  the  boost  or  post-boost  phase.  A  missile  seeker  may  be  employed  as  an  integral  part  of  the 
interceptor  or  as  a  remote,  weapons-control  system  placed  in  a  strategic  location  -  space.  Because 
of  the  short  flight  times  involved  in  missile  deployment,  the  detector  portion  of  a  seeker  must 
provide  realtime  information  to  the  interceptor’s  guidance  and  control  subsystems.  Despite  the 
great  advantages  offered  by  digital  computers,  they  lack  the  ability  to  process  data  quickly  enough 
for  missile  defense.  Even  the  parallel  architectures  used  in  digital  computers  today  lack  the  speed 
required  by  missile  seekers.  Solutions  to  the  problem  of  red-time  image  processing  will  come  from 
emerging  technologies  based  on  neural  networks. 

Neural-network  research  attempts  to  mimic  the  biological  precedence  set  by  the  human  brain 
and  nervous  system.  Like  the  brain  and  nervous  system,  neural  networks  can  be  classified  into 
sensory  and  computational  or  decision-making  elements.  The  study  of  object  identification  using 
perceptrons  in  layered  networks  is  a  member  of  the  latter  category.  Again,  like  the  brain,  the 
decision  networks  never  work  with  raw  sensory  data.  The  data  must  be  preprocessed  to  filter  noise 
and  unwanted  information  while  providing  a  set  of  relevant  input  features  from  the  visual,  audio, 
and  tactile  senses.  The  advantages  of  neural  networks  come  from  their  massively  parallel  nature 
and  our  ability  to  faithfully  create  them  in  electronic  hardware.  Returning  to  the  problem  of  missile 
seekers,  both  sensory  (vision)  and  decision  networks  promise  great  improvements  over  conventional 
technologies.  Our  thesis  work  deals  with  the  sensory  type  neural  network  and  vision  research. 

The  work  described  in  this  thesis  focuses  on  one  small  aspect  of  vision  research  -  motion 
segmentation.  However,  its  importance  as  an  integral  part  of  technological  advancement  can  not 
be  overstated.  We  take  great  pride  in  presenting  this  material  and  in  the  way  of  explaining  our 
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enthusicism  for  this  work,  we  restate  what  Sir  James  Jeans  said  some  60  years  earlier  about  our 
work  in  the  eyes  of  posterity. 


We  are  living  at  the  very  beginning  of  time.  We  have  come  into  being  in  the  fresh  glory 
of  dawn,  and  a  day  of  almost  unthinkable  length  stretches  before  us  with  unimaginable  oppor¬ 
tunities  for  accomplishment.  Our  descendants  of  far-oif  ages,  looking  down  this  long  vista  of 
time  from  the  other  end  will  see  our  present  age  as  the  misty  morning  of  human  history.  Our 
contempor2U'ies  of  today  will  appear  as  dim,  heroic  figures  who  fought  their  way  through 
the  jungles  of  ignorance,  error,  and  superstition  to  discover  truth. 

Sir  James  Jeans,  Astronomer,  1930 
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Retinal  Modeling:  Segmenting  Motion  from  Spatio-Temporal 
Inputs  using  Neural  Networks. 

I.  Introduction 

Man's  visual  organs  make  use  of  optics  to  focus  what  we  see  onto  a  paper  thin  lining  called 
the  retina.  The  retina  is  a  complex  tangle  of  interconnected  neurons,  which  transform  visual  stimuli 
into  nerve  impulses  representing  tonic  (static)  and  phasic  (changing)  imagery.  Man's  study  of  the 
retina  is  aimed  at  gaining  insight  into  the  design  of  artificial  visual  systems  that  can  process  spatial 
and  temporal  information  without  delay  (real-time).  The  term  early  vision  was  coined  to  describe 
work  that  focuses  on  modeling  the  retina.  The  term  means  that  before  the  breiin  receives  any  visual 
data,  the  gathered  images  are  heavily  preprocessed  to  adjust  intensity  and  contrast,  and  to  provide 
motion  information. 

Motion  detection,  the  subject  of  this  research,  can  be  performed  in  a  variety  of  ways,  most  of 
which  involve  intensive  use  of  digital  computers.  The  simplest  method  of  separating  moving  objects 
from  the  stationary  background  (motion  segmentation)  is  to  perform  a  frame  to  frame  subtraction 
of  pixel  values.  The  problem  with  this  simple  technique  is  that  a  change  in  light  intensity  over 
an  object's  surface  will  also  look  like  motion.  More  sophisticated  techniques  are  used  to  segment 
motion  in  a  scene  but  rely  on  image  processing  software  that  correlates  filters  over  each  image  of 
each  frame  -  this  is  a  slow  process  at  best.  An  alternative  to  digital  image  processing  is  to  use  an 
analog  computer  operating  in  a  massively  parallel  configuration.  In  other  words,  using  artificial 
neural  networks  based  on  the  retina. 

In  this  thesis  we  apply  a  neural  model  to  the  task  of  enhancing  moving  or  transient  image 
elements  while  suppressing  stationary  elements.  Our  aim  is  to  process  two-dimensional,  temporal 
images  in  a  way  that  passes  only  the  transient  portions  of  the  image  sequence. 
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1.1  Background  and  Terminology 


Our  model  depends  on  the  work  of  many  talented  scientists,  only  a  few  of  which  are  cited 
here.  Names  like  Frank  Werblin  [Werblin,  1973],  Richard  Masland  [Masland,  1986],  Tomaso  Poggio 
[Poggio,  1987],  and  Christof  Koch  [Poggio,  1987]  are  all  associated  with  experimental  research  into 
neural  and  retinal  biology.  It  is  from  their  work  that  we  gain  an  understanding  of  image  processing 
in  the  retina  and  appreciate  the  analytic  expressions  developed  by  Grossberg  [Grossberg,  1987], 
Ogmen  [Ogmen,  1990],  and  Gagne  [Ogmen,  1990].  Ultimately,  the  transformation  from  empirical 
data  to  system  fabrication  comes  to  a  close  when  theoretical  models  are  turned  into  hardware 
by  people  like  Carver  Mead  [Mead,  988],  Misha  Mahowald  [Mahowald,  1991],  and  M.  .4.  Massie 
[Massie,  1992].  This  process,  a  kind  of  technology  transfer  pipeline,  repeats  and  with  each  new 
cycle,  a  little  more  of  biology  is  turned  into  an  artificial  neurosystem. 

The  most  recent  development  from  the  pipeline  is  a  microchip  that  emulates  the  retina’s  top 
three  layers.  The  Silicon  Retina  as  it  is  called,  was  produced  at  Caltech  by  Mead  and  his  associate 
Mahowald  [Mead,  1988].  Similar  to  the  retina,  the  Silicon  Retina  is  a  type  of  focal  plane  processor 
(FPP)  which  places  the  computational  power  for  image  processing  at  the  foc^d  plane  of  an  optics 
system.  Mead’s  chip  represents  a  major  breakthrough  in  early  vision  research.  The  Silicon  Retina 
exhibits  the  ability  to  adapt  to  stationary  images  and  respond  over  a  wide  range  of  intensities  as 
does  the  retina.  Mead  showed  that  FPP  is  possible  in  a  limited  sense  under  laboratory  conditions. 
Following  Mead’s  lead.  Amber  Engineering  has  taken  the  Silicon  Retina  design  and  is  fabricating  a 
more  robust  FPP  called  the  Neuromorphic  Infrared  Focal  Plane  processor  (NIFPp).  The  purpose 
of  the  NIFPp  is  to  support  missile  target  and  tracking  systems  for  the  Air  Force.  Additionally,  the 
NIFPp  can  act  as  an  input  preprocessor  when  testing  models  of  the  final  three  layers  of  the  retina. 
We  can  then  return  to  the  technology  pipeline  and  work  on  the  next  generation  Silicon  Retina  -  a 
chip  that  emulates  the  retina  from  input  to  output. 
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Frank  Werblin,  working  with  the  mudpuppy  salamander  [Werblin,  1973:71]  (NecturusMaculosus*). 
recorded  the  effects  of  a  moving  image  on  the  lower  layers  of  the  retina.  He  found  that  the  receptive 
field  (annular  regions  of  inputs  to  a  single  cell  that  provide  opposing  effects  on  the  response  of  the 
cell)  not  only  supports  stationary  image  processing  in  the  upper  layers  of  the  retina,  but  is  a  key 
component  to  motion  processing.  In  fact,  nearly  half  of  ganglion  cells  respond  to  image  motion 
[Levine,  1985:102].  At  the  time  of  his  paper,  the  receptive  field  was  considered  to  be  a  single  struc¬ 
ture  that  permeated  the  entire  retinal  meat.  Some  13  years  later,  Richard  Masland  would  dissect 
the  amacrine  layer  to  define  a  different  recdity. 

Richard  Masland  identified  amacrine  cells  by  the  type  of  neurotransmitter  it  produced.  Using 
a  special  staining  technique,  Masland  was  able  to  categorize  individual  cells  and  show  significant 
differences  in  their  dendritic  tree  structure  [Masland,  1986:108].  For  the  first  time  there  was  evidence 
that  the  amacrine  cell,  a  primary  element  of  the  visual  pathway  was  more  a  group  of  cells  than  a 
single  type,  Masland  identified  four  amacrine  cell  types  and  suggests  that  as  many  as  26  others  may 
exist  [Masland,  1986:106],  The  amacrine  cell  group  forms  multiple  pathways  within  the  plexus^ 
between  amacrine  and  ganglion  soma^  which  are  thought  to  sharpen  the  transient  response  of 
ganglia  to  changes  in  light  [Masland,  1986:104].  It  is  in  this  plexus  that  the  receptive  field  is  found 
to  have  directional  selectivity  (response  to  motion  in  a  preferred  direction  and  no  response  in  the 
opposite  or  null  direction)  to  motion. 

Directional  selectivity  is  the  result  of  a  difference  in  signal  propagation  times  and  silent  or 
shunt  inhibitory  synapses  [Poggio,  1987:47].  Tomaso  Poggio  and  Christof  Koch  built  computer 
simulations  of  signals  propagating  through  the  retina.  Using  these  simulations,  they  showed  that 
if  an  excitatory  signal  moved  more  quickly  through  the  retina  than  the  inhibitory  signal,  it  would 
induce  a  more  intense  response  in  the  target  ganglion.  If  the  inhibitory  signal  was  given  a  head 

'The  mudpuppy  was  chosen  for  its  relatively  large  retinal  cells.  In  1973,  micropipettes  were  rather  large  and 
would  damage  many  other  animal’s  cells. 

^Plexus  “1:  a  network  of  anastomosing  or  interlacing  blood  vessels  or  nerves.  2:  an  interwoven  combination  of 
parts  or  elements  in  a  structure  or  system."  -  Webster's  Ninth  Collegiate  Dictionary. 

*Soma  “1:  the  body  of  an  organism.  ...  3:  CELL  BODY"  -  Webster's  Ninth  Collegiate  Dictionary. 
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start,  it  would  arrive  in  the  ganglion  along  with  the  quicker  excitatory  signal  and  they  would  cancel. 
Therefore,  image  motion  in  a  direction  that  creates  inhibitory  signals  ahead  of  excitatory  ones  would 
not  elicit  a  response  while  motion  in  the  opposite  direction  would.  The  concept  of  directional 
selectivity  is  extremely  important  and  will  be  addressed  in  more  detail  in  Chapter  II.  The  next 
stage  of  the  our  technology  pipeline  is  to  convert  empirical  data  and  theories  into  mathematical 
models. 

In  1987,  Grossberg  published  a  technical  description  of  many  neural-network  models  both 
linear  and  nonlinear  [Grossberg,  1987],  His  article  stands  as  the  basis  for  many  theoreticaJ  and 
mathematical  treatments  of  neural  networks.  Later  in  this  report  we  will  look  at  two  differential 
equations  that  describe  long-term  memory  and  short-term  memory  in  neurons.  We  do  this  because 
they  are  used  by  H.  Ogmen  and  S.  Gagne  to  describe  a  motion  sensitive  model  of  the  fly’s  eye. 

Ogmen  and  Gagne  reported  on  two  separate  but  similar  subjects  in  their  1990  article  on 
motion  perception  [Ogmen,  1990).  In  part  one  of  their  article,  they  describe  a  system  that  mimics 
the  fly's  visual  system  with  an  emphasis  on  response  in  one  of  two  directions.  This  direction2dly 
sensitive  model  makes  use  of  Grossberg’s  short-term  and  long-term  memory  equations  with  shunt 
inhibition.  In  part  two,  they  examine  two  methods  of  delaying  the  inhibitory  signal  to  the  cell  - 
recurrent  and  nonrecurrent.  Using  the  nonrecurrent  delay  mechanism.  Ogmen  and  Gagne  illustrate 
the  advantages  of  the  asynchronous  (delayed)  model  over  the  synchronous  (not  delayed)  model 
[Ogmen,  1990:497).  These  models  form  the  basis  for  our  research  and  will  be  presented  in  far  more 
detail  in  Chapters  II  and  III.  However,  before  we  get  into  any  detail  concerning  the  Grossberg  or 
Ogmen  and  Gagne  models,  we  will  define  our  research,  its  scope,  objectives,  and  limitations. 
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1.2  Research  Definition 


1.2.1  Research  Questions.  Because  we  base  our  research  on  the  model  defined  by  Ogmen 
and  Gagne,  we  develop  a  software  simulation  designed  by  the  author  to  investigate  motion  segmen¬ 
tation  in  sequences  of  images.  Specific  questions  to  be  answered  are; 

1.  How  does  the  model  respond  to  pristine  image  sequences? 

2.  What  are  the  major  features  of  the  model’s  response  to  these  inputs? 

3.  Can  the  model  operate  on  images  acquired  by  Forward  Looking  Infrared  Radar  image  se¬ 
quences? 

4.  What  is  the  effect  of  moving  the  image’s  field-of-view  with  a  moving  object? 

5.  Can  the  output  be  further  processed  to  better  segment  motion? 

6.  How  do  causal  and  noncausal  filtering  effect  the  model  output? 

1.2.2  Problem  Statement.  We  will  investigate  the  Ogmen  and  Gagne  model  response  amd 
compare  it  to  the  response  of  a  derivative  of  their  model  called  the  adaptive  model  (which  we  will 
be  defined  in  Chapter  II).  The  images  used  in  this  project  are  of  two  kinds.  One  set  represents  a 
pristine  image  (no  noise)  and  is  produced  by  the  author  specifically  for  this  research.  The  second 
image  sequence  is  an  excerpt  from  a  FLIR  video  tape  of  a  tank  moving  around  in  a  field.  We  will 
examine  the  response  of  our  models  to  each  of  the  segments.  The  software  used  to  simulate  the 
neural  network  was  developed  by  the  author  and  is  given  in  Appendix  C. 

1.2.3  Objectives.  In  order  to  answer  the  research  questions  posed  above,  we  defined  the 
following  project  objectives. 

1.  Examine  the  model  response  in  regards  to  leading  and  trailing  edges,  time  variant  stimuli, 
and  velocity  and  direction  of  motion. 

2.  Compare  the  response  of  the  two-dimensional  models  with  adaptive  and  nonadaptive  inputs. 

3.  Compare  the  response  of  our  models  to  both  the  pristine  and  FLIR  image  sequences. 

4.  Post  process  the  response  data  of  the  models  to  enhance  the  transient  portions  of  the  images. 

1.2.4  Scope.  This  research  uses  equations  defined  by  Ogmen  and  Gagne  to  create  one-  and 
two-dimensional  models  through  which  sequences  of  images  are  processed.  We  look  at  methods  of 
post  processing  the  model  response  to  obtain  cleaner  output.  The  emphasis  here  is  on  implemen¬ 
tation  of  the  equations  and  modification  of  the  model  such  that  it  enhances  motion  and  suppresses 
stationary  objects. 
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1.2.5  Limitations. 


1.  Comparison  of  this  model  to  other  motion  segmentation  techniques  will  not  be  addressed. 

2.  We  do  not  intend  to  add  the  post  processing  steps  as  integral  parts  of  the  software  simulation. 

3.  Only  a  single  set  of  FLIR  images  will  be  processed. 

4.  We  will  not  fully  explore  how  the  model  parameters  effect  the  response  of  the  models. 

1.3  Thesis  Overview 

This  thesis  is  organized  into  five  chapters.  Having  read  the  first  and  prefatory  material,  we 
begin  with  the  second.  Chapter  II  is  meant  to  be  a  focused  literature  review.  Focused  in  that  we 
discuss  only  those  aspects  of  the  retina  that  directly  bear  on  our  work  with  modeling  the  motion 
sensitive  portions  of  the  retina.  In  Chapter  II  we  define  three  important  concepts  used  in  the  retina 
to  preprocess  motion  information  -  receptive  fields,  shunt  inhibition,  .ind  directionad  selectivity. 
We  also  discuss  the  mathematical  basis  for  our  model  as  defined  by  Grossberg  and  briefly  present 
the  model  for  motion  perception  in  the  fly’s  eye  as  described  by  H.  Ogmen  and  S.  Gagne. 

In  Chapter  III  we  examine  the  model’s  salient  features.  In  the  first  sections  of  the  chapter 
we  discuss  the  theoretical  underpinnings  of  each  level  of  the  model  and  explain  how  the  model  is 
put  together.  In  the  second  half  of  Chapter  III  we  look  at  some  results  obtained  from  early  model 
simulations.  Here  we  explain  some  post  processing  techniques  that  can  be  applied  to  the  response 
data  for  enhancing  the  images.  Chapter  IV  contains  the  results  of  model  simulations  using  both 
the  pristine  and  FLIR  imagery.  In  the  last  chapter  we  provide  an  overall  summary  of  the  thesis 
results  and  findings. 

It  is  our  intention  to  provide  more  than  enough  information  in  this  thesis  so  that  future 
students  might  reproduce  and  extend  our  work.  Therefore,  we  include  information  that  does  not 
directly  impact  our  research  but  provides  supplemental  background  in  the  appendices.  Appendix  A 
is  designed  for  the  uninitiated  reader  and  provides  a  much  broader  look  at  the  neuron,  the  retina, 
and  retinal  emulators  than  will  be  found  in  Chapter  II.  Appendix  C  contains  the  software  code 
used  to  form  our  model.  Since  we  spent  some  time  finding  out  how  to  capture  and  work  with  images 
on  our  computers,  we  felt  it  important  to  document  the  procedures  which  are  not  readily  available. 
This  is  provided  in  Appendix  D.  This  last  appendix  also  contains  various  points  of  contact  which 
may  be  useful  to  future  students. 
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II.  Literature  Review 


2.1  Scope  of  the  Review  and  Method  of  Treatment 

This  thesis  concentrates  on  developing  a  model  for  motion  in  the  latter  layers  of  the  retina. 
A  full  understanding  of  the  retina  is  not  critical  to  understanding  the  equations  and  computer 
model  described  in  later  chapters.  Therefore,  this  chapter  is  designed  to  give  the  reader  pieces  of 
information  that  combine  to  support  our  model  development.  For  those  readers  who  wish  to  see 
more  background  material,  we  provided  an  extended  literature  review  as  Appendix  A. 

2.1.1  Organization.  We  begin  with  a  brief  review  of  retin^d  architecture  in  which  the  con¬ 
cepts  of  receptive  field,  shunt  inhibition,  and  directional  selectivity  are  defined.  Naturally  we  follow 
the  concept  definitions  with  the  analytic  theory  describing  them.  First  we  look  at  two  models 
defined  by  Grossberg  [Grossberg,  1987]  as  the  short-term  and  long-term  memory  models.  Then 
we  examine  the  altered  forms  of  these  models  defined  by  Ogmen  and  Gagne  for  the  fly’s  visual 
system.  These  take  the  form  of  the  neurotransmitter  and  cell-activity  model.  In  the  last  portion  of 
this  chapter,  we  see  how  the  cell-activity  model  can  be  generalized  to  two  dimensions  while  adding 
inhibitory  delays.  When  we  finish,  we  will  be  ready  to  apply  our  version  of  these  models  to  image 
sequences. 

2.2  The  Retina. 

Figure  2.1  illustrates  the  three-dimensional  nature  of  the  retina.  Consisting  of  five  specialized 
neurons,  the  retina  samples  visual  imagery  at  more  than  126  million  spacial  locations  by  as  many 
photoreceptors  (rods  and  cones)[Lavine,  1985:75).  The  photoreceptors  transform  photon  (light) 
energy  into  electrical  potentials  (signals)  and  pass  these  to  the  network  of  neurons  that  follow. 
From  a  systems  point  of  view,  the  retina  is  the  largest  vector  processor  known  to  man.  A  full 
explanation  of  each  cell  type  and  its  operation  in  the  retina  is  provided  in  Appendix  A.  What  is 
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Figure  2.1.  The  Retinal  Architecture  [Mahowald,  1991:78] 


important  to  recognize  here  is  that  motion  processing  is  performed  in  the  last  layers  of  the  retina: 
the  amacrine  and  ganglion  layers. 

The  amacrine  cells  provide  a  variety  of  paths  oriented  horizontally  to  the  flow  of  image 
signals  and  represent  a  family  of  cell  types  that  respond  to  changes  in  signal  strength  at  the  output 
of  the  bipolar  cells.  The  ganglion  cells  (ganglia)  receive  signals  from  both  the  bipolar  and  the 
amacrine  neurons.  The  signals  are  represented  as  slow  potentials  or  time  varying  voltages.  The 
ganglia  transform  the  slow  potentials  transmitted  by  these  neurons  into  action  potentials  (a  series 
of  voltage  spikes)  that  are  transmitted  along  the  optic  nerve.  Ganglia  action  potentials  represent 
both  tonic  and  phasic  information.  To  produce  the  latter,  the  ganglia  depend  on  the  amacrine  cells 
to  form  receptive  fields  (subsection  2.2.1)  which  use  shunt  inhibition  (subsection  2.2.2)  and  produce 
directionally  selective  outputs  (subsection  2.2.3). 

2.2.1  Receptive  Field.  The  retina  depends  heavily  on  a  structure  called  the  receptive  field. 
A  neuron  who’s  output  depends  on  the  activity  of  neighboring  cells  through  lateral  interconnections 
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forms  a  receptive  field.  In  more  concrete  terms,  the  receptive  field  used  in  the  retina  has  a  centred, 
circular  region  called  the  center  and  an  outer  annular  region  called  the  surround.  There  are  two 
basic  types  of  receptive  fields,  on-center,  off-surround  and  off-center,  on-surround.  The  two  types 
correspond  to  a  field  which  enhances  lighted  centers  against  dark  surrounds  (on-center)  or  enhances 
dark  centers  against  lighted  surrounds  (off-center).  Figure  2.2  illustrates  an  on-center  receptive  field. 
The  left  half  of  the  figure  shows  an  illuminated  e.xcitatory  center  and  the  cell’s  time  response  to 
this  input.  The  right  half  of  the  figure  shows  an  illuminated  inhibitory  surround  and  the  cell’s 
response  over  time.  Receptive  fields  are  used  in  the  top  three  retinal  layers  to  adjust  visual  images 


Figure  2.2.  The  On-Center  Receptive  Field  [Masland.  1986:105).  This  figure  illustrates  the  firing 
pattern  of  a  ganglion  cell  in  the  presence  of  a  purely-excitatory  signal  from  the  fields 
center  (left),  and  a  purely-inhibitory  signal  from  the  surround  (right).  Below  each 
example  is  a  plot  over  time  of  the  ganglion  response.  The  black  bar  represents  the 
duration  of  the  stimulus.  In  the  excitatory  case,  the  cell  responds  for  the  duration  of 
the  stimulus.  However,  in  the  inhibitory  case,  the  ganglion  responds  to  the  removal 
of  the  stimulus.  Because  the  neuron  is  capable  of  adapting  to  stimuli,  a  removal  of 
the  inhibitory  signal  is  identical  to  an  introduction  of  an  equally  intense  excitatory 
signal.  The  response  dies  off  as  the  cell  adapts  once  again  to  the  input. 
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containing  light  trom  a  wide  band  of  light  frequencies  (10  logarithmic  decades  wide)  to  fit  into  the 
narrow  frequency  range  of  the  bipolar  cell  (1.5  logarithmic  decades  wide).  The  lower  two  layers  of 
the  retina  use  receptive  fields  to  detect  motion. 

2.2.2  Shunt  Inhtbttion.  So  far  we  talked  about  a  single  type  of  inhibitory  response.  Neurons 
can  use  a  different  inhibitory  scheme  to  mediate  the  response  of  the  post-synaptic  neuron.  scheme 
involving  the  shunt-inhibitory  synapse.  In  the  most  common  case,  the  inhibitory  signal  causes  a 
hyperpolarization  of  the  post-synaptic  neuron  while  the  excitatory  signal  causes  a  polarization  of 
the  neuron.  If  both  signals  are  present,  the  response  of  the  post-synaptic  neuron  is  dependent 
on  the  relative  strengths  of  the  two  opposing  signals.  Unlike  the  ’normal'  inhibitory  synapse, 
the  shunt-inhibitory  synapse  balances  the  ionic  concentration  gradient  across  the  post-synaptic 
membrane  against  the  potential  gradient  over  the  membrane  (Figure  2.3).  When  an  inhibitory 
signal  reaches  the  synapse  and  causes  a  channel  to  open  in  the  membrane,  the  opposing  gradients 
resist  motion  of  ions  into  the  post-synaptic  neuron.  Therefore,  the  neuron  is  unaffected.  However, 
if  a  synapse,  somewhere  near  the  inhibitory  synapse  jceives  an  excitatory  signal,  ions  will  enter 
the  post-synaptic  cell  and  change  the  gradients  for  a  short  time.  If  the  shunt-inhibitory  synapse 
receives  a  signal  during  this  time  period,  it’s  channels  will  open  and  ions  will  now  be  allowed  to 
flow  into  the  post-synaptic  neuron  due  to  the  unbalanced  gradients  [Poggio,  1987:49]. 

2.2.3  Directional  Selectivity.  Directional  selectivity  is  an  important  aspect  of  the  retina's 
motion  processing.  Research  has  shown  that  certain  ganglia  respond  to  motion  only  in  a  preferred 
direction  and  fail  to  respond  to  motion  in  the  opposite  or  null  direction  [Masland,  1986:105].  Neu¬ 
rons  that  exhibit  this  behavior  are  called  directionally  selective.  The  mechanism  used  to  support 
directional  selectivity  is  the  receptive  field  that  uses  a  shunt  inhibitory  synapse  [Poggio,  1987:49]. 
To  illustrate  how  directional  selectivity  works.  Figure  2.4  shows  [Masland,  1986:105]  a  receptive 
field  with  a  preferred  direction  to  the  right.  In  the  figure,  the  left  two  diagrams  show  motion  in 
the  preferred  direction  to  which  the  ganglion  has  a  vigorous  response  (the  cell  response  is  shown 
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Figure  2.3.  Shunt  Inhibition.  This  figure  shows  two  synaptic  junctions  located  close  together. 

The  junction  on  the  left  is  a  typical  synapse  with  its  ion  pumps  ready  for  an  ex¬ 
citatory  signal.  The  synapse  on  the  right  is  a  shunt-inhibitory  synapse  where  the 
ionic  concentration  exterior  to  the  cell  is  much  greater  them  that  interior  to  the  cell. 
However,  both  interior  and  exterior  ions  have  negative  charge.  When  a  channel  on 
the  right  is  opened,  the  concentration  gradient  is  balanced  against  the  potential  gra¬ 
dient.  When  the  synapse  on  the  left  causes  positive  ions  to  enter  the  interior  of  the 
cell,  the  resulting  change  in  potential  at  the  right  synapse  allows  negative  ions  to 
enter  the  cell  and  counter  act  the  effect  of  the  excitatory  signal  (Insert  taken  from 
[Goldman-Rakic,  1992:115]). 
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Figure  2.4.  A  Directionally  Selective  Receptive  Field  [Masland,  1986:105].  This  figure  illustrates 
how  a  directionally  selective  receptive  field  will  respond  to  motion  in  a  preferred 
direction  (to  the  right).  In  the  left  two  diagrams,  the  cell  responds  to  motion  to  the 
right  (preferred  direction)  regardless  of  its  location.  In  the  right  two  diagrams,  the  cell 
does  not  respond  to  motion  to  the  left  (the  null  direction)  regardless  of  its  location. 
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as  action  potentials  along  the  time  axis  below  each  diagram).  In  the  right  two  diagrams,  motion 
is  in  the  null  direction  to  which  the  ganglion  has  no  response.  Random  firing  occurs  in  all  neurons 
and  is  shown  in  all  the  time  lines  outside  the  movement  period. 

The  receptive  field  is  a  four  dimensional  structure  -  two  spacial  dimensions,  one  hierarchical 
dimension  (down  through  the  retinal  sheet),  and  time.  Figure  2.4  shows  the  receptive  field  in  the 
two  spacial  dimensions  oriented  tangential  to  the  retinal  surface.  To  understand  how  directional 
selectivity  works,  we  need  to  look  at  how  the  signals  propagate  through  the  retinal  sheet.  Figures  2.5 
and  2.6  [Poggio,  1987:50]  are  a  series  of  snapshots  showing  the  cross-sectional  view  of  the  retina’s 
neural  hierarchy.  Figure  2.5  illustrates  the  propagation  of  signals  due  to  an  image  moving  in  the 


Figure  2.5.  A  Directionally  Selective  Receptive  Field  (cross  section)  [Poggio,  1987:50).  Here  we 
have  five  snapshots  of  the  retinal  neuron  hierarchy.  When  motion  is  in  the  preferred 
direction,  the  excitatory  signal  is  created  before  the  inhibitory  signal.  Since  inhibitory 
signals  propagate  more  slowly  than  excitatory  ones,  the  two  do  not  reach  the  ganglion 
at  the  same  time.  The  ganglion,  which  uses  shunt  inhibition  responds  only  to  the 
excitatory  signal. 


preferred  direction  (This  sequence  of  snapshots  is  arranged  from  left  to  right  according  to  increasing 
time  steps).  In  the  preferred  direction,  the  excitatory  signal  is  created  first  and  the  inhibitory  signal 
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follows.  They  both  propagate  through  the  retina  but  arrive  at  the  ganglion  at  different  times.  Since 
ganglia  use  shunt  inhibition,  the  cell  responds  only  to  the  excitatory  signtd.  In  Figure  2.6,  the  image 
moves  in  the  null  direction.  Here,  the  inhibitory  signal  reaches  the  synapse  (snapshot  on  the  left) 


Figure  2.6.  A  Directionally  Selective  Receptive  Field  (cross  section)  [Poggio,  1987:50].  Here  too, 
we  have  five  snapshots  of  the  retinal  neuron  hierarchy.  When  motion  is  in  the  null 
direction,  the  inhibitory  signal  is  created  before  the  excitatory  signal.  Since  the 
excitatory  signal  moves  through  the  retina  more  quickly  than  the  inhibitory  signal, 
the  two  meet  at  the  ganglion  simultaneously.  The  ganglion  cell  is  effected  by  both 
signals  and  its  response  is  a  function  of  the  relative  strengths  of  the  two  signals. 


at  the  same  time  the  excitatory  signal  does.  Therefore,  the  inhibitory  signal  cancels  the  excitatory 
signed  at  the  ganglion  ceil.  Shunt  inhibition  is  easily  modeled  using  differential  equations. 


2.3  Continuous-Nonlinear  Network  Mathematical  Theory. 

In  1987,  Stephen  Grossberg  wrote  a  summary  of  the  "unifying  principles,  mechanisms,  and 
mathematical  methods  that  arise  in  [neural  network]  theory”  [Grossberg,  1987:1].  Included  in  his 
paper  was  a  summary  of  the  shunting,  short-term  memory  (STM)  trace  equation  and  the  passive- 
decay,  long-term  memory  (LTM)  trace  equation.  The  concept  of  a  trace  stems  from  adaptive 
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behavior  of  the  neural  mechanism  and  has  been  used  in  many  applications  since  the  1960’s.  In  this 
report,  the  word  trace  means  the  output  or  curren'.  value  of  a  state  or  cell. 


2.3.1  The  Short-Term  Trace  Equations.  The  adaptive  STM  equation  can  be  expressed  as 
[Grossberg,  1987:6]; 


n 

(-1-) 

n 

Axi  + 

- 

^.9j{x:j)CjiZji 

.•'=* 

i=i 

(2.1) 


In  Equation  2.1  the  STM  trace,  i,,  is  defined  by  a  nonlinear,  first-order,  differential  equation.  The 

first  term  in  the  equation,  — >lx,,  represents  the  spontaneous  or  passive  decay  of  the  trace  with 

r  n  1 

time.  The  second  term,  53j=i excitatory  feedback  and  the  third  term, 
[53"=i  ,  the  inhibitory  feedback.*  The  last  term,  is  the  input  to  the  trace. 

Subscripts  used  in  this  equation  indicate  the  principle  cell,  i,  and  the  surrounding  cells,  j.  Both 
the  excitatory  and  inhibitory  regions  can  incorporate  many  inputs.  Zji.  Although  the  equation  is 
summed  in  one  dimension  from  1  to  n,  an  extra  summation  could  be  added  to  indicate  an  operation 
over  some  two-dimensional  spacial  region.  The  feedback  terms  involve  state-dependent,  nonlinear 
signals,  fj^Xj)  and  gjixj),  which  are  often  implemented  as  sigmoidal  functions  [Grossberg,  1987:7] 
of  the  form; 


S(x,) 


1 

1  -I- cip(-^i^) 


(2.2) 


Figure  2.7  contains  a  plot  of  the  sigmoid  function.  The  values  Bji  and  Cji  are  connection  weights* 
often  modeled  as  gaussian  curves  representing  the  excitatory  and  inhibitory  regions  of  the  receptive 
fields.  Figure  2.7  shows  a  common  form  for  these  gaussians.  The  variable  Zji  is  the  long-term 
memory  trace  of  neighboring  cells  and  will  be  discussed  in  the  next  section.  This  equation  can 
be  simplified  by  allowing  the  feedback  terms  and  connection  weights  to  be  lumped  together  into 

'The  superscript  (  +  )  and  (  — )  are  used  to  indicate  that  these  are  either  excitatory  and  inhibitory  terms. 

^The  connection  weights  are  also  called  path  strengths  implying  that  they  are  dependent  on  the  two  interacting 
cells. 
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Figure  2.7.  The  sigmoid  function  is  plotted  in  (a)  while  the  gaussian  connection  weights  are 
plotted  in  (b).  In  the  gaussian  plot,  the  narrow,  positive  curve  represents  an  excitatory 
kernel  and  the  wide,  negative  curve  represents  an  inhibitory  kernel. 


positive  and  negative  gaussians.  The  resulting  equation  would  look  like  [Grossberg,  1987:7]; 


dxi 

dt 

where  Fj  =  fjBji  -  gjCji. 


n 

-Axi  +  '^Fj(xj)zji  +  Ii 

J=i 


(2.3) 


The  shunting  dynamics  of  individual  neurons  is  better  modeled  using  a  bounded  STM  equation 
that  relies  on  automatic  gain  control.  Grossberg  gives  the  shunting  STM  equation  as; 

^  =  -Axi  +  (Bi-Xi){j2Mxj)BjiZ^jt^  +Ii} 

j=i 

n 

-ixi  +  +  Ji)  (2.4) 

Equation  2.4  makes  use  of  a  balanced  positive  and  negative  feedback  signal  over  the  interval  [B,, 
-£),].  This  is  accomplished  by  multipl3dng  the  feedback  signds  by  the  difference  between  the 
current  STM  trace  and  the  respective  bound.  As  the  trace  approaches  the  upper  bound,  the 
inhibitory  signals  are  given  more  weight  to  maintain  the  signal  within  the  interval.  Similarly,  with 
a  trace  approaching  the  lower  (negative)  bound,  the  excitatory  signal  is  weighted  more  to  pull  the 
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trace  up  into  the  bounded  interval.  The  term  /,  and  Ji  are  inputs  to  the  various  cells  i  in  the 
excitatory  and  inhibitory  regions. 

We  would  like  to  point  out  why  the  equation  gets  the  name  shunting.  The  response  of  a 
neuron  is  dependent  on  the  amount  of  depolarization  or  hyperpolarization  caused  by  the  sum  of 
all  the  synaptic  junctions  along  the  nerve’s  dendritic  tree.  The  short-term  trace,  x,  can  be  thought 
of  as  the  level  of  ionic  charge  in  the  intercellular  fluid.  The  shunting  short-term  trace  equation 
explains  how  this  charge  changes.  We  must  understand  that  B  is  the  highest  we  would  like  the 
charge  to  be  (although  there  are  circumstances  where  this  value  can  be  exceeded).  .4t  any  given 
time,  an  e.xcitatory  signal  may  cause  an  influx  of  positive  ions  into  the  cell.  The  amount  of  positive 
ions  that  cross  the  post-synaptic  membrane  depends  on  the  difference  between  the  current  level  of 
charge  in  the  cell  and  the  charge  maximum  (B,  —  x,)  as  well  as  the  strength  of  the  excitation  signal 
(5Z>=i  intercellular  fluid  is  too  positively  charged,  the  potential  gradient  will 

repel  more  positive  ions  at  the  channel. 

As  for  the  inhibitory  signal,  the  same  explanation  holds  but  for  -D  as  the  lowest  we  would 
like  the  charge  to  be.  At  the  time  an  inhibitory  signal  reaches  the  synapse,  the  amount  of  negative 
ions  flowing  into  the  cell  depends  on  the  difference  between  the  minimum  charge  and  the  current 
level  of  charge  in  the  cell  {-Di  -  j,)  and  the  inhibitory  signal  strength  I" 

the  next  section  we  define  zji. 

2.3.2  The  Long-Term  Trace  Equations.  The  long-term  memory  (LTM)  traces  contribute  to 
the  dynamics  of  the  STM  traces.  We  begin  by  looking  at  the  Passive-Decay  LTM  equation.  As  its 
name  implies,  the  trace  decays  at  a  constant  rate  of  —Fij  shown  in  Equation  2.5.  This  equation 
has  a  second  term,  Gijfi{xi)hj(xj),  which  is  the  Hebbian,  nonlinear,  learning  term.  This  is  a 
combination  of  a  nonlinear  sigmoid,  fi{xi),  and  a  nonlinear  learning  function,  hj{xj). 

^  =  -F.jZij-i-Gi,Mx.)h,(xj)  (2.5) 
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A  variant  to  the  passive  decay  LTM  equation  is  the  Gated  Decay  LTM  equation.  In  the  gated 
decay  version  (Equation  2.6),  the  decay  is  not  constant  but  is  gated  (multiplied)  by  a  nonlinear 
learning  function. 


(2.6) 


The  equations  described  in  this  section  are  generic  and  must  be  tailored  to  any  specific 
application.  One  such  application  is  Ogmen  and  Gagne's  model  of  the  fly's  visual  system. 


2.4  Development  of  a  Motion  Model. 

The  model  presented  by  Ogmen  and  Gagne  uses  the  Grossberg  equations  for  short-term 
and  long-term  memory  to  explain  experimental  data  from  the  fly’s  eye.  Unlike  the  more  general 
phenomenological  models  which  treat  the  visual  system  as  a  black  box,  the  neural  model  synthe¬ 
sizes  the  behavior  of  each  biological  element  in  order  to  mimic  the  whole  system.  Ogmen  and 
Gagne's  paper  describes  “directionally  selective  motion  detection  in  the  visual  system  of  the  fly” 
[Ogmen,  1990:488]. 

In  the  first  part  of  their  paper,  Ogmen  and  Gagne  modified  Grossberg's  equation  for  long¬ 
term  memory  to  characterize  a  long  term  adaptation  of  a  cell  to  it's  input.  The  resulting  equation  is 
much  simpler  than  Grossberg’s  and  describes  the  accumulation  of  neurotransmitter  in  the  vesicles 
of  the  synaptic  button.  Therefore,  this  equation  is  known  as  the  neurotransmitter  equation  and  is 
of  the  form; 

^  =  a{P  -  Zi)  -  (I  +  Ji)zi  (2.7) 

In  the  general  case,  a  single  cell  would  be  connected  to  many  synapses.  However,  Ogmen  and 
Gagne  were  interested  in  modeling  the  fly’s  motion  perception  which  is  linear  in  nature.  They 
conceived  a  simple  model  which  they  called  the  gated  dipole  (Figure  2.8).This  model  uses  two 
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channels,  the  on-channel  and  the  off-channel.  Each  channel  was  fed  by  it’s  own  input  times  the 
channel's  neurotransmitter  level  (jon  or  ;<>//)  as  well  as  the  opposing  channel's  input  times  that 
channel’s  neurotransmitter  level  (zo/f  or  ion)-  The  cell’s  response  was  given  by  a  second  differential 
equation  [Ogmen,  1990:491]; 

~  =  -Axi  +  {B  -  Xi)[I  +  Ji]zi  -  {D  + +  Jk]zk  (2.8) 

kTti 

These  equations  will  be  examined  in  greater  detail  in  Chapter  III.  For  now,  simply  accept  them 
as  is.  The  gated  dipole  responds  to  a  difference  in  the  inputs  of  the  respective  synaptic  junctions 
{z).  In  Figure  2.8,  I  represents  an  arousal  signal  (a  signal  common  to  all  inputs),  while  J  and  K 
represent  variations  in  inputs  to  either  the  on-  or  off-channel  respectively. 

If  the  on-channel  is  stimulated  (J  ^  0)  and  the  off-channel  remains  constant  {K  =  0),  the 
gated  dipole  responds  with  an  overshoot  by  the  on-channel  and  an  undershoot  by  the  off-channel. 
The  input  synapse  for  the  on-channel  will  eventually  adapt  to  the  new  input  level  and  cause 
both  the  on-  and  off-channels  to  return  to  a  new,  stable  output  level  called  a  plateau.  When  the 
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stimulus  is  removed  (J  =  0),  then  the  ofF-channel  overshoots  and  the  on-channel  undershoots  until 
the  on-channel’s  synapse  can  readapt  to  the  input.  This  behavior  is  called  antagonistic  rebound 
[Ogmen,  1990:491].  Both  outputs  will  then  plateau  at  the  original  resting  potential.  This  behavior 
was  explained  in  Ogmen  and  Gagne’s  paper  but  no  figure  was  given.  Our  software  recreates  this 
behavior  and  so  we  have  included  a  sample  of  it  in  Figure  2.9.  If  we  look  at  the  gated  dipole  in 


(U 

> 

<u 

J 

> 

4-) 

> 

'H 

4J 

u 

< 


0) 

u 


Figure  2.9.  The  Gated  Dipole’s  Response.  This  figure  shows  the  initial  overshoot  of  the  on- 
channel  (diamonds)  and  undershoot  of  the  off-channel  (pluses)  with  the  onset  of  a 
stimulus  to  the  on-channel  at  time  zero.  As  time  continues,  the  two  channels  equili¬ 
brate  to  their  respective  steady  states.  A  result  of  the  on-channel’s  synaptic  junction 
adapting  to  the  input.  Later,  at  time  10,  the  stimulus  is  removed  and  the  on-channel 
undershoots  while  the  off-channel  overshoots.  Both  return  to  the  original  resting 
potential  as  the  on-channel  readapts. 


relation  to  the  receptive  field  and  shunt-inhibitory  synapses,  we  see  that  this  structure  has  both 
an  excitatory  region  and  an  inhibitory  region  of  one.  The  strength  of  the  excitation  or  inhibition 
signals  are  weighted  by  the  value  of  the  long-term  trace  and  the  shunt  operates  over  the  interval  of 


[B.  -D]. 
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After  defining  the  simple  gated  dipole,  Ogmen  and  Gagne  proposed  to  create  a  linear  array  of 
dipoles  as  shown  in  Figure  2.10.  This  array  is  a  one-dimensional  structure  with  each  gated  dipole 


Figure  2.10.  The  Sustained  Units  (Ogmen,  1990:491).  This  array  of  gated  dipoles  differ  slightly 
from  the  primitive  gated  dipole  in  that  the  inhibitory  region  is  now  the  two  nearest 
neighbors  while  excitatory  region  remsdns  one. 

now  having  an  inhibitory  region  of  two  (the  two  nearest  neighbor  dipoles).  Because  the  activity, 
Xi,  adapts  to  a  constant  stimulus,  the  model  is  called  a  sustained  unit.  The  next  evolutionary 
step  in  this  model  is  the  two-dimensional  form.  But  first,  Ogmen  and  Gagne  discuss  recurrent  and 
nonrecurrent  architectures  for  delaying  the  inhibitory  signal. 

Recurrent  and  Nonrecurrent  Models.  In  Equations  2.8  and  2.7,  the  inhibitory  and 
excitatory  signals  arrive  at  the  synaptic  junction  simultaneously.  Earlier  we  stated  that  directional 
selectivity  depends  on  different  propagation  times  between  inhibitive  and  excitatory  signals.  Ogmen 
and  Gagne  addresses  two  methods  of  delaying  a  signal  -  recurrent  and  nonrecurrent.  Figure  2.11 
illustrates  the  difference  in  delay  methods  using  a  wiring  diagram.  The  linear,  recurrent  model 
(left)  can  be  characterized  by  the  following  equation; 

x(t)  =  I(t)  -  x{t  -  i\t)  (2.9) 
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Figure  2.11.  Recurrent  (left)  and  Nonrecurrent  (right)  signal  paths.  The  recurrent  path  feeds  a 
delayed  output  of  the  cell  back  into  itself  and  has  definite  problems  with  oscillations 
given  a  constant  input.  The  nonrecurrent  path  is  a  feed  forward  delay  and  has  no 
such  problems.  [Ogmen,  1990:497] 
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Equation  2.9  has  two  imaginary  poles  with  zero  real  parts  indicating  a  marginally  stable  system.  In 
other  words,  the  system  is  a  pure  harmonic  oscillator  [Reid  1983.  65].  The  nonrecurrent  anatomy 
delays  the  input  signal  which  the  neuron  uses  as  an  inhibitory  signal  to  temporally  dampen  the 
output  of  the  neuron.  Ogmen  and  Gagne  generalize  these  linear  models  to  nonlinear  neural  models 
and  found  that  the  recurrent  version  still  oscillates  given  the  right  conditions.  Therefore,  the 
nonrecurrent  form  is  preferred. 

The  nonrecurrent  equation  for  spacial  and  temporal  inputs  is  given  as; 

-  =  -Ax(s,t)  +  (B-x(sJ)}{Ue(s.t}*Ge(s)) 

-{D  +  x(s, 0)  («<(*- 1)  *  Giis))  (2.10) 

where  the  ♦  is  the  convolution  operator,  s  is  the  spacial  variable  and  G*  and  G,  describe  the 
excitatory  and  inhibitory  receptive  fields  (spacial  kernels)  with  respective  inputs  Ue  and  The 
difference  between  this  equation  and  Equation  2.8  is  the  spacial  operator  is  continuous  and  the 
receptive  fields  are  far  more  complicated.  The  excitatory  kernel  is  chosen  to  be  a  narrow  gaussian 
while  the  inhibitory  kernel  is  a  wide  gaussian  (Refer  back  to  Figure  2.7). 

2.4.2  Synchronous  and  Asynchronous  Inputs.  If  «*(«,  t)  =  u,(s,  t)  then  the  system  is  called 
synchronous.  However,  as  was  stated  earlier,  directional  selectivity  depends  on  the  inhibitory  signal 
propagation  speed  being  slower  than  the  excitatory  signal.  Therefore,  if  Ug{s,t)  =  Ui(s,t  -  r)  then 
the  system  is  asynchronous  by  way  of  a  delayed  input  to  the  inhibitory  region.  In  the  synchronous 
case.  Equation  2.10  can  be  simplified  to; 

=  -Ci(s,f)i(s,t)+C2(s,t)  (2.11) 

The  spacial  kernels  can  be  thought  of  as  spacial  weights  on  the  input  signals  (u(s,  t)).  To 
keep  the  function  from  varying  greatly  due  to  various  signal  power  distributions,  the  kernels  must 
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be  able  to  normalize  the  input  signal.  This  is  done  by  defining  a  background  activity  (U(t))  as  the 
total  power  of  the  signal  (Equation  2.12)  and  the  sum  of  the  weights  as  unity  (Equation  2.13). 


U{t)  =  J  u(s,t)ds 

(2.12) 

1  u{s,  t)ds  =  1 

J  S 

(2.13) 

The  input  signal  can  then  be  expressed  as; 

u(s,f)  =  u{s,t)U(t) 

(2.14) 

By  representing  the  input  signal  in  this  way,  we  can  quickly  identify  the  power 

remove  it  from  our  calculations  by  dividing  by  L'(t).  This  is  called  discounting 

Replacing  u{s,t)  with  the  new  form,  the  coefficients  on  Equation  2.11  become; 

of  the  signal  and 

the  illuminance.^ 

Ci(s,()  =  A  +  U(t){u(i^J)*SOG) 

(2.15) 

C2(s,f)  =  VU(t)(u{s,t)*  DOG) 

(2.16) 

where  the  Sum  of  Gaussians  is  SOG  =  Ge(s)  -f-  G.(s)  (Figure  A. 10)  and  the  difference  of  gaussians 

is  DOG  =  Ge(s)  —  Gi(s)  [Ogmen  1990:500].  Here  B  =  D  =  V  for  simplicity.  The  asynchronous 

version  of  Equation  2.10  is  identical  in  form  to  Equation  2.11  but  with  more  complicated  coefficients. 

Ci(s,t)  =  A  +  {U{t)u{s.t)  *  Ge(s)  +  U(t  —  T)u{s,t  —  t)  *  Gi(s)) 

(2.17) 

C2(s,t)  =  V  {U(t)u(s,t}  *  Ge{s)  —  U{t  —  T)u(s.t  —  t)  *  Gi{s)) 

(2.18) 

Using  the  synchronous  and  asynchronous  models,  Ogmen  and  Gagne  illustrated  the  one¬ 
dimensional  response  to  moving  a  white  bar  on  a  black  background  (Figure  2.12).  In  Figure  2.13 

'Carver  Mead  and  Misha  Mahowald  model  this  early  vision  effect  by  providing  a  horizontal  network  of  resistors 
which  determines  the  power  of  the  signal  in  the  receptive  field  in  logarithmic  form.  The  bipolar  element  then 
subtracts  it  from  the  logarithmic  representation  of  the  input  to  form  an  output  which  has  the  illuminance  discounted 
[Mahowald,  1991:79|  (See  Appendix  A  page  21). 
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Figure  2.12.  Input  to  the  synchronous  and  asynchronous  models  developed  by  Ogmen  and 
Gagne.  The  three  dimensions  represent  spacial,  temporal,  and  intensity  level 
[Ogmen,  1990:499]. 
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Figure  2.13.  Response  of  the  synchronous  model  to  a  moving  input.  Here  the  model  output  is 
plotted  against  spacial  and  temporal  axis.  The  full  temporal  result  is  given  above 
and  a  snapshot  of  the  motion  is  shown  below.[Ogmen,  1990:492] 


2-20 


Figure  2.14.  Response  of  the  asynchronous  model  to  a  moving  input.  Here  the  model  output  is 
plotted  against  spacial  and  temporal  axis.  The  full  temporal  result  is  given  above 
and  a  snapshot  of  the  motion  is  shown  below[Ogmen,  1990:500] 


2-21 


we  see  that  the  synchronous  model  slowly  responds  to  the  onset  of  an  input  and  responds  more 
vigorously  to  stationary,  sustained  inputs.  When  the  input  moves,  the  model  responds  at  a  lower 
level  but  does  indeed  track  the  input.  In  Figure  2.14,  the  cisynchronous  response  seems  to  highlight 
transient  inputs  more  than  stationary  ones.  Therefore,  the  two  models  trade-off  sensitivity  to 
motion  for  sensitivity  to  stationary  inputs.  The  asynchronous  model  responds  to  leading  edges 
with  a  positive  going  wave  in  the  direction  of  motion  or  in  front  of  the  object  while  trailing  edges 
have  a  negative  going  wave  to  the  rear  of  the  object.  In  the  synchronous  model,  the  difference 
between  leading  and  trailing  edges  is  not  so  distinct. 

Having  developed  the  sustained  and  on-off  models  early  in  their  paper,  Ogmen  and  Gagne 
fail  to  introduce  an  asynchronous  model  driven  by  inputs  characterized  by  the  neurotransmitter 
equations.  We  believe  that  this  is  an  important  area  for  research  as  it  may  well  provide  a  temporal 
adaptation  of  inputs  and  further  define  a  model  sensitive  only  to  motion  in  the  input  and  insensitive 
to  stationary  inputs  (following  a  transient  adaptation  period). 

2.5  Conclusion 

This  chapter  has  taken  us  from  basic  concepts  in  the  biology  of  the  retina  through  the  the- 
oretic^ll  background  based  in  differential  equations  and  finally  on  to  the  refined  model  of  a  cell 
sensitive  to  motion.  More  specifically,  we  have; 

•  defined  the  terms  - 

-  Receptive  Field  consists  of  a  centred  region  and  an  annular  surround.  It  can  cause  the 
central  neuron  to  react  positively  to  an  illuminated  center  and  dark  surround  (on-center 
off-surround)  or  vise  versa  (off-center  on-surround). 

-  Shunt  Inhibition  is  a  form  of  inhibition  that  effects  the  post-synaptic  neuron  only  in  the 
presence  of  an  excitatory  signal. 
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-  Directional  Selectivity  describes  a  ganglion  which  responds  to  motion  in  a  preferred 
direction. 

•  looked  at  the  basic  mathematical  theory  as  defined  by  Stephen  Grossberg  for  shunting  short¬ 
term  memory  and  long-term  memory  traces.  These  equations  form  the  basis  for  our  model 
and  are  very  general. 

•  reviewed  the  most  recent  article  by  Ogmen  and  Gagne  which  developed  the  gated-dipole 
model  and  the  sustained  unit  as  primitive  building  blocks  for  further  work.  These  blocks  are 
then  extended  into  two  dimensions  and  given  the  ability  to  delay  the  inhibitory  signed. 

•  postulated  an  area  overlooked  by  Ogmen  and  Gagne.  That  is,  adding  long-term  memory  to 
their  two-dimensional,  asynchronous  model. 

With  a  firm  understanding  of  recent  work  made  in  the  area  of  visual  processing,  we  can  turn  to 
application.  In  Chapter  III  we  will  look  at  the  model  theory  to  a  greater  degree  of  detail  than  given 
in  this  chapter.  Since  the  modeling  software  was  designed,  coded,  and  tested  as  a  parallel  thesis 
effort,  we  only  look  at  the  architecture  and  results  of  simulations  designed  to  validate  the  model. 
In  Chapter  III,  we  will  look  at  some  basic  model  responses  to  one-dimensional  input  patterns  and 
examine  the  results  of  post  processing  used  to  enhance  the  model’s  transient  behavior.  At  the  close 
the  next  chapter,  the  reader  will  be  ready  to  investigate  the  model’s  response  to  two-dimensional 
image  sequences. 
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III.  Modeling  the  Spacial  and  Temporal  Response  of  the  Receptive  Field 


In  Chapter  II  we  saw  that  of  the  retina  the  amacrine  and  ganglion  neurons  depend  on  a  re¬ 
ceptive  field  for  motion  enhancement.  Motion  is  identified  by  using  a  shunt  inhibitory  region  rather 
than  naturtd  inhibition.  In  this  chapter  we  look  again  at  the  equations  developed  by  Grossberg 
[Grossberg,  1987:6]  and  tailored  by  Ogmen  and  Gagne  (Ogmen,  1990:491]  to  characterize  the  mo¬ 
tion  sensitive  neural  structure.  We  must  solve  the  neurotransmitter  equation  and  the  cell-activity 
equation  in  order  to  understand  what  assumptions  were  made  in  order  to  simplify  them  and  predict 
their  behavior. 

The  software  used  to  simulate  these  models  was  tested  at  various  stages  of  development.  The 
results  of  these  test  not  only  validate  our  program  but  provide  graphic  explanation  of  the  model’s 
response  to  various  inputs.  The  design  and  validation  of  the  software  is  not  the  subject  of  this 
thesis.  We  will  define  the  model’s  architecture  suggest  different  post  processing  techniques  which 
will  be  used  in  Chapter  IV  in  the  two-dimensional  simulations.  We  begin  with  the  neurotransmitter 
model. 

3.1  The  Neurotransmitter  Model 

In  this  section  we  analyze  the  differential  equation  Ogmen  and  Gagne  used  to  characterize 
their  model’s  first  order  node.  They  chose  to  call  this  a  neurotransmitter  equation  because  of  the 
biological  analogy  of  this  node  to  the  synapse.  Before  we  tear  into  this  equation,  lets  look  at  the 
mechanism  in  the  synapse  that  this  equation  models.  As  discussed  in  Appendix  A,  the  presynaptic 
membrane  encloses  many  vesicles  carrying  neurotransmitter  chemicals.  When  the  presynaptic  cell’s 
potential  rises,  vesicles  fuse  with  the  membrane  and  discharge  their  contents  into  the  synaptic  cleft 
[Stevens,  1979:16]  (Figure  3.1).  The  amount  of  transmitter  released  is  directly  proportional  to  the 
size  of  the  signal  received  at  the  synaptic  junction  and  the  level  of  transmitter  available  to  the 
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Figure  3.1.  The  process  of  exocytosis.  A  rise  in  potential  at  the  presynaptic  membrane  causes 
vesicles  to  fuse  to  the  membrane  and  discharge  their  contents  into  the  cleft.  They  are 
then  reclaimed,  reformed,  and  refilled  with  transmitter  [Stevens,  1979:16] 


synapse.  Therefore,  the  amount  of  transmitter  in  each  vesicle  determines  the  ability  of  the  synapse 
to  transmit  a  signal  to  the  target  cell. 

Ogmen  and  Gagne  mathematically  characterized  this  process  using  a  first-order  differential 
equation  of  the  form  [Ogmen,  1990:491); 

^  =  a{f3  -  Zi)  -  {I  +  Ji)zi  (3.1) 


Here,  a  is  the  spontaneous  decay  of  the  amount  of  ueurotransmitter  in  the  synapse,  and  (3  is 
the  resting  level  of  neurotransmitter  in  the  synapse.  The  variable  I  is  the  normal'  intensity  and  J, 
is  the  difference^  in  intensity  from  I  at  cell  t.  We  will  solve  Equation  3.1  in  the  next  section. 


3.1.1  Theoretical  Analysis.  In  their  paper,  Ogmen  and  Gagne  provided  only  the  solution  to 
Equation  3.1  amd  not  the  derivation.  We  decided  to  derive  the  solution  in  order  to  better  understand 
the  model.  In  so  doing,  we  found  that  they  made  certain  assumptions  and  simplifications  which  are 
important  to  understand  before  we  proceed.  In  the  following  derivation  we  replaced  (J(t)  +  Ji{t)) 

'/  is  a  local  norm.  The  function  /(x,y)  represents  a  smooth  intensity  curve  over  the  special  region  of  the  cells. 
^If  /  is  a  smoothed  curve,  then  J  represents  spikes  on  the  curve  at  each  input. 


3-2 


with  I(t)  to  shorten  the  length  of  these  equations.  We  begin  by  placing  the  equation  in  a  more 
standard  form. 


d:(t) 

dt 


=  ai;3  -  z(t))  -  Ht)z(t) 


dz(t) 

dt 


+  (q  + /(t)]5(t)  =  qJ 


(3.2) 

(3.3) 


Multiplying  by  an  integrating  factor  of  e-^o  where  a  =  a  +  I(t)  we  get; 

j:  /(f)]-(f))  =  e/o  ""'“'''(a/?) 


(3.4) 

(3.5) 


Integrate  from  0  to  t; 


li  = 


f  (a, i)dr 

Jo 

/o'  -  .-(0)  =  /*  e/o'  '“'’‘'‘'(a/3)dT 

Jo 

/o'  ^.-(0)  +  J‘  e/o'  '""''''(a/3)dr) 


-(0  =  e' 


(3.6) 

(3.7) 

(3.8) 


If  /(f)  =  0  for  (  <  0  and  /(f)  =  /  (a  constant)  for  f  >  0.  then  i(0“)  =  3  and  cr(y)  =  (q  +  /)  which 
is  also  a  constant. 


;(f)  =  c 


_  -{a+nt 


f}+  f  e“*+^>’’(a/?)dr 
Jo 


=  g-(a+ni 


=  g-(»+/)l 


(3.9) 

(3.10) 

(3.11) 

(3.12) 

(3.13) 
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This  is  the  solution  given  by  Ogmen  and  Gagne.  However,  it  is  important  to  know  that  this  assumed 
a  step  input.  Therefore,  this  is  the  step  response  of  the  system  and  as  Ogmen  and  Gagne  pointed 
out,  the  steady-state  v^llue  for  this  equation  would  be  z„  =  At  this  point  we  must  recognize 
that  the  equation  describes  a  linear,  time- variant  .system.  If  we  allow  for  a  nonzero  initial  condition, 
say  /<(,,  then  the  resulting  solution  would  be; 


z(t) 


Qii 

a  +  I 


-1- 


oJ 

a  +  Ito 


e-("+b„)< 


(3.14) 


We  see  that  /(„  =  0  is  a  special  case  of  Equation  3.14  giving  us  Equation  3.13.  As  the  input 
changes,  it  is  important  to  see  that  a  solution  for  z{t)  can  only  be  obtained  in  a  piecewise  fashion 
if  we  were  to  use  Equation  3.14.  An  alternative  is  to  build  a  state  model  which  is  propagated  using 
some  numerical  technique.  The  advantage  of  having  Equations  3.13  and  3.14  is  in  validating  the 
software  model  built  from  Equation  3.1. 


3.1.2  Neurotransmitter  Response.  Figure  3.2  illustrates  the  response  of  the  neurotransmit¬ 
ter  node  given  a  series  of  step  changes  as  input.  In  this  figure,  the  model  was  initially  forced  to 
steady-state  given  an  input  of  1.0.  From  the  graphs  of  Figure  3.2,  we  see  that  the  coefficient  q 
effects  fall-time  and  rise-time  of  the  system’s  response.  As  would  be  expected,  a  decrease  in  q 
causes  a  slower  model  response  than  the  higher  value. 

In  the  next  section  we  will  see  that  the  inputs  to  the  cell-activity  model  is  always  the  cur¬ 
rent  input  to  the  neurotransmitter  model  (/(f))  times  the  current  neurotransmitter  level  (z(t)). 
Therefore,  we  plotted  the  product  of  I{t)  and  ;(<)  in  Figure  3.3.  The  form  of  this  plot  is  exactly 
what  Ogm<*n  and  Gagne  describe  in  their  article.  The  output  overshoots  to  a  value  of  and 

eventually  comes  to  rest  at  the  steady-state  value  multiplied  by  the  input  (r,,  x  I).  These  values 
Me  found  using  Equation  3.14  with  t  =  0  and  t  =  oc  respectively.  Next  we  look  at  the  cell-activity 
model. 
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Figure  3.2.  Response  of  the  neurotransmitter  model  to  a  series  of  step  changes  in  input.  Plots  (a) 
and  (b)  differs  from  one  another  only  the  values  used  for  the  natural  decay  term  (a) 
and  the  resting  level  (/?).  In  (a)  a  =  5.0  and  i)  =  50.0.  In  (b)  a  =  0.5  and  =  5.0. 
The  plots  show  the  model  response  to  changing  input  values  over  time.  Each  input 
is  held  long  enough  for  the  model  to  reach  steady-state.  The  difference  in  fall-time 
or  rise-time  is  indicated  to  show  the  effect  of  changing  q.  Plot  (b)  shows  a  slower 
response  due  to  the  smaller  value  of  a. 


3.2  The  Cell-Activity  Model 

The  biological  neuron  receives  information  from  neighboring  cells  through  synaptic  junctions 
in  its  dendritic  tree.  Ogmen  and  Gagne’s  equation  for  a  cell’s  activity  characterizes  the  internal  cell 
potenticil  due  to  a  temporal  and  spacial  distribution  of  inputs.  This  internal  potential  is  called  a 
slow  potential  [Levine,  1985:89].  In  a  normal  ganglion,  the  cell  produces  an  output  spike  or  action 
potential  only  after  the  cell  potential  reaches  some  threshold  veilue  [Levine,  1985:90).  The  cell  is 
able  to  adapt  to  inputs  by  varying  this  level  as  a  function  of  the  current  activity  level  of  the  cell. 
In  Ogmen  and  Gagne’s  cell-activity  model,  no  account  is  made  to  develop  action  potentiads.  We 
accept  this  for  now.  Later  we  will  look  at  post  processing  that  simulates  this  behavior. 

The  cell-activity  model  characterizes  the  behavior  of  biological  neurons  by  providing  a  natural 
decay  of  activity,  an  excitatory  term,  and  an  inhibitory  term.  Because  the  model  was  designed  for 
the  fly’s  visual  perception,  it  was  defined  with  an  excitatory  region  and  inhibitory  region  of  one 
cell  each  (neighboring  cells  in  the  sustained  unit  -  Section  2.4).  We  look  at  the  general  case  where 
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Figure  3.3.  Response  of  the  neurotransmitter  model  multiplied  by  the  current  input  value  I{t). 

Here  a  =  0.5  and  0  =  5.0.  Diamonds  represent  the  product  of  z(t)  and  I{t)  while 
the  pluses  represent  input  values.  The  overshoot  values  follow  the  equation 
and  are  10.0,  3.6,  and  1.3  for  steps  2.0,  4.0,  and  1.0  respectively.  The  plateau  values 
correspond  to  x  I  and  are  2.0,  2.2,  and  1.7  respectively. 
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these  regions  are  of  variable  size  and  develop  an  understanding  of  the  equation’s  solutions  as  we 
did  with  the  neurotransmitter  model.  Equation  2.8  is  rewritten  here  for  convenience. 


=  -Axi(t)  +  (B-  Xi(t))[/  +  Jjjzj  -  (D  +  [/  +  Jfclzt(f) 


(3.15) 


It  can  be  solved  in  the  same  fashion  as  Equation  3.1  but  must  be  rearranged  to  identify  the  time- 
varying  coefficients.  We  replaced  [/  -f-  Ji\  with  /  to  shorten  the  equation’s  length. 


Xi(t)  + 

BliZi(t)-DThzUt) 

k^i 

k^i 

(3.16) 


The  first  coefficient  has  three  terms.  The  second  two  represent  a  summation  of  all  I{t)z(t)  products 
in  the  receptive  field  and  can  be  combined  to  form  a  single  summation.  The  second  coefficient  could 
also  be  combined  in  this  manner  if  B  =  —D,  an  assumption  that  will  be  made  later.  But  for  now, 
we  maintain  that  B  and  D  can  take  on  any  value.  Equation  3.16  can  be  simplified  by  making  the 
following  substitutions; 


^(0  =  (-.4-/iri(f))-^/fcjfc(0 

i 

=  BliZi{t)-DY,hzk{t) 

k^i 

Then  Equation  3.16  can  be  written  as; 

As  before,  we  introduce  an  integrating  factor  e~  ***'’***'. 


(3.17) 

(3.18) 


(3.19) 


(3.20) 


(3.21) 
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The  steps  in  solving  this  equation  are  identical  to  those  used  in  solving  the  neurotransmitter 
equation.  The  final  answer  turns  out  to  be; 


Xi{t) 


’i(T)dT 


) 


(3.22) 


As  was  pointed  out  by  Ogmen  and  Gagne,  the  steady-state  value  for  this  equation  is  given  below. 
Here  we  must  reintroduce  the  full  form  for  I.  I  is  the  initial  value  of  the  input  and  J;  is  the  step 
change  to  the  input  for  the  cell. 


$(t) 


(3.23) 


_  B[I  dr  Ji\zn„)  -  DY.k^iI^k(3») 

A  +  I  j 

Although  the  software  we  build  uses  the  simpler  differential  equation,  it  is  important  to 
understand  where  the  system  will  settle  in  steady-state.  We  might  also  note  that  the  cell-activity 
model  is  a  linear,  time-varying,  first-order  differential  equation. 

Because  of  the  time-varying  nature  of  the  model,  it  is  very  difficult  to  predict  the  behavior  of 
its  response  over  time.  In  the  simplified  case  of  the  gated  dipole  used  by  Ogmen  and  Gagne,  the 
model  can  be  analyzed  using  the  steady-state  versions  of  the  differential  equations  for  neurotrans¬ 
mitter  and  cell  activity.  These  equations  are  reprinted  below  [Ogmen,  1990:491). 


«fon]^on  ~  DI~off 

A  •¥\I  ,/onl^on  "b  Izgff 
BIz„ff-D[I  + 

-f-  [/  -h  Jon]^on  "b  I Zof  f 


(3.25) 

(3.26) 


As  Ogmen  and  Gagne  explain  the  system’s  behavior,  when  the  on-channel  is  stimulated  with 
Jg„  =  J  and  Jof  /  =  0,  the  system  will  respond  with  the  on-channel  overshooting  and  the  off-channel 
undershooting.  Since  the  dynamics  of  the  neurotransmitter  is  slower  than  that  of  the  cell-activity. 
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Table  3.1.  Parameters  used  when  testing  the  Ainacrine  object.  The  lower  bound  term  is  varied 
in  the  following  discussion  to  illustrate  its  effect  on  the  response  curve  of  the  soma. 


a 

0.5 

Natural  Decay  Term 

3 

5.0 

Target  \’alue 

A 

5.0 

Natural  Decay  Term 

B 

45.0 

Upper  Bound 

D 

Variable 

Lower  Bound 

the  on-channel  neurotransmitter  will  eventually  equilibrate  ‘o  a  value  of; 


a->rI  +  J 


(3.27) 


while  the  v£Llue  of  ZqJj  will  remain  unaffected  [Ogmen,  1990:491].  This  will  account  for  a  decrease 
in  the  on-channel  and  off-channel  activity  level.  Both  will  come  to  a  plateau  at  some  level  given  by 
Equations  3.25  and  3.26.  When  the  input  is  removed  (Jon  =  0),  then  both  channels  will  rebound 
with  an  overshoot  or  undershoot  then  plateau  to  the  original  steady-state  values.  Illustration  of 
this  behavior  is  given  in  Figure  3.4  (Table  3.1  gives  the  parameters  used  for  in  the  simulations). 
This  figure  also  shows  the  effect  of  changing  the  lower  bound  of  the  cell-activity  model. 

One  final  note  before  we  move  on  to  defining  the  model  architecture.  If  a  spacially  ho¬ 
mogeneous  input  is  applied  to  the  gated  dipole  (./  =  A*)  then  Equations  3.25  and  3.26  become 
[Ogmen,  1990:491]; 


a0(B-  D){I  +  J) 

~  A{a  + I +  J)  +  2aJ{I  A  J) 


(3.28) 


From  this  equation  we  see  that  there  is  no  response  to  a  homogeneuos  input.  Illustration  of  a 
homogenous  input  response  is  given  in  Figure  3.5. 
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Level  n  Cell  Aciivicy  Level 


Figure  3.4.  The  four  plots  in  this  figure  depict  how  a  change  in  lower  bound  effects  the  response 
of  the  gated  dipole.  The  input  to  these  plots  consists  of  illuminating  the  om-cell  for 
a  short  time.  After  ten  time  units,  the  illumination  is  removed.  The  input  is  given 
as  the  solid  black  bars  blow  each  figure.  In  plot  (a),  the  lower  bound  is  set  at  -15. 
In  plot  (b)  the  lower  bound  is  set  equal  to  the  negative  of  the  upper  bound  (-45). 
Here  we  see  that  setting  the  lower  bound  to  a  negative  value  results  in  eliminating 
the  inhibitory  region.  In  essence,  we  have  created  two  excitatory  regions.  In  plots  (c) 
and  (d)  the  lower  bound  is  set  at  15  and  45  respectively. 
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Figure  3.5.  Response  to  a  homogenous  input  with  the  parameter  of  D  =  45.  This  figure  show 
that  the  gated  dipole  has  no  response  to  homongeneuos  inputs. 

3.3  Model  Architectures 

The  equations  examined  above  represent  the  basic  building  blocks  of  our  model.  We  found 
that  the  synchronous  forms  of  the  neural  model  respond  favorably  to  stationary  inputs  while  the 
asynchronous  models  are  more  sensitive  to  transient  inputs.  To  explain  the  differences  between 
the  two  models  we  compared  we  turn  to  a  theoretical  analysis  of  the  spatio-temporal  form  of 
the  cell-activity  model.  A  conceptual  view  of  the  one-  and  two-dimensional  form  of  the  receptive 
field  is  given  in  Figures  3.6  and  3.7.  Extension  of  the  basic  gated  dipole  to  the  spatio-temporal 
architectures  pictured  in  these  figures  is  given  below. 

3.3.1  Theoretical  Analysis.  The  gated  dipole  was  mathematically  characterized  by  two  dif¬ 
ferential  equations  given  in  Chapter  II  (reprinted  here  for  convenience). 

=  ~AXon  "b  {B  —  Xon)[J  -b  Jon\^on  ~  (D  -b  "b  '^of f]^of f  (3.29) 

=  a(f3  -  Zi)  -  (I  +  Ji)zi  (3.30) 


dXon 

nr 

dZj 

dt 
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Figure  3.6.  The  simplihed  neuron  model  drawn  in  one  dimension.  This  figure  shows  the  contin¬ 
uous  gaussian  kernels  above  the  synaptic  inputs. 


Figure  3.7.  The  neuron  model  drawn  in  two  dimensions.  Here  there  are  many  synaptic  nodes 
supporting  a  single  soma  node. 
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For  the  most  part,  Equation  3.30  is  not  effected  by  the  change  from  gated  dipole  to  neuron  model. 
It  is  Equation  3.29  that  will  be  dramatically  changed.  Our  software  supports  a  model  characterized 
by  Equation  2.10  (also  reprinted  below  for  convenience). 


dx{s,t) 

dt 


-Ax{s,  -  x{s,  t))  {Ue{8,t)  *  G*(s)) 

-  (£)  +  x(s,t))(ui(s,t)  *  Gi{s)) 


(3.31) 


We  mathematically  accomplish  the  modification  in  two  steps.  The  first  step  expands  the 
receptive  field  without  regard  to  connection  weights.  The  mathematical  representation  of  this 
intermediate  step  is  similar  to  Equation  2.8  but  allows  for  a  larger  excitatory  region  as  indicated 
in  Equation  3.32.  Here  we  use  a  summation  in  the  second  term  to  allow  for  any  size  excitatory 
region. 

=  -Axi  +  {B-Xi)Y,[J  +  JA=i-{D  +  Xi)Y,[I  +  Jk]zk  (3.32) 

i  * 

In  this  equation,  the  excitatory  region  is  defined  by  the  index  j  and  has  a  size  m.  The  inhibitory 
region  uses  the  index  k  and  has  a  size  n  (in  general  m  <  n). 

The  next  step  is  to  add  the  connection  weights  or  kernels  to  our  model.  The  mathematical 
representation  of  the  model  becomes; 

f  m  n 

-|i  =  -Axi  +  (B-Xi)Y,Fl^'[I  +  Jj]:i-(D  +  Xi)'£Fl-'\I  +  Jk]zk  (3.33) 

J  A* 

Here  the  functions  and  *  represent  the  discrete  excitatory  and  inhibitory  kernels,  respec¬ 
tively.  The  spacial  kernels  are  gaussian  functions  and  can  be  described  by  the  gaussian  equation. 
Equations  3.34  and  3.35  give  the  continuous  and  discrete  form  of  a  gaussian  curve.  These  equations 
are  given  in  a  form  that  ensures  the  area  under  the  curve  (or  the  sum  of  the  discrete  values)  will 
equal  unity  (normalized).  This  is  important  if  we  are  concerned  with  preserving  the  power  of  the 
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input  signal. 


fix) 


exp 


(3.34) 


The  two-dimensional  form  of  a  gaussian  surface  involves  the  product  of  two,  one-dimensional  gaus- 
sian  curves.  Derivation  of  the  two-dimensional,  continuous  gaussian  is  given  below. 


f{x,y)  = 


exp  »  ’ 


1 

- ^^exp  * 


r„v/27r 


(rt(ry2ir 


exp 


(3.36) 

(3.37) 


(3.38) 


1 

<Tx<Ty2n 


<  1 


(3.39) 


The  discrete  form  of  Equation  3.39  can  be  found  by  replacing  the  (7*  and  (7„  with  the  discrete 
indices  a^dx  and  (Tydy.  To  determine  a  value  for  each  it  we  use  the  fact  that  99.9  percent  of  the 
gaussian  falls  within  3<r  of  (Kreyszig,  1988:1213].  Therefore,  since  we  know  the  number  of  nodes 
we  would  like  to  span  the  curve,  solving  for  a  becomes  nearly  trivial. 


Nodes  =  6<7 

Nodes 


(3.40) 

(3.41) 


The  two-dimensional  gaussian  given  in  Equation  3.39  does  not  simplify  to  a  one-dimensional 
gaussian  if  the  number  of  nodes  in  the  y  direction  is  set  to  zero  because  of  the  ay  in  the  denominator 
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of  the  equation.  This  is  a  result  of  using  a  normalized  gaussian  curve.  Figures  3.8  and  3.9  show 
one-  and  two-dimensional  plots  of  the  discrete  spacia]  kernels. 


(a)  (b) 


Figure  3.8.  The  spacial  kernels  defined  in  one-dimension.  This  figure  shows  a  discrete  excitatory 
(a)  and  inhibitory  (b)  kernel  defined  on  a  receptive  field  of  15  with  an  excitatory 
region  of  5. 


Figure  3.9.  The  spacial  kernels  defined  in  two-dimensions.  This  figure  shows  a  discrete  excitatory 
(a)  and  inhibitory  (b)  kernel  defined  on  a  receptive  field  of  15  with  an  excitatory 
region  of  5. 


Equation  3.33  describes  the  receptive  field  of  a  single  neuron.  This  field  is  illustrated  in  one 
dimension  in  Figure  3.10.  Here,  there  are  three  cell  activity  nodes  (soma)  and  nine  neurotransmitter 
nodes  (synapse).  The  field  size  is  three  on  either  side  of  the  soma  or  seven  nodes  total.  The 
modeling  software  used  for  our  studies  sets  the  inhibitory  region  equal  to  the  receptive  field  size. 
The  excitatory  region  must  be  equal  to  or  less  than  this  value.  Figure  3.11  is  a  diagram  of  the 
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Figure  3.10.  This  figure  shows  how  nine  synaptic  nodes  are  interconnected  to  three  soma  nodes 
to  form  the  plexus.  The  receptive  field  size  is  seven  synaptic  nodes.  The  figure 
shows  that  the  output  array  is  six  nodes  less  than  the  input.  We  reduced  the  input 
by  twice  the  size  of  the  receptive  field's  lateral  extension  to  avoid  dealing  with  edge 
effects. 
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one-dimensional  receptive  field  showing  the  opposing  regions.  If  signals  from  the  two  regions  reach 


Receotive  Field  and  Inhibitory  Reaion 
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1  Nodei 
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Synaptic  ^ 
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Excitatory  Region 
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Figure  3.11.  The  Receptive  Field  of  the  Neuron.  Here  we  show  how  the  full  receptive  field  is 
defined  with  four  input  nodes  (FrSIZE)  flanking  the  central  node.  The  excitatory 
region  is  defined  as  two  input  nodes  (FeSIZE)  on  either  side  of  the  central  node. 


the  soma  node  simultaneously,  then  the  model  is  synchronous.  If  the  inhibitory  region  is  delayed, 
the  model  is  asynchronous.  We  can  form  two  variants  of  either  model  by  including  or  omitting  the 
synaptic  nodes.  If  they  are  omitted,  the  models  are  configured  as  Ogmen  and  Gagne  presented  in 
their  paper.  We  add  the  synaptic  nodes  to  form  a  second  configuration.  The  former  is  termed  the 
O&G  model  while  the  latter  is  the  adaptive  model.  Both  can  be  synchronous  or  asynchronous. 
The  differences  in  the  four  models  are  best  explained  using  graphical  methods. 

3.3.2  Model  Response.  We  validated  the  software  model  in  a  one-dimensional  configuration. 
This  section  uses  those  results  to  illustrate  the  differences  between  each  form  of  the  model.  We 
begin  with  the  synchronous  model. 

3.3.2. 1  Synchronous  Model  Response.  The  input  to  our  synchronous  model  is  shown 
in  Figure  3.12.  Figure  3.13  illustrates  the  response  of  the  O&G  synchronous  model  to  the  moving 
RECT  input.  Figure  3.13  is  annotated  to  identify  certain  common  features  of  our  model's  response. 
The  first  is  the  background  plane.  This  is  the  ambient  surface  from  which  the  response  deviates. 
Edges  appear  as  a  spacial  overshoot  located  next  to  a  spacial  undershoot.  The  term  spike  is  given 
to  the  spacial  overshoot  and  trough  to  the  spacial  undershoot.  We  make  this  distinction  to  aid  in 
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Figure  3.12.  This  figure  shows  how  the  rectangular  input  (RECT)  is  moved  across  the  field-of- 
view  of  the  model  over  time.  Initially  the  model  is  forced  into  steady-state  with  a 
flat  input  pattern.  Immediately  after  initialization,  the  RECT  appears  and  remains 
stationary  for  1.0  time  units  (TU).  In  the  period  from  1.0  to  2.0  TUs,  the  RECT  is 
moved  one  node  every  0.05  time  units.  In  the  period  from  2.0  to  2.3  TUs,  the  RECT 
remadns  stationary.  The  speed  of  this  RECT  is  20  N/TU. 


our  discussion  of  the  salient  features  of  our  graphs.  Therefore,  the  terms  undershoot  and  overshoot 
imply  a  spike  or  trough  in  time  only.  The  area  between  any  two  spikes  which  is  elevated  from  the 
background  plane  is  referred  to  as  the  plateau.  Three  more  terms  will  be  introduced  as  we  discuss 
the  adaptive  model  response. 

Figure  3.14  shows  the  response  of  the  adaptive  synchronous  model.  This  figure  shows  that 
the  adaptive  response  to  a  moving  RECT  is  slightly  different  than  the  O&G  synchronous  model. 
Here  we  see  the  model  adapting  (has  a  reduced  output  V2due)  to  the  stationary  input  until  motion 
begins.  When  the  RECT  begins  to  move,  the  model  responds  more  vigorously.  When  the  RECT  is 
in  motion,  the  adaptive  model  has  a  markedly  different  form  than  that  of  the  O&G  model.  Here, 
there  is  a  forward,  positive  wave  created  by  the  overshoot  of  the  neurons  and  a  rear,  negative  wave 
created  by  the  undershoot  of  the  neurons.  The  region  between  the  waves  is  slanted  and  is  called  the 
mesa.  Notice  the  raised  spike  at  the  location  where  the  RECT  begins  to  move.  This  is  the  result 
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Figure  3.13.  This  figure  shows  how  the  Ogmen  and  Gagne  synchronous  model  responds  to  the 
rectangular  input  (RECT).  The  lower  graphic  is  the  full  model  output  and  the  upper 
graphic  is  a  short  period  extracted  to  show  the  form  of  the  wave  at  some  time  during 
the  motion  period.  As  we  noted  in  Chapter  II,  the  model  responds  more  vigorously  to 
stationary  inputs  and  is  less  responsive  to  moving  inputs.  Some  features  of  the  plot 
such  as  the  background  plane,  the  trough,  the  plateau,  and  the  spike  are  annotated 
here. 
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Figure  3.14.  This  figure  shows  how  the  adaptive  synchronous  model  responds  to  the  rectangular 
input  (RECT).  The  lower  graphic  is  the  full  model  output  and  the  upper  graphic 
is  a  short  period  extracted  to  show  the  form  of  the  wave  at  some  time  during  the 
motion  period.  The  figure  shows  the  model  adapting  shortly  after  the  introduction 
of  the  stationary  RECT.  When  the  RECT  moves,  the  model  response  increases 
momentarily  and  begins  to  adapt  once  again.  In  this  figure,  the  jagged  edges  of  the 
motion  wave  are  caused  by  our  discrete  model.  We  see  some  antagonistic  rebound 
in  the  figure  as  the  RECT  enters  the  trough  region  of  the  stationary  response.  The 
mesa  and  the  forward  wave  are  identified  here. 
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of  the  elevated  stimuli  entering  the  previously  depressed  trough  of  the  stationary  RECT.  That  is, 
the  RECT  has  a  greater  effect  on  the  region  which  adapted  and  is  currently  at  a  lower  Vtdue  than 
it  does  in  the  region  where  the  background  plane  exists.  Likewise,  the  RECT  edge  which  moves 
into  the  plateau  region  shows  little  change  but  the  plateau  region  drops  slightly  before  the  edge 
reaches  it.  This  is  due  to  the  change  in  input  value  over  the  receptive  field  of  the  neurons  in  the 
plateau  region.  The  region  outside  the  trailing  edge  experiences  antagonistic  rebound  as  is  evident 
by  the  ripples  in  the  background  plane.  Once  the  RECT  stops,  the  model  begins  to  adapt  once 
again.  These  features  are  exaggerated  in  the  asynchronous  forms  of  the  models. 

3. 3. 2. 2  Asynchronous  Model  Response.  The  input  to  our  asynchronous  model  is  slightly 
different  than  the  input  used  for  the  synchronous  model.  Figure  3.15  shows  the  input  used.  The 
difference  is  the  amount  of  time  the  RECT  is  stationary.  In  this  figure,  the  RECT  remains  station¬ 
ary  for  only  0.05  TU  initially  while  the  RECT  stops  for  0.8  TU  in  the  end.  This  change  helps  to 
show  the  final  adaptive  behavior  of  these  models. 

Figure  3.16  illustrates  the  response  of  the  O&G  asynchronous  model  to  the  moving  RECT  of 
Figure  3.15.  We  can  see  that  this  asynchronous  version  of  the  O&G  model  has  a  greater  response 
to  the  introduction  of  the  RECT  than  the  OicG  synchronous  model.  After  the  initial  transient 
of  introducing  the  RECT,  the  model  decays  to  an  elevated  plateau  sided  by  spikes  and  troughs. 
When  the  RECT  begins  to  move,  the  model  forms  a  set  of  waves  and  mesa  at  an  elevated  level 
which  did  not  occur  in  the  previous  04tG  model.  In  the  final  stationary  period,  the  model  again 
decays  to  the  plateau,  spike,  and  trough  form  found  in  the  last  TUs  of  Figure  3.13.  The  fined  two 
figures  of  this  section  illustrate  the  features  of  the  adaptive  asynchronous  model  response. 

Figures  3.17  shows  the  response  of  the  adaptive  asynchronous  model.  This  model  can  be 
compared  to  the  O&G  asynchronous  model.  Both  models  have  an  initial  overshoot  at  the  intro¬ 
duction  to  the  RECT  but  the  adaptive  model  decays  significantly  more  and  the  plateau  and  spikes 
almost  blend  into  the  background  plane.  During  the  RECT’s  motion,  the  forward  wave  and  mesa 
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Figure  3.15.  This  figure  shows  how  the  rectangular  input  (RECT)  is  moved  across  the  field-of- 
view  of  the  model  over  time.  Initially  the  model  is  forced  into  steady-state  with  a 
flat  input  pattern.  Immediately  after  initialization,  the  RECT  appears  and  remains 
stationary  for  0.5  time  units  (TU).  In  the  period  from  0.5  to  1.5  TUs,  the  RECT  is 
moved  one  node  every  0.05  time  units.  In  the  period  from  1.5  to  2.3  TUs,  the  RECT 
remains  stationary.  The  speed  of  this  RECT  is  20  N/TU. 


are  larger  than  that  of  the  O&G  model .  Finally,  the  model  adapts  closer  to  the  background  plane 
than  does  the  O&G  model  in  the  final  TUs  of  the  simulation. 

In  all,  we  see  that  the  adaptive  asynchronous  model  performs  better  than  the  O&G  asyn¬ 
chronous  model  in  relation  to  identifying  transients  and  motion.  It  also  decays  closer  to  the  ambient 
(background  plane)  than  the  O&G  model  does.  In  the  next  section,  we  look  at  some  methods  of 
post  processing  the  model  response  to  highlight  transient  behavior. 


3-4  Post  Processing  Model  Output 

In  a  single  dimension  we  can  clearly  see  where  motion  is  occurring.  However,  when  we  extend 
the  model  to  two  dimensions  and  the  output  has  to  be  represented  as  image  sequences,  the  features 
of  the  response  are  easily  lost  among  the  256  gray-levels  used  to  represent  the  cell-activity  level. 
The  spikes  and  troughs  are  still  apparent  but  the  more  subtle  features  like  mesas,  plateaus,  and 
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Figure  3.16.  This  figure  shows  how  the  Ogmen  and  Gagne  asynchronous  model  responds  to  the 
rectangular  input  (RECT).  This  figure  is  scaled  identically  to  Figure  3.13.  The  lower 
graphic  is  the  full  model  output  and  the  upper  graphic  is  a  short  period  extracted 
to  show  the  form  of  the  wave  at  some  time  during  the  motion  period.  Here  we  see 
the  inherent  adaptive  behavior  of  the  asynchronous  model.  The  model  overshoots 
and  adapts  to  the  introduction  of  the  RECT.  It  tracks  the  RECT’s  motion  with  a 
positive  wave  and  a  negative  wave,  and  then  adapts  to  the  final  stationary  period. 
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Figure  3.17.  This  figure  shows  how  the  adaptive  asynchronous  model  responds  to  the  rectangular 
input  (RECT).  The  lower  graphic  is  the  full  model  output  and  the  upper  graphic 
is  a  short  period  extracted  to  show  the  form  of  the  wave  at  some  time  during  the 
motion  period.  These  figures  show  the  model  adapting  shortly  after  the  introduction 
of  the  stationary  RECT.  When  the  RECT  moves,  the  model  response  increases 
momentarily  and  begins  to  adapt  once  again.  In  this  figure,  the  jagged  edges  of 
the  motion  wave  are  caused  by  our  discrete  model.  The  mesa  and  the  forward  and 
trailing  waves  are  illustrated  here  as  well.  In  the  final  TUs,  the  model  adapts  to  the 
stationary  RECT. 
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rippling  in  the  background  plane  are  diflBcult  to  identify.  In  the  next  chapter  we  will  be  solely 
interested  in  the  model’s  ability  to  identify  motion.  Therefore,  we  developed  two  techniques  of  post 
processing  the  output  data  to  focus  onto  transient  behavior  on  the  model  input. 


The  two  post  processing  methods  are  moving  average  subtraction  and  thresholding.  We  use 
four  types  of  moving  averages.  They  are  a  causal  and  noncausal  level-window  average  and  a  caused 
and  noncausal  gaussian-window  average.  Figure  3.18  illustrates  the  four  types  of  moving  averages. 


The  figure  shows  nine  images  spanning  a  “window”  in  time  centered  on  the  image  currently  being 


Current  Frame 
of  Sequence  (to) 


Gaussian 
Moving  q 
Window 


Figure  3.18.  This  figure  illustrates  i!ie  moving  window  averages  used  in  our  research.  The  figure 
contains  nine  frames  of  output.  The  center  frame  is  the  image  currently  being 
processed.  In  the  causal  moving  average,  the  past  four  frames  are  only  used.  Either 
a  straight  average  is  determine  for  each  pixel  trace  or  a  gaussian  weighted  average  is 
taken.  In  the  noncausal  case,  the  windows  extend  into  the  future  four  frames.  This 
average  can  be  rectangular  (level- windowed)  or  gaussian-windowed. 
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processed.  A  pixel  trace  is  shown  as  a  line  connecting  a  single  pixel  through  time.  The  moving 
average  process  Ccilculates  an  average  for  each  pixel  trace  and  subtracts  it  from  the  current  pixel 
value.  In  the  causal  moving  average,  the  averaging  window  extends  only  into  the  past.  No  future 
data  is  needed  in  this  process  and  the  window  can  be  rectangular  (level- windowed)  or  gaussian  in 
shape.  The  noncausal  moving  average  uses  either  window  type  but  adds  as  many  future  images 
as  past  images.  This  scheme  requires  the  model  to  delay  its  output  until  it  can  calculate  the 
current  frame  value.  To  show  how  these  techniques  effect  the  model  response  graph,  we  have  the 
output  from  a  simulation  in  which  a  small,  stationary  RECT  is  crossed  by  a  larger,  moving  RECT 
(Figure  3.19).  The  response  is  given  in  Figure  3.20.  This  figure  has  a  ridge  running  from  the  time 
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Figure  3.19.  The  input  depicted  here  is  of  a  larger  RECT  crossing  over  a  stationary  smaller 
RECT. 

zero  until  the  motion  begins.  This  and  the  dip  in  the  forward  wave  when  the  RECTs  cross  disturb 
us.  We  applied  the  causal  and  noncausal,  level-window,  moving  averages  to  this  response. 
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Figure  3.20.  Response  of  a  one-dimensional  model  to  an  input  sequence  containing  a  large  moving 
RECT  crossing  a  smaller,  stationary  RECT.  This  is  the  adaptive  model’s  output. 
Here  we  see  that  the  location  where  the  large  RECT  crosses  the  smaller  RECT  forms 
a  dip  in  the  forward  moving  wave.  We  use  this  result  to  study  the  effect  of  moving 
average  and  threshold  post  processing  techniques. 
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When  we  used  the  causal,  level-window,  moving  average  on  the  output  we  found  the  plateaus, 
mesas,  and  rippling  was  severely  diminished  as  expected.  Figure  3.21  shows  the  results  of  this 
process.  The  height  of  the  response  overall  was  also  decreased  but  the  initial  transient  and  the 
forward  and  trailing  wave  were  preserved.  In  fact,  these  features  were  enhanced  in  relation  to  the 
surrounding  features  in  the  final  graphs.  The  ridge  is  no  longer  evident  but  the  background  plane 
swells  following  the  trailing  wave  trough.  This  will  have  an  adverse  effect  when  we  attempt  to 
threshold  later.  The  noncausal,  level-window,  moving  average  has  a  surprising  response. 

Figure  3.22  illustrates  the  result  of  post  processing  the  data  through  a  noncausal  moving 
average.  The  most  intriguing  feature  in  this  result  is  the  inversion  of  the  trailing  wave.  Here,  the 
trough  that  used  to  travel  along  the  trailing  edge  of  the  RECT  is  turned  into  a  spike  or  ridge.  The 
result  of  this  inversion  is  a  definite  plateau  between  the  forward  and  trailing  waves.  Each  wave  has 
a  spike  and  trough  identifying  the  edge  of  the  moving  RECT.  Except  for  the  initial  transient,  this 
process  identifies  only  motion.  The  background  plane  remains  nearly  planner  outside  of  the  motion 
region.  To  show  the  importance  of  a  fiat  background  plane,  we  apply  a  threshold  operation  to  the 
model  response. 

The  threshold  we  apply  to  our  models  is  of  two  types.  The  first  is  a  lower-plane  truncation. 
That  is,  we  set  any  value  lower  than  the  threshold  value  equal  to  the  threshold  veilue.  We  truncated 
those  lower  values.  A  second  type  of  threshold  is  a  windowing  threshold.  Like  the  time  window,  we 
apply  a  response  window  which  truncates  anything  greater  than  the  threshold  (T)  and  anything 
lower  than  the  negative  of  the  threshold  (— T).  Only  those  values  within  the  bounded  interval 
[T,  —T]  remain  and  all  others  are  truncated.  The  result  of  the  lower-plane  truncation  is  given  in 
Figures  3.23  and  3.24  for  the  causal  and  noncausal  post-processing  graphs  respectively.  The  causal 
graph  shows  a  region  of  the  background  plane  still  evident  after  the  process.  The  noncausal  graph 
clearly  shows  the  forward  and  trailing  waves  as  well  as  a  trough  preceeding  the  wave.  We  also 
see  the  location  of  the  crossover  and  the  initial  transient.  Our  use  of  thresholding  is  not  meant  to 
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Figure  3.21.  Subtracting  the  Moving  Average  from  the  Current  Frame  (Causal).  The  result  of 
subtracting  the  causal  moving  average  from  the  current  output  frame  of  the  model’s 
response.  This  figure  shows  the  graph  from  three  angles.  The  upper  plot  is  viewed 
from  well  above  the  plane  of  the  time-column  origin.  The  middle  plot  is  viewed  from 
slightly  above  the  plane  of  the  origin  while  the  lower  plot  views  the  plot  from  below. 
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Figure  3.22.  Subtracting  the  Moving  Average  from  the  Current  Frame  (Noncausal).  The  result 
of  subtracting  the  noncausal  moving  average  from  the  current  output  frame  of  the 
model’s  response.  This  figure  shows  the  graph  from  three  angles.  The  upper  plot 
is  viewed  from  well  above  the  plane  of  the  time-column  origin.  The  middle  plot  is 
viewed  from  slightly  above  the  plane  of  the  origin  while  the  lower  plot  views  the  plot 
from  below. 
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Figure  3.23.  The  result  of  thresholding  the  causal  moving  average  postprocess  output  of  the  model 
response  at  a  value  of  0.1. 
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Figure  3.24.  The  result  of  thresholding  the  noncausal  moving  average  postprocess  output  of  the 
model  response  at  a  value  of  0.1. 


be  indicative  of  the  necessary  processing  for  our  model  response.  We  include  it  to  show  that  the 
output  can  be  further  processed  to  gain  more  information  about  the  image  sequence.  The  causal 
moving  average  was  less  effective  than  the  noncausal  filter.  In  the  latter,  the  output  clearly  showed 
both  the  leading  and  trailing  edges  of  the  RECT  while  providing  a  trough  in  front  of  the  RECT. 
This  trough  indicates  the  future  position  of  the  RECT.  We  get  this  result  because  the  noncausal 
filter  incorporates  future  images  into  the  current  output.  The  problem  with  thresholding  is  that 
the  value  chosen  is  a  function  of  the  imagery  under  investigation.  We  could  choose  any  value  to 
threshold  with  and  get  varying  results.  We  might  choose  a  threshold  that  eliminates  the  dip  and  the 
initial  transient  spike.  The  difficulty  here  is  to  choose  a  threshold  that  is  appropriate  to  the  input, 
in  other  words,  a  dynamic  threshold.  We  do  not  implimeut  such  a  threshold  in  our  work.  In  fact,  we 
do  very  little  with  thresholding  from  here  on  out.  In  the  next  chapter  we  apply  a  gaussian- window, 
moving  average  and  windowed  thresholding  to  our  two-dimensional  model  response. 

3.5  Summary 

In  this  chapter  we  explained  the  two  basic  models  used  to  build  our  model.  In  the  neuro¬ 
transmitter  model,  a  first-order,  linear,  time- variant,  differential  equation  characterizes  the  synaptic 
junctions  between  the  transmitting  and  receiving  neuron.  This  equation  provides  an  adaptive  re¬ 
sponse  to  the  changing  input  pattern.  Its  adaptation  is  slow  and  therefore  the  equation  forms  a 
long-term  memory  for  the  cell.  The  form  of  the  model’s  response  is  a  slow  decay  from  the  model’s 
steady-state,  or  resting  potential  to  an  adapted  potential.  The  neurotransmitter  model  is  used  in 
our  model  to  form  each  synapse  which  is  represented  as  a  node  in  the  model  architecture.  The 
synaptic  nodes  feed  the  second-order  nodes  which  use  the  cell-activity  model  to  determine  their 
response  to  stimuli. 

The  cell-activity  model,  is  also  a  first-order,  time-variant,  differential  equation.  The  solution 
to  this  equation  was  made  complicated  by  the  summation  terms  which  form  the  receptive  field.  Since 
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the  dynamics  of  the  cell  activity  model  turn  out  to  be  much  faster  than  that  of  the  neurotransmitter 
model,  we  can  determine  the  steady-state  value  of  the  response.  In  a  simplified  architecture,  the 
gated  dipole,  the  model  has  two  neurons  with  receptive  fields  extending  to  the  immediate  neighbor. 
We  showed  that  the  model  responds  with  an  overshoot  at  the  introduction  of  an  input  to  one 
of  the  neurons.  The  models  eventually  decays  to  a  plateau.  When  the  input  is  removed,  the 
neighboring  neuron  rebounds  and  the  model  settles  into  it  original  state.  The  cell  activity  model 
was  termed  the  soma  for  purposes  of  model  development.  Having  shown  this  behavior,  we  turned 
to  the  two-dimensional  realm. 

Using  the  two  basic  model  types,  we  showed  how  the  gated  dipole  was  extended  to  produce 
an  excitatory  and  inhibitory  region  over  the  input  synaptic  nodes.  The  signal  from  each  node  in 
either  region  was  weighted  by  a  two-dimensional  gaussian.  Taken  as  a  unit,  each  soma  and  the 
corresponding  synaptic  nodes  of  its  receptive  field  was  termed  the  neuron.  We  developed  four 
models  with  these  neurons.  Two  synchronous  and  two  asynchronous.  The  results  of  preliminary 
simulations  were  given  to  explain  the  model’s  behavior  to  moving  objects  projected  onto  the  input 
plane. 

In  the  last  section,  we  looked  at  methods  of  post  processing  the  model  response  to  enhance 
transitory  inputs  over  stationary  ones.  The  two  methods  of  post  processing  were  to  use  a  moving 
average  (causal  and  noncausal)  and  to  threshold  the  output.  In  the  next  chapter  we  will  examine 
the  results  of  our  model  to  two  types  of  input  sequences.  The  first  sequence  represents  a  pristine 
image.  The  second  is  real  FLIR  imagery  of  a  tank  moving  around  the  field-of-view.  We  describe 
each  input  in  full  and  then  give  the  results  of  our  model’s  response.  After  explaining  the  output, 
we  show  how  the  post-processing  techniques  affect  its  appearance. 
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IV.  Model  Performance 


In  Chapter  III  we  illustrated  how  our  model  differs  from  that  proposed  by  Ogmen  and  Gagne. 
We  implimented  the  neurotransmitter  model  at  the  input  node  allowing  our  model  to  adapt  to  its 
input.  Therefore,  we  called  this  the  adaptive  model  and  compared  our  one-dimensional  anaylsis  to 
the  model  proposed  by  Ogmen  and  Gagne  {O&G  Model).  Since  the  nonrecurrent,  asynchronous 
forms  of  the  models  provide  superior  results  over  their  synchronous  forms  in  one  dimension,  we 
continue  to  investigate  the  response  of  these  models  in  two  spacial  dimensions.  Neither  the  adaptive 
or  OicG  model  has  been  studied  in  two-dimensional  before. 

In  this  chapter  we  apply  our  models  in  their  two-dimensional  form  to  two  image  sequences 
representing  motion.  The  pristine  imagery  is  computer  generated  and  contciins  no  noise.  In  the 
first  half  of  the  chapter  we  examine  the  response  of  our  models  to  this  imagery  and  discuss  the 
effectiveness  of  the  model  and  post  processing  techniques.  The  second  half  of  the  chapter  deals 
with  simulations  run  on  real  Forward  Looking  Infrared  Radar  image  sequences.  This  last  set  of 
inputs  gives  us  an  idea  of  how  the  model  will  respond  to  real  inputs.  This  will  conclude  our  results 
leading  us  into  Chapter  V  and  our  conclusions. 

4.1  Simulations  Using  Pristine  Imagery 

In  our  first  simulation,  we  use  a  set  of  images  that  were  artificially  created  in  a  virtual 
environment.  Therefore,  all  objects  in  the  scene  have  well  defined  edges  and  motion,  the  scene  is 
free  of  noise,  and  the  field-of-view  (FOV)  remains  stationary.  This  “pure”  form  of  images  is  referred 
to  as  a  pristine  input  sequence.  Figure  4.1  depicts  the  motion  apparent  in  the  pristine  input.  This 
figure  depicts  the  motion  created  by  our  pristine  image  sequence.  It  also  shows  two  other  elements 
of  the  scene  -  a  vertical  bar  and  an  oscillating  box. 

The  motion  shown  in  Figure  4.1  by  the  numbered  boxes,  is  a  sweeping  curve  from  the  lower 
right  corner  of  the  image  to  the  center  of  the  top  of  the  image.  The  box  moves  in  an  arc  that 
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Figure  4.1.  This  figure  shows  a  moving  box  crossing  a  vertical  bar  of  half  its  intensity.  The  box 
moves  at  2.8  degrees  per  frame  and  the  simulation  is  made-up  of  64  frames.  A  box  in 
the  upper  right  corner  remains  stationary  but  oscillates  over  time  in  brightness. 
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Table  4.1 


Object 

Intensity 

Size 

Moving  Box 

10  X  10  pixels 

Oscillating  Box 

0.0  -  16.0 

10  X  10  pixels 

Bar  (Center) 

2.0 

5  X  52  pixels 

Bar  (Cold  End) 

0.0 

5x6  pixels 

Bar  (Hot  End) 

16.0 

5x6  pi.xels 

Background  Plane 

1.0 

64  X  64  pixels 

spans  90  degrees  in  32  frames  or  2.8  degrees  per  frame.  After  32  frames,  the  box  jumps  to  a  new 
location  in  the  upper  right  corner  of  the  image  and  sweeps  downward  out  of  the  FOV  and  into  the 
opposite  side.  The  motion  of  the  box  is  smooth.  Unlike  the  motion  of  the  RECTs  in  Chapter  III, 
we  do  not  jump  from  one  location  to  the  next  as  the  images  are  applied  to  the  model  input.  In 
this  simulation,  we  allow  the  edge  of  the  box  to  cover  only  a  portion  of  the  input  node.  Thus,  the 
edge  of  the  box  may  look  less  intense  to  the  node  as  it  moves  into  the  nodes  FOV.  Therefore,  the 
introduction  of  an  edge  to  the  input  node  is  gradual  as  is  the  removal  of  the  trailing  edge  and  the 
motion  becomes  smoother.  We  will  see  later  that  the  edges  of  the  input  images  are  slightly  blurred 
as  a  result  of  smoothing  the  motion  of  the  box. 

The  moving  box  crosses  a  less  intense  vertical  bar  on  both  halves  of  its  journey.  The  bar  has 
a  hot  (white)  and  a  cold  (black)  ena  to  identify  maximum  and  minimum  image  values.  The  last 
ell.nent  of  the  image  is  an  oscillating  box  in  the  upper  right  comer.  This  box  changes  intensity 
throughout  the  simulation.  Over  the  64  frame  sequence,  the  box  increases  intensity  over  the  first 
32  frames  and  then  decreases  to  its  initial  value  in  the  last  32  frames.  This  is  a  linear  ramp  versus 
time.  The  values  given  to  each  object  in  the  image  are  lifted  in  Table  4.1. 

We  built  this  sequence  to  see  how  our  models  response  to  motion  (primarily),  intensity 
changes,  minimum  and  mtiximum  regions  of  the  scene,  and  motion  over  various  background  in¬ 
tensities.  The  results  of  processing  these  images  through  both  the  O&G  and  adaptive  model  are 
addressed  next.  Although  the  simulation  ran  for  64  frames  of  input,  we  will  limit  the  following 
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Table  4.2.  Parameters  used  to  configure  the  simulation  software  for  the  pristine  input  sequence. 


discussions  to  the  first  40  frames  for  two  reH.sons.  The  first  is  to  limit  the  amount  of  figures  required 
to  describe  the  model’s  response.  The  second  is  that  the  last  24  frames  offer  no  new  information 
from  the  first  40. 

4-1.1  Model  Parameters.  The  simulation  results  given  in  this  section  are  from  the  applica¬ 
tion  of  both  the  O&G  and  adaptive  models.  Table  4.2  identifies  the  values  used  to  configure  the 
two  models. 


Synapse  Parameters 

a 

0.5 

Natural  Decay  Term 

0 

5.0 

Target  V'alue 

SYNTOL 

0.0005 

RungeKutta  Tolerance 

Soma  Parameters 

A 

5.0 

Natural  Decay  Term 

B 

45.0 

Upper  Bound 

D 

45.0 

Lower  Bound 

SOMATOL 

0.0005 

RungeKutta  Tolerance 

TIME-DELAY 

0.05 

Inhibitory  Delay 

Neuron  Size 

Receptive  Field 

9  Nodes 

Vertical  Direction 

9  Nodes 

Horizontal  Direction 

Excitatory  Region 

3  Nodes 

Vertical  Direction 

3  Nodes 

Horizontal  Direction 

4- 1.1.1  Predicted  Results.  Before  we  show  the  results  of  our  simulations  on  the  pristine 
imagery,  we  might  stop  and  ask,  “what  do  we  e.xpect  to  see  as  the  model  response.”  We  expect 
several  things  to  occur.  First,  and  foremost,  we  expect  the  models  to  enhance  the  moving  box  and 
de-  emphasize  the  bar  (including  the  bar’s  ends).  Since  the  receptive  field  is  smaller  than  either 
the  moving  box  or  the  oscillating  box.  we  would  expect  the  neurons  at  their  centers  to  respond 
at  a  lower  level  than  those  whose  receptive  fields  cover  the  edges  of  the  boxes.  The  moving  box 
may  not  show  this  behavior  as  well  cis  the  oscillating  box  because  its  movement  will  counteract  the 
adaptive  behavior  of  the  models.  We  would  expect  the  OtG  model  to  have  a  darker  center  for  the 
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moving  box  than  the  adaptive  model  because  it  is  able  to  respond  quicker.  A  neuron  in  the  O&G 
model  can  reach  its  steady-state  v^due  in  a  shorter  time  and  may  be  able  to  do  so  from  the  time  the 
leading  edge  reaches  its  position  and  the  time  the  trailing  edge  does.  The  oscillating  box,  however, 
changes  intensity  slowly  and  so  both  models  may  show  a  darker  center. 

.Also  associated  with  the  speed  of  the  neurons  in  these  models  is  the  time  for  the  neurons  to 
rebound  from  an  adapted  state  to  the  resting  potential.  When  the  moving  box  leaves  a  neurons 
receptive  field,  the  OiiG  model  should  return  to  normal  quicker  than  the  adaptive  model.  Thus, 
we  should  a  dark  region  behind  the  moving  box  for  a  longer  time  with  the  adaptive  model. 

Returning  to  the  bar,  we  can  not  e.xpect  the  models  to  remove  it  from  the  output  altogether. 
We  saw  in  the  linear  data  given  earlier,  that  the  models  respond  to  stationary  RECTs  with  a 
trough  and  spike  feature  straddling  the  RECTs  edge.  Therefore,  we  expect  the  sides  of  the  bar 
to  be  surrounded  by  a  trough  on  the  outside  of  its  edge  and  a  spike  on  the  inside.  This  same 
phenomena  should  occur  at  the  boundary  between  the  bar  and  its  hot  and  cold  ends.  Since  the 
linear  simulations  showed  the  adaptive  model  response  to  stationary  inputs  to  be  nearly  the  same 
value  as  the  background  plane  than  the  O&G's  response,  we  might  expect  the  bar  in  the  adaptive 
model  to  be  less  evident  than  in  the  O&cG  model.  One  last  prediction  before  we  look  at  the  actual 
model  output. 

In  Chapter  III  we  used  data  from  a  simulation  involving  a  large  RECT  passing  over  a  less 
intense,  small  RECT  in  order  to  illustrate  post  processing  techniques.  In  that  figure  (Figure  3.20) 
the  response  of  the  passing  RECTs  showed  a  dip  in  the  output  of  the  model  due  to  a  relative 
change  in  intensity  of  the  moving  RECT  to  its  surrounding  plane  (which  is  now  the  lower  intensity 
RECT).  We  expect  this  to  occur  in  both  the  models.  Now  lets  see  how  we  did  in  our  i  r  dictions. 

4. 1.1. 2  Model  Response.  We  begin  our  dbcussion  of  the  simulation  results  by  giving  a 
synopsis  of  the  mode,  response  as  well  as  the  results  of  passing  the  model  output  through  a  moving 
average  filter.  The  two  figures,  can  be  used  to  compare  the  raw  output  data  to  the  data  adjusted  by 
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the  moving  average  ^dgorithms.  Figure  4.2  contains  the  data  from  our  O&G  model  and  Figure  4.3 
is  from  our  adaotive  model  simulations. 

4. 1.1.3  Analysis  of  Model  Response.  Lets  begin  by  comparing  the  raw  output  data 
from  either  model  (the  second  column  of  these  figures).  Even  at  the  resolution  provided  here  we 
can  see  the  different  response  to  the  oscillating  box.  In  the  O&G  model  the  box  is  well  defined 
by  a  central,  light  region  (plateau)  surrounded  by  a  dark  band  (trough).  The  box  becomes  more 
distinct  as  time  goes  on.  Even  after  frame  32  when  the  box  intensity  begins  to  decrease,  the  O&G 
model  picks  it  out.  The  adaptive  model,  however,  adapts  fairly  well  to  the  changing  intensity  all 
the  way  through  frame  40.  So,  we  were  correct  in  predicting  the  Ok.G  behavior  but  not  as  close 
with  the  adaptive  model.  In  [Swanson,  1992]  we  showed  that  the  response  of  the  adaptive  model 
to  a  stepped  input  resulted  in  a  saturation  of  the  model.  When  the  model  saturated,  it  could 
no  longer  respond  to  changes  in  the  input.  The  O&G  model,  on  the  other  hand,  showed  a  trend 
toward  saturation  but  only  very  gradually.  Thus,  the  model  was  able  to  respond  to  changes  in 
input  intensity.  We  see  this  behavior  in  the  frames  given  in  Figure  4.2. 

Our  next  prediction  involved  the  low  intensity  bar.  Neither  model  eliminated  it  completely, 
but  the  adaptive  output  comes  very  close.  Looking  at  the  O&G  model,  there  is  a  dark  outer  band 
lining  the  bar’s  edges.  We  also  see  a  pronounced  dark  region  surrounding  the  hot  end  of  the  bar. 
The  cold  end  has  a  very  dim  lighter  region  around  its  perimeter  as  well.  The  adaptive  model  shows 
nearly  no  sign  of  the  hot  end  but  does  give  indication  of  a  lighted  perimeter  around  the  cold  end. 
The  absence  of  the  hot  end  may  also  be  attributed  to  the  model  saturating  to  the  input.  At  the 
point  were  the  moving  box  crosses  the  bar  (frame  10),  the  bar  shows  up  more  clearly  in  the  adaptive 
model  as  a  diminished  response  of  the  boxes  value.  The  O&G  model,  however,  shows  little  of  this 
behavior.  In  order  to  better  investigate  this  feature,  we  look  at  magnified  views  of  frame  10  and 
frame  15. 
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Figure  4.2.  Pristine  Simulation  Results.  This  figure  aligns  every  fifth  image  in  the  input  sequence 
with  the  corresponding  image  from  the  OicG  model  output  and  two  types  of  moving 
average  algorithms.  The  input  images  are  on  the  far  left  followed  by  the  model 
response  in  the  second  column.  The  third  and  fourth  columns  contain  the  result 
of  causal  moving  average  post  processing  using  either  a  gaussian-window  or  level- 
window  weighting.  The  last  two  columns  repeat  the  moving  average  processing  using 
the  noncausal  filter. 
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Figure  4.3.  Pristine  Simulation  Results.  This  figure  aligns  every  fifth  image  in  the  input  sequence 
with  the  corresponding  image  from  the  adaptive  model  output  and  two  types  of 
moving  average  algorithms.  The  input  images  are  on  the  far  left  followed  by  the 
model  response  in  the  second  column.  The  third  and  fourth  columns  contained  the 
result  of  causal  moving  average  post  processing  using  either  a  gaussian-window  or 
level-window  weighting.  The  last  two  columns  repeat  the  moving  average  processing 
for  the  noncausal  filter. 
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411-4  A  Closer  Study  of  Frame  10.  Figure  4.4  has  two  rows  of  three  frames.  They 
corresponds  to  the  model  input  (left),  the  O&G  response,  and  the  adaptive  response  (right).  We 


Input 


O&G  Response 


Adaptive  Response 


Frame  10  of  Input  Sequence 


Figure  4.4.  Pristine  Simulation  Frame  10  (Magnified).  The  two  rows  in  this  figure  corresponds  to 
frame  10  of  the  pristine  imagery  simulation.  The  frames  are  labeled  as  input  (left), 
O&G  response  (middle),  adaptive  response  (right).  The  bottom  row  is  augmented 
with  a  white  outline  of  the  three  salient  features  of  the  simulation  -  the  moving  box, 
the  oscillating  box  (upper  right),  and  the  bar.  The  top  row  is  the  original  frame.  This 
frame  shows  the  point  where  the  moving  box  crosses  the  bar. 

took  the  top  row,  the  original  frames,  and  created  a  row'  of  frames  with  the  location  of  the  input 
features  identified  with  a  white  outline  (the  bottom  row).  This  allows  us  to  pin-point  the  true 
location  of  the  moving  box  at  this  time.  It  is  interesting  to  .see  that  in  the  O&G  response,  the  bar 
has  a  faint,  dark  line  running  the  length  of  the  bar.  .\n  enlargement  of  this  frame  is  provided  in 
Figure  4.5. 


Under  greater  magnification,  we  clearly  see  the  dark  lines  running  on  either  side  of  the  bar. 
We  also  see  that  the  hot  end  of  the  bar  is  surrounded  by  a  nearly  circular  dark  region.  The  cold 
end  shows  no  sign  of  any  perimeter  activity.  Returning  to  the  moving  box.  we  can  faintly  see  the 
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Input  O&G  Response  Adaptive  Response 


Figure  4.5.  Pristine  Simulation  Frame  10  (O&G).  This  figure  shows  the  three  frames  given  in 
the  top  row  of  Figure  4.4,  below  which  is  the  enlarged  version  of  the  O&G  model 
response.  The  enlarged  frame  clearly  shows  the  response  of  the  model  to  the  hot  end 
of  the  stationary  bar  (left-center).  A  faint  after  image  is  apparant  stemming  from  the 
moving  box  to  the  lower  right.  The  black  and  white  squares  in  the  lower  left  corner  are 
used  to  normalize  this  frame  to  the  other  frames  in  the  sequence  for  display  purposes. 
These  squares  are  not  apart  of  the  model  response. 
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dark  line  of  the  bar  extending  into  the  left  side  of  the  box  region  but  it  disappears  due  to  the  over 
riding  response  of  the  boxes  after-image.  The  after-image  is  the  shadow  that  extend  behind  the 
box  like  a  wake  following  a  ship.  This  after  image  is  relatively  short  in  comparison  to  that  of  the 
adaptive  model.  Figure  4.6  is  an  enlarged  view  of  the  adaptive  response. 

In  the  enlarged  view  of  the  adaptive  model  response,  frame  10,  we  see  the  extension  of  the 
dark  line  into  the  moving  box  region  as  well  as  a  lighter  line  extending  into  the  cold  region  of  the 
bar  which  is  a  complete  reversal  from  the  feature  found  in  the  O&G  model.  Additionally,  the  hot 
end  shows  no  perimeter  activity.  Both  the  oscillating  box  and  the  after-image  are  pronounced  in 
this  figure  compared  to  the  OitG  response.  The  time  response  of  the  adaptive  model  is  so  slow 
that  the  original  location  of  the  moving  box  is  still  rebounding.  In  Figure  4.6,  we  see  there  is  a 
definitive  drop  in  intensity  along  the  bar  where  the  box  passes  it.  One  last  item  to  note,  the  edges 
of  the  oscillating  box  are  brighter  than  its  center  or  the  outer  perimeter. 

The  pronounced  features  of  the  adaptive  model  are  all  the  result  of  having  input  nodes 
characterized  by  the  long-term  memory  equation.  Although  the  O&G  model  is  quicker  to  respond 
to  changes  in  input,  it  will  not  remove  stationary  elements  as  well  as  the  adaptive  model.  We  can 
help  the  O&G  model  to  remove  these  features  by  modifying  the  output  with  a  moving  average 
algorithm.  We  discuss  the  results  of  post  processing  the  response  in  the  next  section. 

4.1. 1.5  A  Closer  Study  of  Frame  15.  If  we  look  at  frame  15  instead  of  10,  we  will  see 
the  model  has  two  moving  edges.  The  response  to  these  edges  is  interesting  and  so  we  use  frame  15 
in  this  discussion  of  moving  average  results.  Figure  4.7  shows  the  magnified  views  of  the  response 
of  our  two  models.  Like  Figure  4.4,  we  outlined  the  current  location  of  the  input  features.  We 
wouldn't  know  where  the  leading  edges  were  from  this  figure  alone,  however,  after  processing  the 
image  with  a  moving  average,  we  immediately  see  the  leading  edges.  Figures  4.8  and  4.9  show  the 
results  of  a  gaussian-window  and  level-window  moving  average. 
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Figure  4.6.  Pristine  Simulation  Frame  10  (adaptive).  This  figure  shows  the  three  frames  given 
in  the  top  row  of  Figure  4.4,  below  which  is  the  enlarged  version  of  the  adaptive 
model  response.  The  enlarged  frame  shows  the  faint  response  of  the  model  to  the 
cold  end  of  the  stationary  bar  (right-center).  At  the  location  where  the  box  crosses 
the  bar,  the  intensity  is  reduced  below  the  box  intensity  but  remains  above  the  bar’s 
intensity.  This  provides  an  indication  of  where  the  bar  is  even  when  the  box  crosses 
it.  A  strong  after  image  is  apparant  stemming  from  the  moving  box  to  the  lower  right 
corner  where  the  box  orignated.  The  model  responds  to  the  oscillating  square  with 
a  perimeter  trough  and  an  interior  spike  (upper  left).  The  black  and  white  squares 
in  the  lower  left  corner  are  used  to  normalize  this  frame  to  the  other  frames  in  the 
sequence  for  display  purposes.  These  squares  are  not  apart  of  the  model  response. 
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Figure  4.7.  Pristine  Simulation  Frame  15  (Magnified).  The  two  rows  in  this  figure  corresponds  to 
frame  15  of  the  pristine  imagery  simulation.  The  frames  are  labeled  as  input  (left), 
O&G  response,  adaptive  response  (right).  The  bottom  row  is  augmented  with  a  white 
outline  of  the  three  salient  features  of  the  simulation  -  the  moving  box,  the  oscillating 
box,  and  the  bar.  The  top  row  is  the  original  frame.  This  frame  shows  the  a  moving 
box  with  the  leading  edge  extending  across  the  left  and  top  edges  of  the  box. 
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Frame  15  of  Input  Sequence 


Figure  4.8.  Pristine  Simulation  Frame  15  (Gaussian-Windowed).  This  figure  contains  two  sets 
of  frames  after  processing  through  the  gaussian-windowed  moving  average  algorithm. 
In  both  sets,  the  top  row  is  the  untouched  versions  of  the  input  (left),  the  O&G 
response,  adaptive  response  (right).  The  bottom  row  has  a  white  outline  identifying 
the  location  of  the  input  features.  The  difference  between  the  upper  and  lower  set  is 
the  type  of  moving  average  used  -  causal  (top  set)  and  noncausal  (bottom  set). 
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Figure  4.9.  Pristine  Simulation  Frame  15  (Level- Windowed).  This  figure  contains  two  sets  of 
frames  after  processing  through  the  level-windowed  moving  average  algorithm.  In 
both  sets,  the  top  row  is  the  untotiched  versions  of  the  input  (left),  the  O&G  response, 
adaptive  response  (right).  The  bottom  row  has  a  white  outline  identifying  the  location 
of  the  input  features.  The  difference  between  the  upper  and  lower  set  is  the  type  of 
moving  average  used  -  causal  (top  set)  and  noncausal  (bottom  set). 
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These  figures  highlight  different  features.  In  the  gaussian-windowed  output,  we  see  that  the 
bar  (including  the  end  regions)  has  been  completely  removed.  In  the  noncausal  set  of  frames,  the 
oscillating  box  is  also  gone  leaving  only  the  moving  box.  The  left  and  top  edges  of  the  moving 
box  have  a  dark  region  to  the  upper  left  followed  by  a  bright  area  and  then  a  fuzzy  area  indicative 
of  an  after  image.  The  dark  region  identifies  a  trough  and  the  bright  area,  a  spike.  These  frames 
clearly  indicate  motion  from  the  lower  left  to  the  upper  right.  We  would  expect  this  as  the  moving 
average  adds  information  from  frames  outside  the  current  time  sample.  In  the  level-window  results, 
we  still  see  the  bar  (clearly  in  the  O&cG  response  and  very  fciintly  in  the  adaptive  response)  and 
the  oscillating  box.  The  level-windowed  frames  have  enhanced  features.  The  dark  areas  are  much 
darker  than  those  in  the  gaussian-windowed  results  as  are  the  bright  areas.  The  after-images  are 
still  clear  in  these  level-window  results. 

Of  the  eight  possible  combinations  (four  causal  and  four  noncausal),  we  would  select  the 
noncausal,  gaussian-windowed,  moving  average  of  the  adaptive  response  as  the  best  for  identifying 
motion  and  direction  while  rejecting  stationary  features.  We  conclude  this  half  of  the  chapter  with 
the  results  of  thresholding  on  the  gaussian-window  moving-averaged  output.  Figure  4.10. 

We  present  this  output  to  show  the  dramatic  differences  obtained  under  different  thresholding 
schemes.  The  only  comment  we  have  on  our  thresholding  results  is  that  they  depend  on  the 
threshold  and  type  of  thresholding.  Therefore,  any  conclusions  based  on  thresholding  can  not  be 
made  in  general.  In  order  to  remain  consistent,  we  present  the  magnified  versions  of  frame  15  before 
moving  on  to  processing  FLIR  imagery  with  our  models. 

4.1.2  Summary.  In  this  half  of  the  chapter  we  concentrated  on  analyzing  the  model  response 
to  pristine  imagery.  We  saw  that  the  O&G  model  was  quicker  to  adapt  to  the  changing  input  but 
was  not  able  to  remove  stationary  objects  in  the  FOV.  The  after-image  produced  by  the  O&cG 
model  was  shorter  than  the  adaptive  model.  However,  only  after  using  the  gaussian-window. 
moving-average  filter  on  the  O&G  model  output  do  w**  see  the  removal  of  stationary  features.  The 
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Figure  4.10.  Pri.stine  Simulation  Thie.shold  Results.  This  figure  contains  a  synopsis  of  threshold¬ 
ing  the  gaussian-window^d  output.  The  threshold  of  D.l  is  u.sed  for  these  figures.  In 
the  left  four  columns,  we  used  a  windowed  threshold.  All  values  above  the  thresh¬ 
old  and  below  the  negative  threshold  arc  set  to  their  ma.\imum  or  minimum  values 
(respectively).  This  technique  captures  the  zero  crossing  values  only.  The  right  two 
columns  use  lower-plane  truncation.  The  values  lower  than  the  threshold  are  set  to 
the  threshold. 
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Figure  4.11.  Pristine  Simulation  Frame  15  (Gaussian- Windowed  and  Thresliolded).  This  figure 
contains  two  sets  of  frames  after  processing  through  the  gaussian-windowed  moving 
average  algorithm  and  threshold  routine.  In  both  sets,  the  top  row  is  the  untouched 
versions  of  the  input  (left),  the  OicG  respon.se.  adaptive  response  (right).  The 
bottom  row  has  a  white  outline  identifying  the  location  of  the  input  features.  The 
difference  between  the  upper  and  lower  set  is  the  type  of  moving  average  used  - 
cau.sal  (top  set)  and  noncausal  (bottom  set). 
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adaptive  model,  on  the  other  hand,  was  far  more  effective  at  removing  stationary  objects.  This 
model’s  response  could  be  post  processed  by  either  the  level- window  or  gaussian- window  moving 
average  to  further  remove  stationary  images. 

In  comparing  the  causal  and  noncausal  post  process,  both  have  aid  in  removing  stationary 
features,  but  only  the  noncausal  filter  was  able  to  produce  a  leading  edge  with  a  forward  dark  region 
(trough)  followed  by  a  bright  region  (spike)  straddling  the  object’s  edge.  It  is  this  trough/spike 
combination  that  identified  the  direction  of  motion  of  the  object  and  can  only  be  obtained  by 
combining  past  and  future  values  into  the  current  image.  In  the  next  half  of  this  chapter,  we  look 
at  our  models  using  real  Forward  Looking  Infrared  Radar  (FLIR)  image  sequences. 

4-2  Simulations  Performed  on  FLIR  Imagery 

4.2.1  FLIR  Generation  and  Description.  The  input  sequences  obtained  for  simulations 
made  using  FLIR  imagery  were  captured  using  a  Trapix  4B  Virtual  Image  Processor.  The  original 
imagery  was  recorded  onto  a  VHS  video  tape.  The  sequences  were  captured  at  a  rate  of  32  frames 
a  second.  The  actual  size  of  each  image  was  700  by  512  pixels  (columns  by  rows).  We  captured  just 
over  eight  minutes  of  video  giving  us  some  260  frames  in  the  sequence.  Because  of  the  processing 
time  involved  with  running  our  models,  the  images  were  cropped  to  256  by  128  pixels  (an  eight 
fold  increase  in  the  size  of  our  input  FOV).  The  sequence  focused  on  a  tank  moving  in  the  images. 
Figure  4.12  illustrates  how  we  isolated  the  tank  and  created  a  smaller,  cropped  version  of  each 
frame.  The  frames  below  the  cropping  diagram  illustrate  the  first  frames  produced  by  the  adaptive 
model.  We  will  return  to  these  frames  later. 

For  most  of  the  sequence,  the  FOV  remains  stationary.  However,  in  the  last  60  frames, 
the  camera  follows  the  tank  as  it  moves  out  of  its  FOV.  A  full  description  of  the  steps  taken  to 
process  this  imagery  is  provided  as  Appendix  B.  In  this  section  we  will  look  at  the  response  of  our 
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Figure  4.12.  This  figure  shows  how  the  images  used  as  input  to  our  model  were  extracted  from 
imagery  with  a  much  greater  FOV.  The  original  frames,  marked  by  a  tower  along  the 
left  edge,  were  700  pixels  wide  by  512  pixels  tall.  The  cropped  image  is  256  pixels 
by  128  pixels.  Below  the  cropping  figure  are  the  first  six  frames  produced  by  the 
adaptive  model.  Here  we  see  the  initial  frame  is  totally  adapted  to  while  subsequent 
frames  show  the  appearance  of  a  tank  which  is  in  motion. 
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Table  4.3.  Parameters  used  to  configure  the  simulation  software  for  the  tank  input  sequence. 


Synapse  Parameters 

a 

0.5 

Natural  Decay  Term 

a 

5.0 

Target  Value 

SYNTOL 

0.0005 

RungeKutta  Tolerance 

Soma  Parameters 

A 

5.0 

Natural  Decay  Term 

B 

Upper  Bound 

D 

45.0 

Lower  Bound 

SOMATOL 

0.0005 

RungeKutta  Tolerance 

TIME-DELAY 

0.05 

Inhibitory  Delay 

Neuron  Size 

Receptive  Field 

9  Nodes 

Vertical  Direction 

5  Nodes 

Horizontal  Direction 

Excitatory  Region 

5  Nodes 

Vertical  Direction 

3  Nodes 

Horizontal  Direction 

model  to  the  stationary  and  moving  FOV.  We  use  both  the  O&G  asynchronous  models  followed 
by  gaussian-windowed,  moving-average  filters. 

In  order  to  apply  our  models  to  the  tank  imagery,  we  had  to  expand  the  model's  FOV  to  256 
by  128.  We  also  configured  the  receptive  field  to  be  a  rectangle  with  nine  nodes  in  the  horizontal 
direction  and  five  nodes  in  the  vertical.  The  excitatory  region  was  appropriately  scaled  to  five 
horizontal  nodes  and  three  vertical  nodes.  Table  4.3  lists  the  values  used  in  these  simulation. 
Before  getting  into  the  model  performance,  we  need  to  note  that  the  tank  imagery  had  values 
between  zero  and  255  (gray-levels)  but  our  model  was  built  and  tested  using  values  between  zero 
and  16.  Therefore,  we  divided  the  tank  image  pixel  values  by  63.75  to  reduce  them  to  values  more 
inline  with  our  other  simulations. 

4-2.2  Model  Performance.  The  image  sequence  can  be  divided  into  two  phases.  The  sta¬ 
tionary  FOV  phase  and  the  moving  FOV  phase.  We  look  at  the  response  of  our  model  and  the 
results  of  post  processing  in  both  phases  beginning  with  the  stationary  phase. 
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4.2.2. 1  Stationary  Field-of-View  Segment.  The  sequence  we  chose  to  use  has  relatively 
few  objects  in  the  FOV.  Figure  4.13  shows  how  the  tank  moves  from  the  right  to  left,  turns  and 
move  off  to  the  right.  Two  interesting  features  are  evident  in  these  images.  In  the  lower  12  rows  of 


Figure  4.13.  The  images  shown  here  are  selected  to  illustrate  the  period  that  the  FOV  is  station¬ 
ary.  The  tank  is  clearly  visible  throughout  the  sequence.  Frame  numbers  are  posted 
in  the  upper  left  corners. 

each  frame  is  a  black  speck  flanked  by  a  homogeneous  band  running  to  the  right  of  the  frame.  This 
is  the  time  code  block  placed  into  the  frame  by  the  FLIR  camera.  The  black  speck  oscillates  at  an 
extremely  high  frequency  throughout  the  video.  We  will  see  the  effect  of  this  artificially  generated 
feature  later.  The  second  feature  to  note  is  the  plume  of  exhaust  trailing  the  tank.  In  frame  100 
we  see  it  first.  The  plume  moves  slowly  and  to  right  as  the  tank  speeds  off  the  frame.  We  will  look 
for  this  as  we  examine  the  model  response. 
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In  the  following  discussion,  we  look  at  the  model  outputs  starting  with  frame  10  and  every 
tenth  frame  thereafter.  We  skip  the  early  frames  because  the  model  starts  by  adapting  totally  to 
the  first  frame.  This  results  in  a  blank  image  and  can  be  seen  in  the  frames  included  in  Figure  4.12. 
The  first  five  frames  show  the  tank  slowly  appearing  with  time.  The  time  code  speck  is  apparent 
even  in  the  initial  frame  because  it  oscillates  at  an  extremely  high  frequency  and  represents  a 
narrow,  large  value  edge  which  even  our  model  can  not  ignore. 


Figure  4.14  shows  the  response  of  the  O&G  model  to  the  tank  imagery.This  figure  shows  how 


Figure  4.14.  The  O&G  model  response  to  the  tank  input  sequence. 


the  model  smooths  the  background  plane  to  a  nearly  uniform  field.  The  tank  is  clearly  visible  in 
these  frames  as  is  the  time  code  speck.  We  see  in  frame  50  and  60  that  the  tank,  during  its  turn, 
is  less  pronounced  than  in  other  frames.  This  is  because  the  tanks  lateral  velocity  has  decrease 
significantly  even  though  the  tank  is  moving  the  same  speed  throughout  the  simulation.  We  see 
that  the  leading  edges  of  the  tank  is  highlighted  with  a  bright  region  and  the  trailing  edges  have 
dark  regions  behind  them. 
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In  frame  70,  the  leading  edges  are  the  brightest  of  all  the  frames  in  the  sequence.  This  is 
because  the  leading  edge  moves  into  the  former  trailing  edge  region.  Therefore,  the  appearance  of 
motion  in  a  region  trying  to  rebound  causes  the  model  to  be  excited  to  a  greater  level  than  seen 
when  the  edges  moves  into  a  region  at  the  ambient  level.  We  see  in  subsequent  frames  that  the 
leading  edge  returns  to  a  normal  level.  This  feature  is  indicative  of  an  object  reversing  direction. 

In  frame  100  there  is  an  extended  after-image.  This  is  the  effect  of  skipping  frames  in  the  input 
sequence  giving  the  model  the  impression  that  the  object  changes  speed  nearly  instantaneously.  The 
new  location  of  the  object  is  cdmost  all  outlined  by  a  bright  region  and  the  old  location  is  a  dark 
shadow.  Frame  40  shows  some  of  this  behavior  as  it  too  follows  a  jump  in  the  input  sequence.  If 
we  look  closely,  we  can  see  the  exhaust  plume  trailing  in  frames  90,  110,  and  120. 

Figure  4.15  is  the  same  frames  from  the  adaptive  model  response. The  same  comments  can 


Figure  4.15.  The  adaptive  model  response  to  the  tank  input  sequence, 
be  made  about  the  frames  as  were  made  with  the  O&G  model  response.  The  difference  is  the  loss 
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of  sharpness  in  the  images.  The  adaptive  model  is  less  distinct  than  the  O&G  model.  This  is  best 
illustrated  by  the  nearly  lost  exhaust  plume  in  frames  90  -  120.  We  will  investigate  the  second 
phase  of  the  sequence  next. 

4. 2. 2. 2  Moving  Field-of-View  Segment.  Figure  4.16  shows  the  sequence  of  images  in 
which  the  FOV  is  moving.  The  FOV  is  actually  moving  faster  than  the  tank  in  order  to  place  it 
back  in  the  center  of  the  FOV.  The  FOV  moves  in  frames  200  through  225  and  then  stops.  During 
the  25  frames  of  motion,  the  leading  edge  of  the  tank  is  on  the  left  which  is  the  edge  of  relative 
motion  to  the  FOV.  When  the  FOV  stops,  the  leading  edges  switch  to  the  true  front  of  the  tank. 
In  the  model  responses,  we  see  that  all  the  objects  in  the  FOV  are  identified  as  moving.  When  the 
FOV  stops  these  objects  disappear,  leaving  only  the  tank.  Notice  in  frames  220,  the  post  below 
the  tank  in  the  04rG  model  is  blurred  while  the  adaptive  model  shows  a  well  defined  post  with 
a  leading  and  trailing  edge.  In  this  case,  the  adaptive  model  shows  crisper  edges.  As  with  our 
previous  simulations,  we  will  post  process  the  imagery  with  a  moving-average  filter. 

4.2.3  Results  of  Post- Processing  Techniques.  When  we  processed  the  adaptive  model’s  re¬ 
sponse  through  a  gaussian-windowed,  moving-average  filter,  we  were  surprised  to  see  no  improve¬ 
ment  of  the  images.  In  Figures  4.17  and  4.18  we  show  the  causal  and  noncausai  filter  output. 
The  images  produced  by  the  causal  filter  increased  the  response  of  the  tank’s  moving  edges  while 
suppressing  the  surfaces  in  between  the  edges.  At  the  price  of  losing  the  outline  of  the  tank,  we 
gained  more  information  on  its  motion.  Consistent  with  the  pristine  image  results,  the  leading 
edge  is  identified  by  a  bright  region  followed  by  a  dark  region.  In  frames  50,  60,  and  70,  the  tank 
is  turning  and  its  relative,  lateral  motion  is  nearly  zero.  In  these  frames  we  nearly  lose  the  tank 
entirely.  In  frame  80  and  90  we  see  the  front  edges  of  the  tank’s  tread  as  leading  edges  and  know 
immediately  that  the  tank  is  moving  to  the  right. 

The  images  produced  by  the  noncausai  filter  are  extremely  fuzzy.  We  do,  however,  see  the 
trough  preceding  all  the  leading  edges  of  the  image.  Frame  110  has  the  best  example  of  this  feature. 
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Image  Sequence 


O&G  Model 


Adaptive  Model 


Figure  4.16.  Here  there  are  nine  frame.s  space  five  frames  apart  showing  the  period  of  motion  in 
our  tank  imagery.  The  input  frames  are  shown  on  the  left,  the  O&G  model  response 
is  in  the  center  column,  and  the  adaptive  response  is  on  the  right. 
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Figure  4.17.  The  adaptive  model  response  to  the  tank  input  sequence  is  processed  through 
moving-average  filter.  These  frames  show  the  results  of  a  causal  moving  average. 


Figure  4.18.  The  adaptive  model  response  to  the  tank  input  sequence  is  processed  through  a 
moving-average  filter.  These  frames  show  the  results  of  a  noncausal  filter. 
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A  sharp,  dark  edge  outlines  the  bright  spike  cf  the  edge’s  response.  In  these  frames,  we  see  that  the 
tank  is  moving  first  to  the  left  and  then  to  the  right  with  almost  no  motion  in  frames  50  through  70. 
We  will  not  attempt  thresholding  on  these  images  because  we  are  not  convinced  that  thresholding 
techniques  can  be  implemented  in  a  general  way. 

4-3  Summary 

In  this  chapter  we  concerned  ourselves  with  applying  our  models  to  two-dimensional  image 
sequences.  The  pristine  images  allowed  us  to  investigate  the  behavior  of  our  models  without  the 
presence  of  noise.  We  saw  that  the  0&:G  model  was  a  faster  model  and  was  able  to  follow  the 
moving  object  with  only  a  small  after-image.  The  adaptive  model,  on  the  other  hand  is  a  slow 
model  and  produces  a  significant  after-image.  However,  the  adaptive  model  was  able  to  reduce  the 
response  of  stationary  objects  which  the  O&G  model  did  only  poorly.  The  oscillating  box  was  also 
reduced  significantly  in  the  adaptive  model  while  the  O&G  model  always  had  a  shadow  of  it  in  the 
output  FOV.  We  saw  that  the  two  models  had  opposite  effects  on  the  vertical  bar’s  ends.  The  O&cG 
model  highlighted  the  bright  end  while  ignoring  the  dark  end.  The  adaptive  model  highlighted  the 
dark  end  and  ignored  the  bright  end.  The  output  of  both  models  could  be  altered  by  the  use  of 
post  filtering  using  a  moving  average. 

We  applied  two  types  of  moving-average  windows  to  our  model  outputs  and  found  the  causal, 
level-windowed  filter  to  be  the  least  effective  and  the  gaussian-windowed,  noncausal  filter  to  have 
the  more  favorable  effect.  This  latter  filter  was  able  to  identify  the  direction  of  the  moving  square 
by  a  deep  trough  leading  the  edges  forward  wave.  We  concluded  that  this  was  to  be  expected  as 
the  noncausal  filter  uses  data  from  the  future  to  determine  the  present  output  and  will  be  able  to 
show  future  position  in  the  present  output.  We  applied  the  models  to  real  FLIR  imagery  in  the 
second  half  of  the  chapter. 


4-29 


The  FLIR  imagery  was  full  of  noise  but  our  model  was  able  to  extract  only  the  moving  tank 
in  the  FOV  as  long  as  the  FOV  was  stationary.  As  soon  as  the  FOV  began  to  move,  the  entire  scene 
weis  identified  tis  moving.  A  result  not  wholly  unexpected.  The  interesting  aspect  of  the  moving 
FOV  was  tnat  the  tank’s  relative,  lateral  motion  was  highlighted  until  the  FOV  became  stationary 
once  again.  We  attempted  to  apply  the  moving-average  filters  to  our  model  output  but  found  that 
the  filters  blended  the  tank  into  the  background  and  only  faint  features  located  at  the  tank’s  edges 
remained.  The  noncausal  filter  maintained  the  trough  leading  the  spiked  edge  feature  indicating 
the  direction  of  motion  but  this  was  difficult  to  detect.  We  compare  our  results  with  the  objectives 
of  our  research  in  Chapter  V  as  well  as  answer  our  research  questions  explicitly. 
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V.  Summary  and  Conclusions 


In  our  research  we  attempted  to  model  the  motion  sensitive  neurons  of  the  retina  in  order  to 
better  identify  moving  objects  in  a  scene.  We  based  our  work  on  that  of  H.  Ogmen  and  S.  Gagne 
concerning  the  fly’s  visual  system.  In  examining  their  models,  we  noticed  no  mention  of  a  network 
which  uses  both  the  cell-activity  and  neurotrausmitter  equations  to  form  a  single  neuron.  This 
became  the  center  of  our  thesis  work  -  to  investigate  the  differences  in  the  O&G  model  and  our 
newly  defined  adaptive  model.  We  used  software  designed  outside  the  scope  of  this  research  to 
simulate  the  model  architecture.  We  began  by  applying  input  sequences  to  a  linearly  defined 
(one-dimensional)  model.  In  doing  so,  we  were  able  to  gain  confidence  in  the  model’s  response 
and  verify  that  it  operated  as  described  by  H.  Ogmen  and  S.  Gagne.  The  linear  response  graphs 
gained  from  these  early  simulations  prepared  us  for  investigating  simulations  on  a  two-dimensional 
input  sequence.  We  concentrated  on  the  asynchronous  model  for  its  ability  to  heighten  the  model’s 
response  to  transient  behavior.  Throughout  this  thesis  we  used  the  asynchronous  model  and  little 
was  said  about  the  synchronous  models. 

The  O&G  and  adaptive  models  were  applied  to  pristine  images  in  which  the  input  scene  was 
noise  free  and  had  three  interesting  features  -  motion,  temporal  intensity  changes,  and  stationary 
objects.  We  found  that  both  the  models  performed  well  in  different  areas.  The  O&G  model  was 
quick  to  follow  the  input  but  did  not  reduce  the  response  of  stationary  objects.  The  adaptive 
model  did  a  better  job  of  reducing  stationary  objects  but  was  slower  in  is  ability  to  rebound 
from  an  adapted  state.  This  left  an  extended  after-image  in  the  output  images.  We  were  able 
to  remove  the  after-image  and  most  of  the  stationary  images  by  using  a  moving-average  filter. 
The  two  types  examined  were  the  gaussian-windowed  and  the  level-windowed  filter.  We  found 
the  gaussian-windowed  filter  to  provide  higher  rejection  of  stationary  items  and  in  the  uoncausal 
design,  was  able  to  highlight  motion  direction  on  the  leading  edge.  Our  attempt  to  threshold  the 
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output  images  resulted  in  mixed  findings  and  we  were  unable  to  confidently  make  any  conclusions 
to  its  effectiveness. 

In  simulations  using  the  FLIR  imagery,  our  models  produced  excellent  output  that  identified 
only  the  moving  tank  in  the  image.  We  found  that  application  of  our  filters  aggravated  the  details 
of  the  tank  image  but  in  the  noncausal  case,  did  identify  direction  of  motion.  Our  specific  findings 
in  accordance  with  our  research  objectives  and  questions  are  given  in  the  next  two  sections.  We 
conclude  this  thesis  with  a  discussion  of  the  application  of  the  model. 


5.1  Research  Objectives 


We  identified  five  objectives  in  Chapter  I  of  this  thesis.  In  this  section  we  will  take  each  and 
comment  on  how  each  objective  was  achieved. 

1.  Examine  the  model  response  in  regards  to  leading  and  trailing  edges,  time- variant 
stimuli,  and  velocity  and  direction  of  motion.  In  Chapter  III  we  showed,  using  the 
linear  models,  that  the  trailing  and  leading  edges  could  be  uniquely  identified  in  the  output 
response  of  the  model.  The  model’s  response  to  stationary,  time-variant  stimuli  was  difficult 
to  interpret.  In  the  simulations  based  on  pristine  imagery,  we  found  that  the  direction  could 
be  identified  rather  easily  using  a  noncausal  filter.  Determination  of  the  input  velocity  was 
addressed  in  one  linear  simulation.  We  found  the  model  could  be  tuned  to  different  velocities. 

2.  Compare  the  response  of  the  two-dimensional  models  with  adaptive  and  non- 
adaptive  inputs.  The  O&G  model  is  a  faster  model.  It  is  capable  of  following  the  input 
more  closely  than  the  adaptive  model  because  it  contains  no  long-term  memory  of  the  input. 
However,  the  long-term  memory  is  the  very  reason  the  adaptive  model  is  better  at  removing 
stationary  objects  in  the  input  scene. 

3.  Compare  the  response  of  our  models  to  both  the  pristine  and  FLIR  image  se¬ 
quences.  We  found  the  models  were  well  behaved  when  given  the  pristine  imagery.  The 
FLIR  imagery,  on  the  other  hand,  was  full  of  high  frequency  background  components  and 
noise.  Even  so,  we  obtained  results  that  distinctly  identified  the  tank  location  and  leading 
edges.  We  will  return  to  this  in  the  next  section. 

4.  Post  process  the  response  data  of  the  models  to  enhance  the  transient  portions 
of  the  images.  Our  limited  attempt  to  draw  more  information  from  the  model  output  was 
extremely  successful.  We  were  able  to  enhance  the  model’s  response  by  using  both  the  causal 
and  noncausal  filters. 


5.2  Research  Questions 

We  set  out  to  answer  six  basic  questions  concerning  the  behavior  of  the  OicG  and  adaptive 
models.  In  this  section  we  revisit  each  and  provide  our  findings. 
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1.  How  do  the  models  respond  to  pristine  image  sequences?  Both  the  O&G  and  adaptive 
model  highlighted  the  moving  square  in  the  pristine  sequences.  They  differed  in  their  ability 
to  respond  to  motion  and  their  suppression  of  stationary  features.  When  we  coupled  the 
adaptive  model  to  a  gaussian-windowed,  moving-average  filter,  we  found  that  the  output 
could  show  the  current  leading  edge  and  its  direction. 

2.  What  are  the  major  features  of  the  model’s  response  to  these  inputs?  We  showed  in 
Chapter  III  that  the  output  from  the  linear  models  could  be  annotated  with  time  dependent 
features  and  spacicd  features.  The  overshoot,  undershoot,  and  rebound  all  changed  over  the 
time  axis.  The  spike,  trough,  plateau,  and  mesa  were  all  associated  with  a  variation  over 
the  spacial  axis.  A  combination  of  the  spike  and  overshoot  gives  rise  to  the  forward  wave 
of  the  output  indicating  a  moving,  leading  edge.  The  trough  and  mesa  combined  with  the 
antagonistic  rebound  created  a  trailing  wave  which  identified  the  trailing  edge. 

3.  Can  the  model  operate  on  images  acquired  by  Forward  Looking  Infrared  Radar 
image  sequences?  We  saw  in  the  last  chapter  that  the  model  definitely  could  operate  on 
FLIR  imagery.  In  fact,  it  does  an  excellent  job  of  identifying  motion  when  the  FOV  remcdns 
stationary.  We  found  that  further  post  processing  was  unnecessary. 

4.  What  is  the  effect  of  moving  the  the  image’s  field-of-view  with  a  moving  object? 
A  moving  FOV  translated  into  motion  of  all  objects  therein.  We  showed  how  this  motion 
blurred  the  scene  and  the  objects  moving  in  it  had  varying  responses  based  on  their  relative, 
lateral  velocity. 

5.  Can  the  output  be  further  processed  to  better  segment  motion?  We  saw  in  the 
pristine  motion  this  was  true.  The  FLIR  imagery,  however,  looks  like  the  noncausal  filter  was 
able  to  enhance  moving  elements. 

6.  How  do  causal  and  noncausal  filtering  effect  the  model  output?  The  causal  filter 
shows  gradients  of  the  output  imagery  based  only  on  past  information,  while  the  noncausal 
filter  adds  future  data  to  give  direction  information.  The  causal  filter  mded  in  removing 
stationary  objects  but  the  noncausal  filter  completely  removed  the  objects  and  did  a  better 
job  of  eliminating  the  oscillating  features.  This  filter  provided  an  indication  of  where  the 
motion  would  move  to  in  subsequent  frames  as  well. 


5.3  Application  of  Model  and  Future  Research 

The  model  we  developed  could  be  used  directly  or  in  a  cascade  system  designed  to  preprocess 
motion  information.  As  a  stand-alone  preprocessor,  the  model  can  be  used  to  identify  moving 
objects  in  a  sensor’s  FOV.  The  processing  hardware  might  use  this  information  to  segment  the 
objects  from  the  scene  and  apply  pattern  recognition  techniques  to  identify  them.  Not  only  does 
the  model  allow  for  image-by-image  segmentation,  but  taken  over  time,  the  pattern  recognition 
engine  might  use  motion  characteristics  as  an  additional  feature  for  better  classification.  Another 
use  of  the  model  is  to  allow  for  the  fusion  of  two  sensors  with  varying  characteristics.  As  an 
example,  the  model  might  take  sensor  data  from  a  low  resolution  system  with  a  wide  FOV  (FLIR) 
and  provide  object  positions  to  a  high  resolution  system  with  a  small  FOV  (laser  radar).  In  this 
configuration,  the  FLIR  might  be  implemented  as  a  starring  sensor  while  the  laser  radar  would  be 
a  directed  system.  The  model  might  also  be  integrated  into  a  vision  system  such  as  those  being 
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developed  by  Caltech  or  Amber  Engineering.  In  this  case,  we  need  to  understand  where  the  model 
fits  into  the  visual  system  and  what  work  needs  to  be  accomplished  hereafter. 

As  we  noted  earlier,  the  first  step  to  emulating  the  retina  was  taken  by  Carver  Mead  and 
Misha  Mahowald  at  CaJtech.  Their  Silicon  Retina  represents  the  retina’s  top  three  neural  layers 
-  photoreceptors,  horizontal  cell,  and  bipolar  cells.  Our  adaptive  model  fits  directly  behind  the 
bipolar  cell  and  could  be  thought  of  as  the  amacrine  or  ganglion  cell  layers.  Since  the  model 
performed  better  at  segmenting  motion  in  the  pristine  sequence  than  in  the  noisy  FLIR  imagery, 
we  believe  it  important  that  the  input  to  the  model  be  as  noise  free  as  possible.  This  coupled 
with  the  results  given  by  Mead  and  Mahowald  indicate  that  the  Silicon  Retina  or  its  cousin  the 
Neuromorphic  Infrared  Focal  Plane  processor  could  be  used  as  a  front  end  to  our  model.  However, 
because  the  adaptive  model  requires  a  moving-average  filter  to  create  directional  information  and 
the  output  nodes  are  sensitive  to  motion  in  any  direction  (not  directionally  selective),  we  must 
conclude  that  our  model  can  not  be  the  output  layer  of  any  simulated  retinal  design.  Therefore, 
the  adaptive  model  can  only  represent  the  amacrine  cell  layer.  Further  research  into  creating  models 
for  the  ganglion  cells  should  follow  our  findings.  Models  that  provide  directional  information  and 
can  be  used  to  drive  decision-making  neural  networks. 
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Appendix  A.  Extended  Literature  Review 


The  information  contained  in  this  appendix  represents  the  basic  concepts  required  to  under¬ 
stand  our  thesis  effort.  It  is  provided  for  those  readers  who  have  not  the  formal  background  in 
neuroanatomy,  neursd  networks,  and  early  vision  research. 

Early  vision  research  can  be  divided  into  three  fields.  The  first  is  the  field  of  observation. 
Experiments  are  performed  on  the  retina  of  various  animals  to  observe  its  structural  and  functional 
makeup.  In  much  of  early  vision  literature,  the  pronoun  wetware  is  used  to  identify  physiological 
components.  The  second  field  is  that  of  modeling.  Models  are  formulated  using  math  expressions, 
usually  differential  equations,  to  simulate  the  operation  of  components  of  the  retina  and  compared 
against  observed  phenomena.  The  last  field  is  hardware  design.  The  ultimate  goal  of  early  vision 
research  is  to  design  hardware  devices  that  incorporate  functionally  efficient  aspects  of  the  retina. 
A  review  of  early  vision  research  is  the  subject  of  this  chapter. 

A.l  Scope  of  the  Review  and  Method  of  Treatment 

When  the  author  began  this  literature  review  of  retinal  models  he  had  no  understanding  of 
neuroanatomy  or  the  retina.  Therefore,  this  chapter  is  scoped  for  someone  without  a  background 
in  neural  networks  or  vision  research.  Someone  who  needs  to  understand  the  basic  principles  of 
vision  in  order  to  apply  them  to  any  of  a  number  of  problems  related  to  modeling  the  human  retina. 
Although  a  full  treatment  of  the  entire  visual  process  is  beyond  our  abilities,  the  following  paper 
touches  on  the  basic  concepts  and  directs  the  reader  to  articles  and  authors  currently  working  in  the 
area  of  primate  vision  and  retinal  modeling.  Building  on  the  basics,  we  examine  related  research 
to  provide  a  sense  of  environment.  By  expanding  the  scope  of  this  review  to  include  a  slightly 
larger  picture  than  absolutely  necessary,  the  paper  can  be  used  to  initiate  newcomers  to  the  study 
of  retinal  based  models. 
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A. 1.1  Organization.  The  body  of  the  review  is  broken  into  two  sections.  The  first  deals 
with  the  neuron  and  the  physical  structure  of  the  retina  and  gives  detailed  information  about  each 
of  the  five  types  of  neurons  used  to  form  the  retina.  Concepts  such  as  lateral  inhibition,  receptive 
fields,  and  shunting  inhibition  are  all  subjects  of  this  section.  The  last  section  discusses  current 
retinal  emulators. 

A. 2  Vision  in  Man 

A. 2.1  “The  Neuron”  [Stevens,  1979].  This  section  reviews  the  morphology  of  the  nerve 
cell  or  neuron.  There  are  three  distinct  regions  of  the  neuron.  They  are  the  cell  body  or  soma, 
the  dendrites,  and  the  axon.  Metabolically,  the  cell  relies  on  the  soma  to  provide  enzymes  and 
molecules  essential  to  life.  Functionally,  however,  the  soma  integrates  signals  received  through 
tubelike  extensions  of  the  cell  membrane  called  dendrites.  Forming  a  dense  plexus  of  interconnec¬ 
tions,  the  dendritic  tree  receives  signals  from  as  many  as  10,000  other  neurons.  If  the  received 
signal  strengths  are  sufficient  to  elicit  a  response  from  the  neuron,  a  pulse  is  sent  down  the  long 
a.xon  used  to  transmit  information  from  the  cell  to  the  brain  or  body.  Figure  A.l  depicts  a  typical 
neuron. 

The  neuron  is  equipped  with  tiny  ion  pumps  that  continually  squeeze  out  positive  sodium  ions 
while  sucking  in  negative  potassium  ions.  The  difference  in  ion  concentration  leads  to  a  negative 
potential  ticross  the  cell  membrane  of  approximately  70  millivolts  (resting  potential).  In  locations 
where  neurons  connect  to  one  another  there  are  biological  mechanisms  called  synaptic  junctions 
(synapse).  Neurons  form  synaptic  junctions  in  a  variety  of  ways.  The  three  bttsic  types  involve 
a  connection  between  an  axon  and  a  dendrite,  between  two  axons,  and  between  two  dendrites 
[Snyder,  1985:30].  Figure  A. 2  is  a  schematic  diagram  of  the  typical  synapse. 

Referring  to  Figure  A.2,  the  region  above  the  presynaptic  membrane  contains  vesicles  filled 
with  chemicals  called  neurotransmitters.  Although  there  are  many  types  of  neurotransmitters,  a 
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Figure  A.l.  Schematic  of  a  Neuron  (Stevens,  1979:55] 


Figure  A.2.  The  Typical  Synapse  (Stevens,  1979:56] 
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discussion  of  the  various  transmitter  types  is  beyond  the  scope  of  this  review.  A  synapse  transmits 
information  from  one  cell  to  another  using  transmitters  in  the  following  fashion. 

First,  a  signal  or  voltage  spike  reaches  the  synapse  and  causes  vesicles  to  fuse  with  the 
presynaptic  membrane  at  the  point  where  neural  transmitters  are  released  into  the  synaptic  cleft. 
Next,  the  transmitters  travel  across  the  cleft  to  the  postsynaptic  membrane  and  activate  ionic 
channels.  The  channels  then  allow  ions  to  cross  the  cell’s  membrane  and  create  a  potential  change 
in  the  intracellular  fluid.  If  the  change  in  the  fluid  is  a  positive  excursion  from  the  resting  potential, 
the  cell  is  depolarized  and  the  interaction  is  called  excitatory.  On  the  other  hand,  if  the  change 
is  a  negative  excursion,  the  cell  is  hyperpolarized  and  the  interaction  is  inhibitory.  When  the  cell 
is  depolarized  beyond  a  threshold  value,  the  cell  responds  with  a  sharp  rise  in  voltage  called  an 
action  potential.  The  shape  of  the  action  potential  (Figure  A. 3)  depends  on  the  previous  state  of 
the  neuron. 


Figure  A.3.  A  Cell’s  Response  to  Applied  Stimuli  (Taken  from  Levine,  who  adapted  it  from  C.F. 
Steveru,  “Neurvphysiology:  A  Primer,”  Wiley,  New  York,  1966,  p.l4,  page  89] 

This  section  described  a  generic  neuron  that  can  be  found  throughout  the  body  in  different 
forms.  The  next  section  looks  at  how  the  neurons  in  the  retina  are  different  from  the  generic  neuron. 

A. 2. 2  Retinal  Architecture.  The  human  eye,  as  shown  schematically  in  Figure  A. 4,  is  about 
25  millimeters  in  diameter  and  is  designed  to  gather  light  from  a  208  degree  arc  centered  about 
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the  visual  axis  [Levine,  1985:68].  The  bulk  of  the  eye  is  designed  to  focus  light  onto  a  paper-thin 


Figure  A. 4.  The  Human  Eye  [Taken  from  Levine  who  adapted  it  from  a  variety  of  other  sources, 
page  61] 


lining  called  the  retina.  The  retina  is  responsible  for  transforming  radiant  energy  in  the  optical 
frequencies  into  nerve  impulses  that  our  brain  interprets  as  vision.  From  input  to  output,  the  retina 
compresses  data  from  126  million  photoreceptors  into  signals  that  pass  over  some  one  million  fibers 
located  in  the  optic  nerve  [Levine,  1985:75].  Just  what  is  the  eye  doing  to  compress  such  a  large 
number  of  data  points  before  transmission  to  the  brain?  Researchers  have  focused  on  this  question 
for  the  last  quarter-century  and  are  just  now  beginning  to  model  certain  portions  of  the  visual 
system. 
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A. 2. 2.1  Neural  Architecture.  Surprisingly,  light  must  travel  through  the  entire  retinal 
tissue  before  reaching  the  detector  elements  of  the  eye.  Surrounded  by  organic  support  tissue 
and  covered  in  blood  vessels,  the  retina  spans  200  degrees  of  the  rear  wall  of  the  human  eyeball 
[Levine,  1985:72].  The  structure  of  this  sheet  varies  across  its  surface  and  thus  provides  regions  of 
differing  acuity.  Surrounding  the  visual  axis  is  an  area  of  great  acuity  called  the  fovea  centralis.  This 
region  covers  an  arc  of  approximately  two  degrees  centered  on  the  axis.  The  annular  region  outside 
the  fovea  centralis  is  the  parafovea  which  subtends  an  angle  of  8.6  degrees  from  the  visual  axis. 
The  remaining  area  is  commonly  called  the  periphery  or  perifovea  and  accounts  for  approximately 
97.23  percent  of  the  retina  [Levine,  1985:75].  Buried  in  the  organic  tissue  lie  five  layers  of  neurons 
responsible  for  encoding  the  eye's  imagery  (Figure  A.5).  They  are  the  photoreceptors,  and  the 
bipolar,  horizontal,  amacrine,'  and  ganglion  cells  (ganglia). 

Once  light  strikes  the  layer  of  receptors  the  photons  are  changed  from  optical  energy  into  elec¬ 
trical  signals.  The  photoreceptors  pass  these  signals  to  the  bipolar  cells  and  then  to  the  ganglion 
cells  where  the  signals  are  transformed  into  action  potentials.  The  photoreceptor/bipolar /ganglion 
connection  make-up  the  direct  visual  pathway  [Masland,  1986:104].  Two  other  cell  networks  influ¬ 
ence  the  signal  as  it  moves  along  the  visual  pathway.  The  first  is  the  horizontal  network  which  lies 
below  the  photoreceptors  and  above  the  bipolar  cells.  The  second,  the  amacrine  cell  network  lies 
between  the  bipolar  and  ganglion  cells.  These  two  networks  are  termed  the  lateral  visual  pathways. 
After  leaving  the  retina,  the  signal  travels  to  the  Lateral  Geniculate  Nucleus  (LGN)  where  it  is 
further  processed  and  sent  to  the  visual  cortex  of  the  brain.  Except  for  the  ganglion  cells,  retinal 
neurons  are  characterized  by  having  only  a  soma  and  highly  specialized  dendritic  trees.  These  cells 
have  no  axon  because  they  need  only  transmit  information  short  distances.  The  following  sections 
describe  each  cell  type  in  more  detail. 

'The  proper  pronunciation  of  amacrine  is  a'ma-krm. 


A-6 


A. 2. 2. 2  Photoreceptors.  Of  all  the  specialized  neurons  in  the  human  body,  only  the 
photoreceptors  are  capable  of  transducing  electromagnetic  energy  (photons)  into  electric  poten¬ 
tials.  The  two  types  of  photoreceptors  are  named  after  their  physical  shapes  (Figure  A. 6).  Rod 


Figure  A.6.  The  Human  Rod  (left)  and  Cones  (right)  (Taken  from  Levine  from  L.  Missotten,  "The 
Ultrastructure  of  the  Human  Retina,”  Editions  Arscia  Uitgaven,  N.V.,  Brussels,  1965 
page  77] 

shaped  receptors  are  covered  with  a  photopigment  called  rhodopsin.  Rhodopsin  responds  to  a 
relatively  wide  band  of  the  visible  electromagnetic  spectrum  (400  nanometers  to  700  nanometers) 
[Levine,  1985:76].  Cone  shaped  receptors  can  be  covered  by  one  of  three  photopigments  each  cover¬ 
ing  a  different,  narrow  band  of  the  visual  spectrum.  Similar  to  the  television  camera,  cone  receptors 
provide  color  information  centered  in  the  three  spectral  bands  [Levine.  1985:78].  Together,  rods 
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and  cones  provide  a  visual  sensitivity  over  ten  logarithmic  decades  [Werblin,  1973:78]  of  photon 
intensity.  The  low  end  corresponds  to  dim  situations  encountered  under  star  light  and  the  high  end 
under  very  bright  conditions  such  as  at  high  noon. 

In  low  light  conditions,  the  eye  provides  gray  scale^  information  about  the  intensity  of  local 
imagery.  This  is  accomplished  by  the  rod  cells  which  can  integrate  over  the  entire  visual  spectrum 
of  photon  energy.  Not  surprisingly,  there  comes  a  point  where  the  total  irradiance  on  the  retina 
saturates  the  rod  cells.  Fortunately,  by  the  time  the  total  energy  is  capable  of  saturating  the  rod 
cells,  cone  receptors  begin  to  respond  to  their  varying  spectral  bands  [Werblin,  1973:77].  They 
too  integrate  over  their  bandwidths  but  since  the  bands  are  relatively  small,  they  do  not  saturate. 
Frank  S.  Werblin  quantified  the  response  of  the  two  photoreceptors  in  1973.  Using  a  central  spot  of 
varying  intensity  surrounded  by  a  background  of  constant  intensity,  Werblin  plotted  the  response 
of  rod  and  cone  cells.  In  Figure  A. 7  Werblin  illustrated  that  rod  receptors  (dashed  lines)  begin  to 
respond  at  lower  light  intensities  but  saturate  quickly  (within  three  logarithmic  decades).  Cones 
are  shown  to  respond  at  higher  intensities  but  do  not  seem  to  saturate  over  the  subsequent  five 
decades  following  rod  saturation.  The  combination  of  rod  and  cone  response  ranges  allows  the  eye 
to  maintain  a  constant  sensitivity  range  about  the  level  of  background  intensity. 

As  was  pointed  out  earlier,  the  eye  maintains  different  regions  of  acuity  across  its  surface. 
This  is  accomplished  by  varying  the  density  of  rod  and  cone  cells  in  each  region.  The  fovea  centralis 
is  defined  by  the  region  where  cones  outnumber  rods.  In  fact,  in  a  0.1  millimeter  radius  about  the 
visual  axis,  the  density  of  cones  reaches  160,000  cells  per  square  millimeter  (cpm)  and  there  are 
no  rod  cells  [Levine,  1985:75].  In  a  0.2  millimeter  radial  annulus,  cone  density  decreases  and  rods 
increase  until  they  equal  cones  at  about  50,000  cpm  each  [Levine,  1985:75].  The  density  of  rods 
continue  to  increase  throughout  the  parafovea  peaking  out  at  160,000  cpm  while  cone  densities 
drop  to  10,000  cpm.  On  the  periphery,  cone  density  remains  constant  and  rod  density  falls  off  at 

^The  term  gray  scale  is  used  to  describe  a  series  of  monochromatic  levels  varying  from  white  to  black.  .An 
intermediate  stage  would  be  a  GRAY  level. 
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Figure  A. 7.  Response  of  Rods  (dashed)  anu  Cones  (solid)  [Werblin,  1973:77] 

a  constant  rate.  The  overall  effect  of  receptor  distribution  is  to  provide  more  data  on  objects  in 
the  center  of  the  field-of-view  than  those  on  the  periphery.  This  data  includes  color  and  contrast 
information. 

Directly  below  the  receptor  cells  are  the  networks  of  bipolar  and  horizontal  cells.  The  lateral, 
horizontal  cells  spread  across  many  receptive  cells  while  the  bipolar  neurons  penetrate  from  the 
outer  synaptic  layer  (location  of  horizontal  cells)  to  the  inner  synaptic  layer  (location  of  amacrine 
cells). 


A. 2. 2. 3  Horizontal  Cells.  Werblin  found  that  the  response  of  the  eye  depends  on 
spacial  and  temporal  integration  of  a  region  called  the  receptive  held.  Levine  defines  the  receptive 
field  as  “o  pattern  of  receptor  cells  in  the  retina  which  results  in  a  specific  firing  behavior  for  a 
particular  single  cell  anywhere  in  the  visual  pathway”  (Levine,  1985:33).  The  receptive  field  is  not  a 
fixed  anatomical  structure  and  depends  on  several  factors  such  as  the  objects  in  an  image,  the  total 
intensity  of  the  image,  the  retina’s  adaptation  to  the  image,  and  the  distance  from  the  visual  axis. 
The  horizontal  cells  and  the  amacrine  cells  are  thought  to  have  a  prime  role  in  determining  the 
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receptive  field.  Each  receptive  field  has  an  inner  excitatory  region  and  an  outer  inhibitory  region 
[Levine,  1985:103].  The  regions  are  circular  or  slightly  elliptical  in  form.  Werblin  termed  the  two 
opposing  fields  the  center  (excitatory)  and  surround  (inhibitory)  regions.  Later  we  will  see  that 
there  are  two  types  of  receptive  fields  -  on-center,  ofF-surround  and  off-center,  on-surround. 

There  are  two  kinds  of  horizontal  cells,  large  and  small.  It  is  thought  that  the  horizontal 
cells  provide  an  average  spacial  intensity  which  ' ,  used  by  the  bipolar  cell.  The  location  where 
photoreceptor,  horizontal,  and  bipolar  cells  meet  is  called  the  triad  synapse  [Mahowald,  1991:76]. 
The  word  triad  implies  that  three  cell  types  converge.  However,  more  than  one  of  each  cell  may 
contribute  at  the  triad  synapse.  For  example,  the  small  as  well  as  the  large  horizontal  cell  may 
both  contribute  to  the  function  of  the  synapse.  It  may  just  be  coincidence  that  there  are  two  sizes 
of  horizontal  cells  and  there  are  two  regions  of  the  receptive  field.  Furthermore,  it  stands  to  reason 
that  the  smaller  cell  provides  excitatory  stimulus  and  the  larger  cell  provide  inhibitory  stimulus  to 
the  bipolar  cell. 

One  effect  attributed  to  the  receptive  field  is  the  occurrence  of  Mach  bands.  A  mach  band  is 
the  phenomena  of  perceiving  a  light  band  just  inside  the  edge  of  a  black  bar  which  is  adjacent  to  a 
white  bar  of  low  contrast.  The  opposite  effect  (a  dark  baud)  adso  occurs  just  inside  the  edge  of  the 
white  bar.  Figure  A. 8  illustrates  this  effect  graphically.  The  gray  scale  image  (a)  has  an  intensity 
profile  (b).  However,  if  you  stare  at  the  image,  you  will  perceive  the  profile  to  be  (c).  This  effect 
is  also  known  as  edge  enhancement.  As  will  be  discussed  in  more  detml  later,  the  receptive  field 
is  the  summation  of  the  intensity  values  of  each  receptor  in  the  center  and  surround  regions.  The 
weights  are  a  function  of  distance  from  the  field  center  and  have  a  gaussian  profile.  The  center 
profile  is  a  narrow  positive  curve  and  the  surround  is  a  wide  negative  curve.  If  the  intensity  is 
constant  across  the  field,  the  summation  of  the  two  is  a  nominal  V2ilue.  Any  discontinuity  in  the 
field  causes  an  imbalance  of  the  two  regional  values  and  the  summation  will  deviate  from  the  norm 
producing  Mach  bands.  The  cell  summing  the  center-surround  regions  is  the  bipolar  cell. 


All 


Figure  A. 8.  Macli  Band  Pln-nonioua  [Laviin-.  198-3:222] 

A. 2. 2.^  Dipolar  Crlls.  The  bipolar  <  «‘ll  by  all  an  omits  is  a  pathway  for  the  l  oiuliiiicd 
outputs  of  the  horizontal  <(‘11  and  photor<‘c«'i)tor.  Then'  arc  four  tyix's  of  bipolar  <'(‘lls.  They 
an*  the  rod  bipolar,  the  invaginating  midget  bipolar.  Hat  midget  bipolar  cell,  and  the  Hat  bijiolar 
[Levine.  1083:81].  The  rod  bipolar  cell  connects  only  to  rod  recejitors  while  the  other  three  type-s 
connect  to  cone  rt’ceptors.  In  the  fov(‘a  centralis,  each  cone  projects  to  a  single  liipolar  neuron 
[Levine.  1983:81].  Outside  this  region,  the  number  of  iihotoreceiitors  iirojecting  to  a  single  bipo¬ 
lar  increases.  At  20  degrees  from  the  visual  axis,  hundreds  of  cones  connect  with  one  biiiolar 
[Li'vine.  1983:81]. 

In  contrast  to  the  notion  that  the  two  tyjies  of  horizontal  cells  jjrovide  the  center  (spot) 
and  surround  regions  of  the  rece])tive  Held,  the  multiple  connections  of  the  bipolar  cell  might 
alternately  jtrovide  this  tyjje  of  Held.  In  the  center  of  the  fovea,  the  sjtot  may  only  be  a  single 
])hotorec('])tor  wide  with  the  horizontal  cells  providing  the  surround  inhibition  region.  .As  we  mo\<‘ 
outside  the  fovea  (('iitralis.  the  recei)tive  Held  grows  linearly  with  distance  from  the  visual  axis 
[Grzywasc.  1990:43].  With  increased  size,  the  contribution  of  a  given  photoreceptor  to  the  center- 
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surround  regions  depend  on  the  relative  distance  from  the  central  point  of  the  field.  As  we  will  see 
later,  the  center  and  surround  region's  contribution  can  be  modeled  using  two  gaussian  curves  with 
different  spreads  (Figure  A.  10). 

Werblin  characterized  the  response  of  the  bipolar  cell  in  the  same  way  he  did  the  photore¬ 
ceptors.  Figure  .4.9  illustrates  how  the  bipolar  cells  retain  a  steep  response  curve  that  shifts  from 
the  lowest  response  level  of  the  rod  receptor  to  the  highest  level  of  the  cone  receptor.  .4t  this  point. 


Figure  .4.9.  Response  of  Bipolar  Cells  [Werblin.  1973:77] 

the  retina  has  discounted  the  illuminance  in  the  eye's  field-of-view.  In  other  words,  the  imagery 
received  by  the  photoreceptors  is  normalized  to  a  narrow  band  of  intensity  levels  and  the  ambient 
lighting  conditions  of  the  scene  are  adjusted  to  a  standard  .scale.  .4dditionally.  the  steepness  of 
the  bipolar  response  curve  is  characteristic  of  high  contrast  photographic  film  [Weri.ilin.  1973.  76). 
Werblin  concluded  that  the  contrast  of  the  scene  was  enhanced  due  to  the  narrow  bipolar  response 
curve. 

Having  pas.sed  through  the  top  three  lajers  of  the  retina,  the  eye  has  adjusted  the  visual 
image  for  ambient  lighting  conditions  and  enhanced  both  the  contrast  and  edges  in  the  scene.  In 
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the  next  two  layers,  the  image  is  further  processed  to  detect  motion  before  transmission  to  the 
LGX  along  the  optic  nerve. 

A. 2. 2. 5  Amacrine  Cells.  As  mentioned  earlier,  the  amacrine  cells  provide  a  second 
lateral  pathway  for  signal  propagation  as  they  regulate  the  behavior  of  the  ganglia.  When  light 
strikes  the  retina,  the  amacrine  cell  responds  immediately  but  with  continued  light,  the  response 
dies  out.  This  type  of  response  is  thought  to  sharpen  the  transient  responses  of  the  ganglia.  The 
amacrine  cell  is  thought  to  have  as  many  as  30  morphologically  different  forms  [Masland.  1986:106]. 
The  four  amacrine  neurons  discu.ssed  in  this  review  are  the  cholinergic,  the  .All.  the  dopaminergic, 
and  the  indoleamine-accumulating  amacrine  cells.  The.se  cells  are  named  after  the  neurotransmitters 
they  use. 


The  cholinergic  cell  is  most  abundant  in  the  periphery  of  the  retina.  Here, 
each  bipolar  cell  is  covered  by  as  many  as  140  cholinergic  cells  [Masland.  1986:108].  It  is  believed 
that  unlike  other  cell  types,  the  cholinergic  dendritic  tree  are  electrically  isolated  from  one  an¬ 
other.  This  gives  them  the  ability  to  respond  to  spots  smaller  than  the  dendritic  spread  of  the  cell 
[Masland.  1C  •':108].  Conversely  the  .A.II  cell  has  a  much  .smaller  spread  of  dendrites  than  does  the 
cholinergic  cell. 


The  All  cells  cover  the  entire  retina  but  overlap  very  little.  They  respond  as 
do  other  amacrine  cells  but  are  thought  to  provide  a  spacial  summation  of  bipolar  rod  cells  which 
is  useful  in  dim  light  situations.  In  fact,  the  only  direct  path  for  rod  receptors  is  through  the 
All  cells  [Masland.  1986:109].  In  low  light,  the  .411  cells  form  a  direct  pathway  for  rod  cells  by 
summing  the  intensity  of  the  rod  bipolar  cells  and  causing  a  ganglion  cell  which  otherwise  would 
not  fire.  Both  the  cholinergic  and  .411  cells  have  densely  packed  dendritic  tree  structures,  a  quality 
the  dopaminergic  cell  does  not  have. 
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In  the  dopaminergic  cell  the  dendritic  tree  is  a  spott}’  mosaic  of  branches  with 
a  wide  lateral  spread.  This  cell  does  not  have  sv’nap.ses  with  ganglion  cells  [Masland.  1986:110]: 
rather,  it  connects  to  other  amacrine  cells.  Little  else  is  known  about  the  dopaminergic  cells.  It  is 
thought  that  this  cell  is  involved  in  some  other  function  than  spacial  resolution.  The  last  cell  type 
I  will  mention  is  the  indoleamine-accumulating  cell  of  which  there  are  five  distinct  types. 

The  indoleamine-accumulating  amacrine  cell  forms  a  dense  ple.Kus  or  network 
in  the  innermost  margin  of  the  inner  sv'uaptic  la3'er  and  connects  with  most  of  the  rod  bipolar  cells. 
.•\s  a  whole,  this  familj’  is  thought  to  form  five  different  i)athwa}'s  lyv  which  other  retinal  cells  can 
interact.  Since  thej’  are  associated  with  rod  photoreceptors,  these  pathways  may  provide  a  varietv' 
of  subfunctions  that  are  required  under  low  light  conditions  [Masland.  1985:110).  Only  the  amacrine 
cells  synthesize  and  secrete  the  excitatory  neurotransmitter acetylcholine  (.A.Ch)  [Poggio.  1987:51],  a 
chemical  that  has  been  shown  to  provide  directional  information  in  the  retina  of  turtles.  Directional 
■selectivity  is  a  function  of  the  final  cell  type,  the  ganglion  cell  [Poggio.  1987:51]. 

A. 2. 2. 6  Ganglion  Cells.  Having  pas.sed  through  a  variety  of  neural  cells,  image  infor¬ 
mation  detected  on  the  photoreceptors  is  transformed  from  graded  potentials  to  action  potentials 
and  sent  along  the  optic  nerve  to  the  brain.  The  final  layer  in  the  visual  pathwaj'  is  the  ganglion  cell. 
It  is  the  only  cell  capable  of  producing  an  action  potential.  The  output  fibers  of  the  ganglia  form 
the  optic  nerve.  To  perform  this  function,  the  ganglion  cells  manifest  themselves  into  three  types 
-  on-center,  off-surround  units,  off-center,  on-surround  units,  and  on-off  units  [Levine,  1985:102]. 
.As  indicated  by  their  names,  each  type  responds  differently  to  the  detected  stimuli.  The  On-unit 
responds  with  action  potentials  to  the  introduction  of  light  stimuli  and  makes  up  20  percent  of 
the  ganglia.  The  action  potential  dampens  exponentially  with  time  to  the  stimuli  and  eventually 
adapts  to  the  signal.  Off-units  respond  similarly  to  the  removal  of  a  light  source  and  make  up  30 
percent  of  the  ganglia.  The  on-off  ganglia  comprise  the  last  50  percent  and  respond  to  a  change  in 
light.  Ganglion  cells  also  respond  to  spacial  distribution  of  light  intensity. 
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R.  W.  Rodieck  derived  an  analytical  model  for  the  receptive  field  cell  mapping.  He  assumed 
the  ganglion  cell  had  a  temporal  and  spacial  response  that  were  separable.  He  postulated  a  function, 
f(i.y.t).  which  was  the  product  of  the  spacial  and  temporal  functions.  W(x,y)  and  h(t).  respectively. 
The  form  of  W(x.y)  is  a  three  dimensional  figure  that  resembles  a  mexican  sombrero  comprised 
of  two  gaussian  functions  of  differing  variance.  The  spacial  function  modeled  the  excitatory  and 
inhibitory  aspects  of  the  receptive  field  well.  Botli  the  spacial  and  temporal  functions  are  shown  in 
Figure  A. 10. 


Figure  .\.10.  The  Functions  h(t)  and  W(x.y)  [Taken  from  Levine,  from  R.W.  Rodieck.  “Quan¬ 
titative  Analysts  of  Cat  Retina  Ganglion  Cell  Response  to  Visual  Stimuli. Vision 
Re.search.  vol.  5.  no.  11/12.  1965.  pp.  583-601.  page  107] 

In  1987.  Tomaso  Poggio  and  Christof  Koch  reported  in  Scientific  American  that  the  eye  uses 
ganglia  that  are  directionally  sensitive.  That  is.  they  output  only  when  an  object  is  moving  in  a 
preferred  direction.  Poggio  and  Koch  noted  that  a  veto  system  was  in  use  that  depends  on  the 
excitation  and  inhibition  signals  having  different  propagation  times  [Poggio.  1987).  If  the  image  of 
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an  object  strikes  a  pattern  of  receptors  creating  inhibitory  and  excitatory  signals  simultaneously, 
the  faster  excitatory  signals  will  propagate  to  the  ganglia  more  quickly  than  the  inhibitory  signals 
causing  a  response  in  the  optic  nerve.  If  the  image  is  moving  in  a  preferred  direction,  excitatory 
signals  will  be  created  before  inhibitory  signals  and  enhance  this  effect.  However,  in  the  opposite 
or  null  direction,  the  inhibitory  signals  are  created  first  and  are  able  to  reach  the  ganglia  before 
or  simultaneously  with  the  excitatory  signals  and  are  able  to  cancel  their  effect.  Thus  the  ganglia 
does  not  respond  in  the  null  direction.  The  key  to  directional  selectivity  is  to  keep  the  inhibitory 
signal  from  depolarizing  the  ganglion  when  no  excitatory  signal  is  present.  That  is,  the  inhibitive 
signal  causes  e.xcitatory  signals  to  be  shunted  to  the  extracellular  fluid  but  does  not  cause  a  change 
in  the  postsynaptic  neuron.  Therefore,  the  synapse  must  use  Shunting  or  Silent  inhibition. 

A. 2. 3  Summation.  The  retina  is  composed  of  millions  of  specialized  neurons.  In  general, 
each  neuron  responds  to  the  inputs  from  a  host  of  neighboring  nerve  cells  by  way  of  action  potentials. 
Once  the  action  potential  reaches  the  synapse,  it  causes  vesicles  to  inject  neurotransmitters  into 
the  .synaptic  cleft.  The  transmitters  bind  with  ion  pumps  imbedded  in  the  postsynaptic  membrane 
and  cause  the  pumps  to  flow  ions  into  or  out-of  the  target  cell.  This  change  in  potential  is  sensed 
by  the  neuron's  soma  and  the  cycle  continues. 

In  the  retina,  five  classes  of  neurons  are  arranged  in  a  dense  plexus  of  interconnections  to 
process  visual  information.  The  photoreceptors,  horizontal  cells,  and  bipolar  cells  form  the  outer 
layers.  The  outer  layers  transform  light  imagery  and  normalize  it  to  a  standard  range  for  use  in  the 
inner  layers  (amacrine  and  ganglion  cells).  The  scene  has  passed  through  the  first  receptive  field 
and  now  has  enhanced  edges  and  contrast  in  a  narrow  band  of  intensity  values.  The  inner  layers 
use  receptive  fields  formed  by  a  variety  of  amacrine  cell  types  to  enhance  the  transient  response  of 
ganglia.  Three  types  of  ganglia  have  been  identified:  On-center,  Off-center,  and  ON-OFF  units. 
The  ganglion  cells  respond  to  motion  in  a  directionally  selective  way.  Each  cell  has  a  null  and 
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preferred  direction  that  is  the  result  of  a  specialized  inhibitory  mechanism  called  Shunt  inhibition. 
The  next  section  reviews  some  mathematical  models  used  to  simulate  the  retina. 

A. 3  Emulating  the  Retina 

A. 3.1  A  Scale  Invariant  Strategy  for  the  Retina.  In  the  scale  invariant  sampling  strategy,  a 
lattice  of  nodes  is  superimposed  over  the  retinal  surface.  Each  node  represents  a  sample  location 
for  incident  radiant  energy  (light)  or  sampling  node.  The  nodes  are  not  constantly  spaced  but  vary 
linearly  with  eccentricity  from  the  fovea  (Grzywasc,  1990:45].  Figure  A. 11  illustrates  the  sampling 


lattice.  Just  what  is  a  scale  invariant  strategy  and  how  the  sampling  lattice  is  used  to  support  it 
first  requires  the  definition  of  two  terms:  the  sampling  interval  and  sampling  area.  The  sampling 
interval  is  the  distance  between  two  adjacent  nodes.  This  interval  increases  linearly  with  distance 
from  the  visual  axis.  As  each  node  integrates  information  provided  by  neighboring  nodes,  the  area 
over  which  the  node  integrates  is  the  sampling  area.  Contribution  from  each  node  in  the  sampling 
area  is  weighted  according  to  its  distance  from  the  integrating  node.  The  weight  profile  is  assumed 
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to  be  gaussian  (Grzywasc,  1990:45].  Both  the  sampling  area  and  interval  are  scaled  proportionately 
to  create  similar  overlaps  between  adjacent  nodes  across  the  entire  lattice.  This  strategy  leads  to 
the  property  of  scale  invariance.  Scale  invariance  provides  equal  data  about  objects  regardless  of 
the  size  of  such  objects.  As  an  example,  both  the  large  and  small  hands  in  Figure  A.  11  are  sampled 
by  an  equal  number  of  nodes. 

Mathematically  speaking,  a  completely  scale  invariant  system  would  require  the  sampling 
interval  to  decrease  to  zero  at  its  center.  However,  real  photoreceptors  have  finite  size  and  can 
only  reach  a  minimum  value.  The  minimum  interval  in  the  retina  is  an  estimated  0.01  degrees 
[Grzywasc,  1990:47).  An  equation  describing  the  expansion  of  sampling  intervals  (D)  based  on  the 
eye  is  given  in  equation  A. 3.1  [Grzywasc,  1990:47). 

D  =  6  +  aE  (A.l) 

Here  6  is  the  minimum  interval  (0.01  degrees),  a  is  the  rate  of  interval  increase  with  eccentricity 
E.  The  rate  is  estimated  at  0.01  degrees  per  degree  eccentricity.  What  this  all  means  is  that  the 
spacing  from  the  fovea  centralis  (0  degrees)  to  the  far  periphery  (60  degrees)  changes  50-fold  and 
the  area  increases  200-fold  [Grzywasc,  1990:47). 

Ultimately,  the  entire  visual  field  can  be  sampled  using  only  300,000  sampling  nodes.  This 
represents  the  most  significant  reduction  in  data  for  the  retina  as  it  discards  99  percent  of  the 
visual  information  received  by  the  photoreceptors.  In  contrast  to  this  strategy,  one  that  samples 
the  entire  visual  field  uniformly  at  0.01  degrees  would  require  hundreds  of  times  as  many  samples 
[Grzywasc,  1990:47). 

The  nodes  provide  information  about  a  small  region  of  the  visual  field.  Theoretically  each 
node  could  be  mediated  by  a  single  optic  fiber  however,  additional  information  and  fault  tolerant 
can  be  provided  by  a  system  that  allocates  multiple  fibers  per  node.  The  retina  seems  to  employ 
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this  strategy  [Grzywasc,  1990:47].  Ganglia  are  known  to  operate  at  two  spacial  scales  leading  to 
the  idea  that  the  retina  uses  two  distinct  sampling  lattices. 

A. 3. 2  “The  Silicon  Retina”  {Mahowald,  1991}.  One  of  the  most  successful  attempts  to  cre¬ 
ate  a  machine  solely  to  model  early  vision  was  done  at  the  California  Institute  of  Technology 
(Caltech)  by  Carver  Mead.  Mead  and  Mahowald  produced  a  microchip  that  emulates  the  top  three 
cell  layers  of  the  retina;  the  photoreceptors,  horizontal  cells,  and  bipolar  cells. 

The  Silicon  Retina  demonstrates  that  adaptation  is  a  key  function  in  the  retina.  Adaptation 
cis  hinted  to  earlier,  is  the  ability  of  a  neuron  to  "get  used  to'  stimuli.  In  order  for  the  eye  to  respond 
to  varying  conditions  across  the  visual  field,  it  needs  to  locally  adjust  its  sensitivity  to  brightness. 
That  is  why  we  can  see  ob’>cts  in  bright  conditions  and  shadows  simultaneously.  Adaptation, 
as  modeled  by  the  Silicon  Retina,  is  accomplished  using  the  lateral  connections  of  the  horizontal 
elements. 

The  horizontal  connections  provide  a  spacial  average  of  the  photoreceptor  outputs.  This,  in 
essciice,  provides  a  smooth  intensity  surface  that  the  bipolar  cell  uses  as  a  reference  to  evciluate 
the  output  of  the  receptor  element.  Both  the  horizontal  and  receptor  elements  produce  logarithmic 
signals  which  when  subtracted  by  the  bipolar  element  yields  a  ratio  of  local  light  intensity  to 
background  intensity.  Thus,  the  interaction  has  discounted  the  illuminance^in  the  scene. 

Another  consequence  of  adaptation  is  that  large,  uniform  regions  closely  match  the  smoothed 
intensity  surface.  The  bipolar  element  interprets  this  as  a  difference  of  zero  or  an  intensity  ratio 
of  one.  However,  edges  which  represent  a  large  contrast  are  interpreted  as  large  differences  by  the 
bipolar  element  and  they  stand  out  as  ratios  greater  than  or  less  than  one.  Now  consider  a  surface 
represented  by  the  output  of  the  bipolar  elements.  Locations  with  high  contrast  will  stand  out 

*The  illuminance  of  a  scene  is  a  measure  of  how  it  is  lighted.  The  only  important  aspect  of  the  scene  is  the 
reflectivity  of  various  objects. 
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as  deviations  from  the  smooth  surface.  In  this  manner,  important  information  about  the  scene  is 
obtained  almost  immediately. 

The  temporal  response  of  the  horizontal  elements  are  slower  to  decay  than  that  of  the  pho¬ 
toreceptors.  When  an  object  moves  across  the  spacial  field  of  the  receptors,  the  difference  between 
the  current  intensity  profile  and  the  temporally  lagging  smoothed  surface  is  intensified  until  the 
surface  can  catch-up  to  the  motion. 

The  Silicon  Retina  models  the  receptor  element  by  using  a  bipolar  transistor"*  with  a  feed¬ 
back  loop.  The  transistor  “produces  a  current  proportional  to  the  number  of  photons  it  absorbs” 
[Mahowald,  1991:79]  and  the  feedback  loop  “amplifies  the  difference  between  the  instantaneous  pho¬ 
tocurrent  and  its  long-term  average  level”  [Mahowald,  1991:79].  In  this  way,  the  receptors  mimic 
the  time  response  of  a  real  cone  cell.  The  sensitivity  of  this  element  is  100,000  photons  per  second 
(moonlit  conditions).  Due  to  the  feedback  loop,  large  changes  in  intensity  will  temporarily  saturate 
the  receptor,  just  as  if  you  looked  into  a  bright  light  from  a  shadow. 

The  horizontal  elements  are  a  network  of  resistors  and  capacitors.  The  resistors  form  a 
hexagon  with  a  central  node.  All  seven  nodes  of  the  figure  are  connected  with  identical  resistive 
values  (Figure  A. 12).  The  capacitors  of  the  network  model  the  time  dependence  of  the  horizontal 
cells.  Etich  node  of  the  network  represents  a  weighted  average  of  the  receptor  outputs  and  the  value 
of  the  resistors  determines  the  area  over  which  the  smooth  curve  integrates. 

The  bipolar  elements  are  amplifiers  that  sense  the  voltage  difference  between  the  network  and 
receptors.  One  amplifier  is  used  for  every  node  of  the  network.  Additional  circuitry  follows  the 
bipolar  element  to  allow  researchers  to  study  various  parts  of  the  circuit.  A  revision  of  the  receptor 
segment  of  this  model  was  given  in  1991  by  Misha  Mahowald.  The  result  was  a  more  reliable  model 
[Mahowald,  1991]. 

*  Bipolar  Transistors  are  in  no  way  related  to  the  Bipolar  cells. 
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Figure  A.12.  The  Hexagonal  Resistive  Network  of  the  Silicon  Retina  [Mahowald,  1991:78] 
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Test  results  from  this  model  have  paralleled  biological  data  remarkably  well  [Mead,  1988:94]. 
Correlation  with  the  results  obtained  by  Werblin  and  those  indicated  by  Stevens  have  won  accep¬ 
tance  of  this  model.  So  much  so  that  the  Air  Force  has  contracted  Amber  Engineering  to  produce 
a  number  of  chips  based  on  the  Silicon  Retina. 

A. 3. 3  Infrared  Focal  Plane  Detectors  (IFP). 

A. 3. 3.1  "The  Neuromorphxc  Infrared  Focal  Plane”  [Massie,  1992].  The  Neuromorphic 
Infrared  Focal  Plane  (NIFP)  is  a  microchip  based  on  the  Silicon  Retina  model  and  has  been  nick 
named  "Smart  Retina”  by  its  designers  at  Amber  Engineering.  focal  plane  array  is  an  array  of 
elements  like  the  receptors  described  in  the  Silicon  Retina  section  that  are  located  at  the  focus  of 
some  optical  system.  The  purpose  of  the  Smart  Retina  is  to  preprocess  infrared  data  in  hopes  of 
reducing  the  post-  processing  required  by  digital  computers.  The  NIFP  is  intended  to  be  a  missile 
seeker  device  for  use  in  the  Strategic  Defense  Initiative  (SDI)  program. 

The  NIFP  has  been  designed  so  that  the  operators  can  tune  the  focal  plane’s  spacial  response 
via  off-plane  control  of  spacial  and  temporal  filters.  The  NIFP  has  a  64  x  64  indium  antimode  focal 
plane  array.  The  actual  device  is  not  yet  available  but  the  company  has  developed  simulations 
showing  the  proposed  performance  to  closely  parrdlel  Mead’s  Silicon  Retina.  Operational  devices 
are  projected  to  be  available  by  the  end  of  this  summer  (1992). 

A.  4  Conclusion 

This  review  introduced  the  neuron,  the  human  retina,  and  neural  vision  models.  It  showed 
that  the  general  neuron’s  activity  is  dependent  on  synaptic  junctions  which  in  turn  use  a  variety 
of  neurotransmitters  to  convey  information  across  the  synaptic  cleft.  Action  potentials  are  key  to 
the  operation  of  the  neuron  and  are  instrumental  in  understanding  the  process  of  adaptation.  The 
human  retina  has  five  specialized  neurons  arranged  hierarchicedly  over  the  back  of  the  human  eye. 
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Photoreceptors  transform  light  into  electrical  signals  that  propagate  through  bipolar  and  ganglia 
in  the  direct  visual  pathway.  Lateral  interactions  are  provided  in  two  layers  of  the  retina. 

The  layer  of  horizontal  cells  furnish  lateral  connections  required  in  forming  receptive  fields. 
The  two  types  of  receptive  fields  are  characterized  by  on-center  units  and  off-center  units.  .4macrine 
cells  also  form  lateral  connections  and  contribute  to  a  secondary  receptive  field  and  motion  sen¬ 
sitivity.  Experimental  data  show  jis  many  as  30  different  types  of  amacrine  cells  covering  a  wide 
range  of  dendritic  tree  density  and  lateral  spread.  The  amacrine  cells  depend  on  lateral  inhibition 
as  well  as  silent  inhibition  to  provide  directional  selectivity  in  the  ganglion  layer. 

The  ganglia  form  the  last  layer  of  the  retina  and  produce  action  potentials  cilong  the  optic 
nerve.  In  addition  to  the  two  basic  types  of  receptive  field  units,  the  ganglia  have  a  third  type; 
on-off  units.  These  units  represent  the  motion  sensitive  portion  of  the  retina’s  output.  Dependent 
on  the  amacrine  cells,  the  ganglia  react  to  motion  in  preferred  directions  only. 

In  an  effort  to  learn  from  the  neural  systems,  researchers  develop  hypotheses  to  e.xpltun 
experimental  data.  The  resulting  models  are  tested  against  observed  data  by  the  use  of  models. 
The  sampling  lattice  model  places  sampling  nodes  over  the  retina.  The  spacing  is  linearly  dependent 
on  the  distance  from  the  visual  axis.  Each  node  has  a  .sampling  area  that  increase  200-fold  from 
center  to  periphery.  The  effect  of  this  lattice  is  to  provide  scjde  invariance  to  objects  projected  onto 
the  retina.  Scale  invariance  provides  a  reduction  of  99  percent  of  the  image  data  gathered  by  the 
photoreceptors. 

In  an  attempt  to  emulate  the  retina.  Carver  Mead  and  Misha  Mahowald  developed  a  microchip 
that  emulates  the  top  three  layers  of  the  retina.  The  chip  discounts  the  illuminance  in  the  visual 
field,  enhances  edges,  and  sharpens  the  contrast.  The  Neuromorphic  Infrared  Focal  Plane,  based 
on  the  Silicon  Retina  design,  provides  a  capacity  to  tune  the  foctil  plane’s  spacial  response  and  is 
intended  for  missile  seeking  applicatio.  s. 
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This  review  identified  trends  in  retinal  modeling.  Much  like  the  evolutionary  process  that 
created  the  retina,  researchers  must  make  their  design  steps  incremental.  The  Silicon  Retina  was 
the  first  successful  step. 


A-25 


Appendix  B.  The  Mechanism  of  Performing  a  Simulation 


This  appendix  is  designed  to  give  the  reader  an  idea  of  what  is  involved  in  performing  a 
simulation  of  our  models.  We  discuss  the  steps  taken  to  prepare  real  input  imagery  cis  well  as  how 
the  model  is  configured  to  accept  the  images.  We  give  the  source  code  for  the  incidental  software 
used  in  preparation  and  post  processing  the  images.  The  source  code  for  the  model  software  is 
given  in  the  Appendix  C. 


B.  1  Image  Preparation 


Figure  B.l  shows  the  step  taken  to  get  our  images  into  a  form  accepted  by  our  simulation 


software.  The  images  are  obtained  by  capturing  them  using  a  virtual  image  processor  and  is 


Figure  B.l.  This  diagram  shows  the  steps  taken  to  prepared  the  model  and  images  for  simulation. 
The  process  involves  several  computer  systems  and  source  files. 


explained  in  Appendix  D.  We  used  a  variety  of  computers  for  several  reasons.  The  Silicon  Graphics 
computers  were  initially  used  for  their  speed.  However,  due  to  the  low  number  of  Silicon  Graphic 
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machines  avciilable,  we  opted  to  perform  the  major  modeling  on  the  Sun  Spacstations.  This  allowed 


us  to  tuse  the  storage  capacity  on  the  Silicon  Graphics  workstations  cind  distribute  the  workload. 
The  images  were  coded  in  a  binary  format  and  had  to  be  transfered  to  ASC  II  representations. 
We  coded  a  program  called  bin2asc .  c  which  allowed  us  to  identify  which  pixels  to  save  after  the 
conversion.  The  source  code  for  this  program  is  given  below.  Once  the  files  were  created,  they  were 
transfered  using  the  unix  ftp  command  to  the  Sun  workstaions. 

B.1.1  Source  Code:  bin2asc.c 

•include  <8tdlib.h> 

•include  <8taio.n> 

//  The  following  line  ie  U8ed  to  identify  whether  the  program 
//  ie  to  run  on  the  Kelt  machinee  or  the  Silicon  Graphica  computera . 

//  Thia  definition  ia  required  because  the  two  have  different  integer 
//  sizes  as  defaults.  The  NeZt  uses  a  two  byte  integer  while  the 
//  Silicon  Graphics  uses  a  four  byte  integer.  However,  my  data  is 
//  in  binary  and  will  not  correctly  be  loaded  if  this  is  not  set 
//  Right.  If  yon  use  this  on  a  Silicon  Graphics  computer,  change 
//  "Halt"  to  "SGI". 

•define  SGI 

define  IHTSIZE  short  int 
define  IITSIZE  int 

mainfargc,  argv) 
int  urge; 
char  *argv  [] ; 

FILE  einfile,  eoutfile; 

//  When  the  data  is  read  in,  it  can  be  place  directly  into 

//  place  holders  of  the  correct  length.  Here  I  use  a  structure 

//to  parse  the  data  in  to  discardable  and  retainable  data.  Whan 
//  the  structure  is  filled  using  two  bytes,  the  high  order  bits 
//  will  fill  the  ‘sixbit’  bitfield  and  the  low  order  bits  fit 
//  into  the  ‘eightbit’  bitfield.  Finally  we  get  to  my  twobits 
//  which  isn’t  worth  keeping  so  it  too  is  discarded, 
struct  bitfield  { 

unsigned  IITSIZE  sizbits  :  6; 

unsigned  IITSIZE  eightbits  :  8; 

unsigned  IITSIZE  twobits  ;  2; 

}; 

//  Here  I  define  a  buffer  to  hold  one  row  of  the  image  in 
//  an  array  of  bitfields  1024  elements  long, 
struct  bitfield  pixel [1024]; 

//  Throw  in  a  few  counters  for  fun. 
int  i,j; 

if(argc  !■  3)  { 

printf("\n  Coomiand  error\n\n\t>bin2asc  infile  outfile\n\n") ; 
return  0; 

} 

//  First  I  open  the  binary  file  as  a  read  only  file.  If  this  goes 
//  ssMothly,  no  errors,  continue  by  opening  the  output  ascii  fii^. 
if  ((infile  -  fopen(argv[l] ,  "r"))  !-  ItTLL)  { 
outfila  “  fopen(argv[2] ,  "w"); 

//  lext  I  gather  each  row  of  2048  elements.  •/ 
for  (i«0;i<512;i>+){ 

froad(pixei,sizaof (pixel  [0] ) ,1024, infile) ; 


•ifdef 

•else 

iendif 
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//  Since  the  images  don’t  fill  the  entire  area,  I  clip 
//  the  lover  67  lines, 
if  (i>146  kk  i<276)  { 
for  (j"69; j<325: j++) 

fprintf (ontfile."Xd  ",pizel[j] .eightbits) ; 
fprintf (outfile,"\n") ; 

} 

} 

//  Time  to  close  the  files 
fclose(inf ile) ; 
fclose(ontfile) ; 

} 

else  { 

return  0; 

} 

} 


B.2  Simulation  Software  Configuration 


The  source  code  was  designed  on  a  personal  computer  and  transfered  over  the  phone  lines 
to  the  Sun  workstations.  Written  in  object  orient  C,  the  code  had  to  be  compiled  using  a  C'*"'' 
compiler.  All  the  computers  at  AFIT  have  this  capability  but  only  the  Sun  workstations  was  easily 
accessable  and  had  the  hard-drive  space  to  store  the  output.  The  def  ines  .hpp  header  hies  contains 
the  preprocessor  statements  that  conhgure  the  model  software.  This  hie  is  included  at  the  end  of 
this  section. 


The  software  can  get  to  be  rather  large.  When  we  ran  it  on  an  80386  machine,  it  was 
conhgured  for  a  64  by  64  pixel  FOV.  The  executable  hie  was  some  177  kilobytes  large  and  required 
400  kilobytes  of  RAM  with  the  dynamic  linked  list  of  past  synapse  values  gobbling  the  remaining 
140  kilobytes  of  RAM.  We  used  DOS  overlays  which  are  available  only  in  Borland  C-(— b.  Without 
them,  we  may  never  have  gotten  a  FOV  of  more  than  45  by  45.  The  time  to  run  our  simulation  was 
on  the  order  of  ten  hours  for  a  64  frame  input.  When  we  ported  the  software  to  a  Sun  workstation, 
the  64  by  64  model  took  more  hard  drive  space  but  since  the  Suns  use  a  virtual  memory  system, 
the  amount  of  RAM  required  was  not  important.  One  the  Suns,  we  were  able  to  run  a  256  by  128 
model  in  less  than  two  hours  (256  frames)  but  the  model  hies  size  was  well  over  3  megabytes.  The 
model  output  hies  were  nearly  300  kilobytes  and  so  disk  space  was  always  a  problem. 


B.2.1  Configuration  Header  File:  def  ines.  hpp 


//  Both  ROUS  and  COLS  must  be  nmltiplea  of  2. 

•define  ROUS  128  //  This  mst  be  2*FrSIZE-M  (at  least) 

•define  FrSIZE  2  //  Field  (inhibitory)  rov  size 

•define  ErSIZE  1  //  Excitatory  ro*  size 

•define  COLS  2S6  //  This  mst  be  ZeFcSIZE-^l  (at  least) 

•define  FcSIZE  4  //  Field  (inhibitory)  colom  size 

•define  EcSIZE  2  //  Excitatory  colnnn  size 

//  ddefine  LIIEAR  0  //  This  is  a  switch  to  allow  the  first  two  lines  of  the 

//  Rnn  conmand  file  to  be  used  as  output  files 
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•define  ASYHC  0 

•define  DELAY  TIME  0.05  //  This  in  the  delay  in  term*  of  the  Hyqnist  Rate 

MSis:  itt!i»a'  sr”' 

•define  SYI.BETA  5.0 

iaWcAY 

•define  SOMA.OPPER.BOUID  45.0 
•define  SOMA.LOWER.BOUID  45.0 
•define  PI  3.14159265 

//  •define  ECHO 

//  •define  Ogmen  0  //  remove  the  comment  indicators  for  the  OAG  model 

II  ddefine  GIUPLOT  0 

enuffl  FLAG  {YES,  HO}; 

B.3  Simulation  Control 

Early  in  the  development  of  our  software  we  decided  to  build  an  interpreter  into  our  main( J 
routine.  The  interpreter  allows  us  to  use  a  single  executable  program  to  respond  to  a  variety  of 
model  inputs.  We  designed  the  software  to  accept  a  command  line  argument  indicating  the  name 
of  the  command  file.  The  command  file  controls  the  operations  of  the  model  by  providing  input 
image  information  as  well  as  output  filenames.  As  an  example,  suppose  we  built  a  command  file 
called  aim. run  (the  contents  of  which  will  be  described  later).  To  run  the  model  compiled  and 
linked  to  an  executable  file  named  async .  exe  we  need  only  type; 

>ssyuc  Sim. run 

The  format  of  the  sin. run  file  depends  on  the  needs  of  the  simulation.  In  command  files  for 
one-dimensional  models,  the  first  two  lines  identify  image  filenames  into  which  a  time  history  of  the 
model  output  is  placed  after  every  timestep  as  specified  by  the  user  (we  will  see  how  this  is  done 
later).  Images  of  the  synapse  array  and  input  values  are  stored  in  the  first  file  while  the  second  file 
is  used  to  store  images  of  the  soma  outputs.  Command  files  used  for  two-dimensional  models  do 
not  use  these  lines.  Models  that  are  defined  in  two  dimensions  use  a  different  method  of  output 
storage  as  described  below.  The  third  line  of  the  command  file  must  be  an  initialize  line. 

Following  the  initialize  line,  the  user  controls  the  model  by  identifying  input  and  output 
filenames  with  either  of  two  command-file  line  formats.  There  is  no  limit  to  the  number  of  lines 
following  the  initialize  line.  The  simulation  will  halt  after  the  last  line  in  the  file  or  when  an  ill- 
formatted  line  is  encountered.  The  initialize  line  and  command  lines  are  discussed  below  followed 
by  an  example  command  file. 

•  Initialize  lines  are  prefaced  by  -1  or  -I.  Following  the  line  preface  is  a  filename  which 
contains  ASCII  values  representing  the  input  to  each  node  of  the  model.  The  inputs  are 
applied  in  a  row  by  column  fashion  starting  with  row  0,  column  0.  The  input  values  must 
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be  separated  by  spaces  or  carriage  returns.  The  initialize  command  tells  the  model  to  apply 
the  inputs  and  force  the  synapse  and  soma  objects  to  steady-state.  The  first  history  cell  is 
created  at  this  time  in  the  asynchronous  models.  An  example  of  the  initialize  line  might  look 
like:  -i  data/nrn.O.dat 

•  Advance  lines  instruct  the  model  to  use  some  input  pattern  and  propagate  the  model  over  an 
interval  of  time.  The  operation  can  be  repeated  without  a  change  in  input  pattern.  This  line 
begins  with  either  -a  or  -A  and  is  followed  by  a  timestep  (real),  the  number  of  iterations 
(integer),  and  an  input  filename.  The  input  file  is  identicsd  to  the  input  file  discussed  in 
the  initialize  line.  After  each  advance  of  timestep,  the  program  writes  images  to  the  storage 
files  given  in  lines  one  and  two  of  this  file.  A  subtlety  exists  in  this  command  line.  If  one 
were  to  propagate  the  model  over  a  period  of  one  minute,  one  could  choose  a  timestep  of 
one  minute  and  an  iteration  of  one.  In  this  case,  the  image  files  will  contain  a  single  model 
image  created  one  minute  into  the  simulation.  If  one  chose  to  use  a  timestep  of  one  second 
and  an  iteration  of  60,  then  the  image  files  would  have  60  images,  created  every  second  of 
the  simulation.  An  example  of  the  advance  line  might  look  like:  -a  .05  10  data/nrn.l .  dat 

e  Snapshot  lines  are  used  when  the  model  is  defined  in  two  spacial  dimensions.  This  line 
begins  with  either  -s  or  -S  and  is  followed  by  a  soma  image  filename  and  a  synapse  image 
filename.  Since  the  image  files  used  to  record  time  histories  of  the  model  can  only  handle 
three  dimensions  (node  column,  time,  and  node  value),  a  two-dimensional  model  requires 
some  other  method  of  storing  the  response  of  the  simulation.  Thus,  we  use  the  snapshot 
line  to  tell  the  model  when  to  store  an  image  of  the  soma  and  synapse  arrays  as  well  as 
where  to  store  them.  The  four  items  saved  in  this  manner  are  the  node’s  row  and  column 
location,  its  value,  and  the  time  of  the  storage.  Snapshot  files  are  formatted  identically  to 
the  input  file  formats  already  described.  An  example  of  the  snapshot  line  might  look  like:  -s 
data/nrn.l . inp  data/nm.l  .dat 


Examples  of  the  command  files  follow.  The  first  example  is  for  a  one-dimensional  model. 


a ; /nrn . lap 
a : /nrn . dat 
-i  data/nn.O .  dat 
-a  .05  10  data/nm.l  .dat 
-a  .05  10  data/nm.2.dat 
-a  .05  10  data/nm.S .  dat 
-a  .05  10  data/am.4.dat 
-a  .05  10  data/am.5.dat 
-a  .05  10  data/nm.O.dat 
-a  .05  10  data/nm.7.dat 
-a  .05  10  data/nm.8.dat 
-a  .05  10  data/nm.9.dat 
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This  file  tells  the  simulation  program  to  save  images  in  the  files  nrn.  inp  and  nrn.dat  on  the 
a:  drive.  The  first  input  is  saved  in  the  file  data/nrn.O.dat.  Thereafter,  the  model  is  advanced 
every  0.05  time  units.  Each  line  has  an  iteration  count  of  10  and  uses  an  input  file  of  the  form 
data/ nrn.#. dat.  These  files  represent  an  input  pattern  that  is  shifted  one  node  location  in  each 
consecutive  file.  Therefore,  by  changing  the  input  filename,  this  command  file  presents  the  illusion 
of  motion.  Input  patterns  are  changed  every  0.5  time  units.  The  speed  of  the  image  can  then  be 
measured  as  2.0  nodes  per  time  unit  (N/TU).  If  interval  was  set  to  5,  the  image  would  seem  to 
move  faster  -  once  every  0.25  time  units  or  4.0  N/TU.  Speed  is  simply  the  reciprocal  of  timestep 
times  iterations.  Remember  that  the  model  is  sampled  every  timestep,  so  this  command  file 
samples  the  model  once  every  0.05  time  units.  The  sample  rate  is  20  samples  per  time  unit  (S/TU). 
These  measures  of  image  motion  will  be  used  to  describe  the  model  performance  in  the  sections  to 
follow. 


A  second  example  of  the  command  file  format  is  given  below.  This  file  is  used  for  a  two- 

dimensional  model. 

-i  data/nrn.O.dat 
-s  data/nm.O . inp  data/nrn.O.dat 
-a  .05  10  data/nm.l .dat 
-8  data/nm.l .  inp  data/nm.l  .dat 
-a  .05  10  data/nm.2.dat 
-8  data/nm.2 .  inp  data/nm.2 .  dat 
-a  .05  10  data/nm.3 .  dat 
-8  data/nm.3 . inp  data/nm.3 . dat 
-a  .05  10  data/am.4 .  dat 
■8  data/nm.4 . inp  data/ nm.4. dat 
-a  .05  10  data/nm.5.dat 
-8  data/nm.5 . inp  data/nm.5.dat 
-a  .05  10  data/nrn.O.dat 
-8  data/nm.O. inp  data/nrn.O.dat 
-a  .05  10  data/nm.7.dat 
-8  data/nm.7 . inp  data/ nm.7. dat 
-a  .05  10  data/nrn.O.dat 
-8  data/nm.O . inp  data/nrn.O.dat 
-a  .05  10  data/nrn.O.dat 
-8  data/nm.O . inp  data/nrn.O.dat 


In  this  example,  the  command  file  propagates  the  model  then  takes  a  snapshot  of  the  output 
and  synaptic  nodes.  This  is  repeated  until  the  simulation  finishes. 


B.4  Model  Output  and  Post  Processing 

Figure  B.2  shows  how  the  output  from  our  models  branched  off  into  various  post  processing 
image  sequences.  The  adaptive  model  and  O&G  model  both  produced  image  sequences.  Each 
set  was  processed  using  either  a  gaussian-  windowed  moving  average  or  a  level-windowed  moving 
average.  The  result  was  a  huge  number  of  files.  All  these  file  were  in  ASC  II  form  and  had  to  be 
transfered  into  TIFF  or  EPS  format  to  display  the  results.  The  software  used  to  post  process  the 
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Figure  B.2. 


This  diagram  shows  the  steps  taken  to  prepared  the  model  and  images  for  simulation. 
The  process  involves  several  computer  systems  and  source  files. 
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files  is  included  at  the  end  of  this  section.  We  used  the  NeXT  workstation  to  display  our  results. 
The  Next  provided  facilities  to  convert  the  ASC  II  files  as  well  as  to  import  them  into  diagrams 
(such  as  the  figures  in  this  appendix). 

The  conversion  program  used  to  turn  the  ASC  II  data  into  TIFF  files  was  called  make.tiff 
and  was  a  Cshell  that  called  float.gray  and  gra2tif  files  out  of  the  UtahJI.O  library.  The  problem 
with  this  process  is  that  the  make.tiff  conversion  looks  at  only  a  single  image  at  a  time.  During 
the  conversion,  the  minimum  and  mciximum  values  in  each  image  are  found  and  all  the  pixel  values 
in  that  image  are  scaled  to  these  values  so  that  the  resultant  image  has  maximum  pixels  at  255  and 
minimum  values  at  zero.  If  you  are  using  a  sequence  of  images,  each  one  may  have  different  limiting 
pixels  and  when  they  are  displayed  as  an  animation  using  Movieworks.app  (see  Appendix  D), 
the  movie  flickers.  To  fix  this  problem,  we  had  to  go  through  all  the  frames  and  find  the  global 
limiting  values.  Then  artificially  place  these  values  in  pixel  location  one  and  two  (the  location  is 
arbitrary,  they  can  be  any  where)  in  each  frame.  You  can  see  these  pixels  in  the  enlarged  figures 
of  Chapter  IV.  The  code  used  to  do  this  operation  is  called  maxfind.c  and  is  included  at  the  end 
of  this  section. 


B.^.l  Post  Processing  Software:  2dmovave.c 


cring. 


> 

> 

> 


mainfint  argc,  char  •argvCl) 
i 

FILE  •ontfilaC,  *oatfilaHC,  *oiitf ilaldl ,  *oatf Held? ; 
FILE  *infilal,  •infila2,  *1011163; 

FILE  •liiflla4,  *lnflla6,  •lnfll«6; 

FILE  *laflla7,  •InfllaS,  *lnflla9; 
char  fll9namal[25] ,  fllanama2C25] ,  filenames [25] ; 
char  fllenaffle4[25] ,  filenames [25] ,  filenames [25] ; 
char  filename? [25] ,  filenames [25] ,  fllename9[25] ; 
char  number [25] ; 

char  fllename0ntC[2S] ,  fllenaffle0atHC[2S] ; 
float  clevelont,  nclevelont,  lavalln[10]; 
float  cave,  ncave; 

Int  l,j,k,l,  mazfllea; 


If (argc  <  3  )  { 

prlntfC'Yon  need  to  provide  an  file  root  and  the  max.  no.  of  fllesNn"): 
ezlt(l) ; 

} 


mazfllea  *  atol(argv[2]) ; 
for(l*8;l<Hwzflles-4;l*'*)  ( 

strcpy(filenamel ,argv[l] ) ; 
8trcpy(fllename2,argv[l]) ; 
atrcpy(fllaname3,argv[l] ) ; 
8trcpy(fllename4,argv[l] ) ; 
8trcpy(fllename5,argv[l] ) ; 
atrcpy(fllaname6,argv[l] ) ; 
8trcpy(fllename7,argv[l] ) ; 
strcpy(fllename8,argv[l] ) ; 
8trcpy(fllaname9,argv[l]) ; 
8trcpy(flleaameOntC,argv[l] ) ; 
8trcpy(fllenameOntlC,argv[l]) ; 
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if (i<14){ 

8trcat(fil8&afflel ,"00") ; 

} 

•ls«  { 

if(i<104){ 

atrcat(filanamal ,"0") ; 

} 

} 

if(i<13){ 

atrcat  (f  ilaiiame2 ,  "00") ; 

} 

alse  { 

if(i<103){ 

atrcat (filanaffla2,"0") : 

} 

} 

if(i<12){ 

atrcat (filattama3, "00") ; 

} 

alaa  { 

if(i<102){ 

atrcat  (f  ilana]na3 ,  "0"  )  ; 

} 

} 

if(i<ll){ 

atrcat (filanama4, ”00") ; 

} 

alaa  { 

if(i<101){ 

atrcat (filanaffla4,"0") ; 

} 

} 

if(i<10){ 

atrcat (filaaanaS, "00") ; 
atrcat (filanamaOntC, "00") ; 
atrcat (fllanamaOatIC, "00") ; 

} 

alaa  { 

if(i<100){ 

atrcat (f ilanamaS , ”0”) ; 

} 

} 

if(i<9){ 

atrcat(filanama6,"00") ; 

} 

alaa  { 

if(i<99){ 

atrcat(filanama6,"0") ; 

} 

} 

if(i<8){ 

atrcat (f ilananaT , "00" ) ; 

} 

alaa  { 

if(i<98){ 

atrcat (f ilanamaT , "0") ; 


if(i<7){ 

atrcat (filanania8, "00") ; 

} 

alaa  { 

if(i<97){ 

atrcat (f ilanama8 , ”0" ) ; 

} 

} 

if(i<6){ 

atrcat (filananaO, "00") ; 

alaa  { 
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// 


// 


} 


if(i<96){ 

8trcat(fileBame9,"0“) ; 

} 


sprintl  (f  ilenamel ,  "XaXdXs"  .lilanaaial ,  (i-4)  ,  “  .  dat" ) ; 
aprintf (f ilanamaS , "XaXdXa" ,f ilanama2 , (i-3) , “ . dat" ) ; 
sprintf (f ilanamaS , "XsXdXs" , f ilaaamaS , ( i-2) , " . dat" ) ; 
aprintf (f ilenamad . "XaXdXa" , f ilananad . (i~l ) , " . dat " ) ; 
aprintf (filaaama5,"XaXdXa" ,filenama5,(i  ) ," .dat") ; 
aprintf (filanamad, "XaXdXa" ,filanama6. (i+l) .dat") ; 
aprintf (filanama?, "XaXdXa", filanama?, (i«2) ," .dat") ; 
aprintf  (filanamaS, "XaXdXa"  .filanamaS,  ,"  .dat")  ; 
aprintf  (filaBama9, "XaXdXa"  ,filanaffla9.  (i-fd)  ,"  .dat")  ; 
aprintf (filanamaOntC,"XaXdXa",filanamaOntC, (i) .caa") ; 
aprintf (filanamaOntHC, "XaXdXa", filanamaOntlC, (i) ,".nca") ; 

printf ("Opanning  Filaa  Xd  -  Xd.\n",  i-d,  i+d) ; 
printf ("Xa\n" ,filanamal) ; 
printf ("Xa\n", filanamaS) ; 
printf ("XaNn" ,filanaffla9) ; 

if  ((infilal  "  fopan(filanamal,  "r"))  !•  HULL  kk 

(infila2  ■  fopan(filanama2,  "r"))  !«  MULL  kk 

(infilaS  •  fopan(filanama3,  "r"))  !«  HULL  kk 

(infilad  ■  fopan(filanamad,  "r"))  !■  HULL  kk 

(infilaS  ■  fopan(f ilanamaS,  "r"))  !•  HULL  kk 

(infilaS  >  fopanCfilanamaS,  "r"))  !■  HULL  kk 

(infila?  •  fopan(filanama7,  "r"))  HULL  kk 
(infilaS  >  fopan(filanama8,  "r"))  !■  HULL  kk 

(infila9  «  fopan(fllanama9,  ”r"))  !«  MULL  kk 

(ontfilaC  «  fopan(filanamaOntC,  "b"))  HULL  kk 
(ontfilaHC  •  fopan(fllanamaOatHC,  "b"))  !■  HULL)  { 

if ((facanf (infilal.  "Xf",  »lavalin[l) ))  !-  EOF  kk 
(f8caaf(infila2.  "Xf".  klavalin [2] ) )  !»  EOF  kk 
(f8caBf(infila3,  "Xf",  tlavalin [3] ) )  !-  EOF  kk 
(facanf (infilad,  "Xf",  tlavalin[d] ))  !-  EOF  kk 
(facanfdnfilaS,  "Xf",  tlavalin [5] ) )  !-  EOF  kk 
(facanf (infilaS,  "Xf",  Slavalin [6] ) )  !-  EOF  kk 
(facanf (infila?,  "Xf",  tlavalin [7] ) )  !-  EOF  kk 
(facanf (infilaS,  "Xf".  ftlavalinIS]))  !-  EOF  kk 
(facanf (infilaS,  "Xf",  Slavalin [9] ) )  !-  EOF)  { 
1-1; 
j  ■  1; 

do  { 

cava  "0.0; 

for(k-l ;k<6;k**) 

cava  lavalin [k] ; 


ncava  ■  cava; 
cava  /■  6.0; 

for(k»6;k<9;k**) 

ncava  lavalin  [k]  ; 

ncava  />  9.0; 

clavalont  -  lavalin [5] -cava ; 
nclavalont  ■  lavalin [5] -ncava ; 

if(l  —  57)  { 

f printf (ontfilaC, ”Xf\n  ",  clavalont); 
fprintf (ontfilaHC, "Xf\n  ",  nclavalont); 
printfC’."); 

1-1; 

printf ("\n  Xd",  1); 

} 

alaa  { 

fprintf (ontfilaC, "Xf  ",  clavalont); 
fprintf (ontfilaHC, "Xf  ",  nclavalont); 
printf ("Xd",  1); 
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}; 


} 


} 

•l8«  { 

} 


}  Hhile((l8caBf (infilel ,  "Xf",  tlevelin[l]))  !•  EOF  kt 

•  EOF  kk 

>  EOF  kk 

>  EOF  kk 

-  EOF  kk 

-  EOF  kk 

•  EOF  kk 

>  EOF  kk 
»  EOF); 

fclo8«(oatfilaC) ; 
fclo8«(oatfil«IIC) ; 
fclo8«(infiXel) ; 
fclo8«(infil«2) ; 
fclo8«(iafile3) ; 
lclo88(infile4) ; 
fcl08«(infil«5) ; 
fcl088(infil86) ; 
fclo8a(iiilila7) ; 
fcloaadnfilaS) ; 
lcloaa(infila9) ; 
priB«("\n"); 


printf ("Couldn’t  Open  File  on  Iteration:  Xd\n",i): 
axit(l) ; 


(facanf (infiie2,  "Xf",  tlavelin[2])) 
(facanf (infile3,  "Xf",  tlevelin[3])) 
(f8canf (infilad,  "Xl",  tlevelin[4])) 
(f8canf (infilaS,  "Xf",  tlevelinCS])) 
(facanf (infileO,  "Xf",  tlevalin[6])) 
(facanf (inf ile7,  "Xf",  ftlavelin[7])) 
(facanf (inf ileS,  "Xf",  tlavelin[8] ) ) 
(facanf (inf ila9,  "Xf",  tlevelin[9] ) ) 


} 

raturn(O) ; 


B.4-2  Post  Processing  Software:  maxfind.c 


niain(int  argc,  char  *argv[]) 

{ 

FILE  aoutfila; 

FILE  ainfilal; 

char  filanamai[25] ,  filanaffla0nt[2S] ,  fila[25],  filal[25]; 

float  lavalinl,  lovaliB2,  lavalin,  maxvalne,  minvalua; 
int  i,  1,  maxfilaa; 

if (argc  <  4  )  { 

priBtf(”Tou  need  to  provide  a  file  root,  the  max.  no.  of  file8,\n 

the  input  file  axtanaion  and  output  file  extanaion.Xn") ; 

axit(l) ; 

} 

oMxfilaa  ■  atoi(argT[2] ) ; 
maxvalua  >  -255.0; 
aanvalua  ■  255.0; 

for(ia8;i<iBaxfilaa-4;i'»'»)  ( 

8trcp7(fila,argT[l]) ; 

if(i<10)  { 

8trcat(fila,"0"); 

} 

if(i<100)  { 

atrcat(fila,"0"); 

} 

apriatf (f ilanamal , "XaXdXa" , f ila , i , argv [3] } ; 
priatf ("Opanning  File  Xd.\n",  i) ; 
if((infilal  >  fopan(f ilanamal,  "r"))  !■  lULL)  { 
facanf (inf ilal ,  "Xf",  hlavalin); 
do  { 

if (lavalin  <  minvalua) 
minvalua  >  lavalin; 
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ifdflvelin  >  maxvalne) 
mazvaloe  «  levelin; 

}  while((f8canf (inlilel.  "Xf",  Alavalin))  !•  EOF); 
fclosadnfilal) ; 
printf ("\n") ; 

} 

} 

//  printf ("min:  Xf  max;  Xf\n" .minvalne,  maxvalne); 

for(i«8;i<maxfile8-4;i+*)  { 

8trcpy(file,argvCl] ) ; 

8trcpy(filal ,argv[l]  )  ; 

if(i<10)  { 

8trcat(file,"0") ; 

8trcat(filel,"0") ; 

} 

if(i<100)  { 

8trcat(file,"0") ; 

8trcat(filal,"0") ; 

} 

8printf (filenamel , "X8XdX8" ,file,i >8fgv[3] ) ; 

8printf (filanameOnt ."XsXdXa" .filnl >i >ergv[4] ) ; 
printf ("Openning  File  Xd  to  insert  hi/lo  values. \n",  i) ; 
if  ((infilel  >  fopen(filenamel ,  "r"))  NOLL  kk 
(ontfile  •  fopen(filenameOat ,  "u"))  !»  NOLL)  { 

if (fscanf (inf ilel ,  "Xf  Xf  Xf  ",  Itlevelinl,  ftlevelinl,  Alevelin)  !■  NOLL)  { 
1-3; 

f printf (ontfile,"Xf  Xf  ",  maxvalne,  minvalne); 
do  ( 

f printf (ontfile, "Xf  ",  levelin); 
if(l  —  64)  { 

fprintf (ontfile, "\n") ; 
printf (".") ; 

1-1: 

} 

else  { 

1++; 

} 

}  «rhile((fscnnf (infilel,  "Xf",  tlevelin))  !■  EOF); 

} 

fclose(ontfile) ; 
fclosednfilel) ; 
printf ("\n"); 


retnrn(O) ; 

}; 


B.3  Animation  and  Output  to  Videotape 

The  files  generated  using  nake.tiff  can  be  gathered  together  in  a  subdirectory  and  animated 
using  the  Movieworks.app  program.  We  talk  about  this  program  in  the  next  appendix  under  the 
pretext  of  image  capture.  Here  we  talk  about  its  ability  to  animate.  When  the  files  are  all  in  a  sungle 
directory,  that  directory  can  be  renamed  with  a  “.mw”  extension.  Then,  using  Movieworks.app 
the  directory  can  be  converted  (see  the  menu  under  files)  into  a  movie.  Some  things  to  note.  The 
files  must  begin  with  a  zeroth  image  and  be  sequentially  number  to  through  to  the  last  frame  (Do 
not  skip  any  numbers  or  the  program  will  return  and  say  that  all  the  files  are  not  of  the  same 
format.  This  is  a  poorly  worded  error  to  an  inefficiency  of  the  program.).  The  files  must  have 
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the  same  name  as  the  subdirectory  root  with  an  underbar  then  the  frame  number  following  it. 
For  example,  the  tank  files  we  developed  were  put  into  a  tanka  subdirectory.  We  renamed  it  to 
tanka. mw  and  named  till  the  files  in  it  tanka.##. tiff.  The  results  are  worth  the  trouble  as  we 
were  able  to  make  some  nice  movies. 

To  output  the  movies,  we  used  Screenscape.app.  The  program  takes  a  portion  of  the 
screen  and  continually  outputs  it  to  the  NeXTDimension  board  output  ports  in  an  NTSC  format. 
Therefore,  the  only  machine  we  could  use  was  Bilbo  as  it  was  the  only  one  with  the  board  installed. 
We  plugged  a  VHS  recoder  into  the  NeXTDimension  board  and  recorded  when  we  wanted  output. 
Screenscape.app  allows  the  user  to  identify  a  portion  of  the  sceeen  (in  fixed  mode)  that  will 
be  relayed  to  the  output  ports.  This  is  not  a  scalable  region,  it  is  fixed.  The  program  will  also 
allow  you  to  have  the  output  follow  the  cursor  around.  We  did  not  use  this  mode  (see  thehelp  in 
Screenscape.app).  It  is  impossible  to  give  a  tutorial  under  this  format  so  the  reader  will  have  to 
play  around  with  the  software  mention  herein. 

B.5.1  Conversion  Cshell:  make.tiff 
*!/bin/csh 

if  (Margv  !>  3  )  th«n 
echo  "  " ; 

echo  "The  proper  format  is:" 
echo  "  " 

echo  "make.tiff  iafile  seize  ysize"; 

echo  "  " ; 

exit.-l 

enaif 

set  temp  ■  $l:r 

' /bin/float .gray  $1  $temp.gra 

'/bin/gra2tif  $2  $3  Itemp.gra  Itemp.tiff 

analias  rm 

rm  ttemp.gr a 

source  tfhome}/ .alias 

fforeach  f  ($argv[3-]  ) 
fecho  "working  on  file:  tf" 
tend 
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Appendix  C.  Simulation  Source  Code 


The  code  listed  in  this  appendix  is  the  object  oriented  source  code  used  to  simulate  a  massively 
parallel  neural  network  based  on  the  neurotransmitter  and  cell-activity  models.  File  headers  (.hpp) 
are  listed  first  followed  by  their  source  file  (.cpp).  The  last  section  contains  the  source  file  for  the 
main()  routine. 


C.l  Runge-Kutta  Classes 

C.1.1  RK.HPP  This  header  file  describes  the  RungeKutta  base  class  and  its  two  children 
classes  -  TransmitterLe  vel  and  Cell  Activity. 


. . . 

// 

//  Base  Claaa:  RUHGE-KITTTA 


//  Date:  31  May  92 

//  Aathor:  David  Ssanaon 

// 

//  Reviaed:  15  July  92 

// 


claaa  RnngeKatta  { 


// 

// 

// 

// 

// 

// 

// 

II 

II 

// 

// 

// 

// 

// 

// 

// 

II 

II 

n 

n 

n 

// 

n 

// 

// 

// 


TRia  baaa  claaa  ia  deaigned  aa  a  aaperclaaa  to  hold  the  attributes 
and  public  methods  for  a  Runge-Kutta  numberical  integrator. 

This  class  implaments  a  fourth-order  Runge-Kutta  (R-X)  integration 
technique.  Like  the  Euler  method  of  solving  dy/dz,  R-K  uses 
a  Taylor  series  expansion  to  approximate  the  value  of  y  at  x-»'dx. 

Euler  used  the  first  two  terms  of  the  expansion  giving  a  second-order 
solution.  Fourth-order  R-K  gives  an  error  of  order  0(h*5)  and  is  the 
most  popular  method  for  numerical  solutions  to  differential  Eqns. 

The  equations  used  for  R-K  are; 


y(x*dx)  ■  y(x)  ♦  1/6* [D1  ♦  2*D2  ♦  2*D3  ♦  D4] 
where , 


D1  ■  dx  e  f(x 
D2  -  dx  •  f(x  ♦ 
D3  ■  dx  *  f(x  ♦ 
D4  ■  dx  •  f(x  + 


.  y(x)  ) 

.5*dx,  y(x)  ♦  .5*D1) 
.5«dx,  y(x)  ♦  .5*D2) 
dx,  y(x)  ♦  D3) 


f(x,y)  ■  dy/dx 


The  R-K  method  is  'self-starting'  meaning  yon  don't  need  to  know 
anything  about  the  history  of  the  function  to  obtain  the  next  step, 
although  the  error  is  low,  it  can  accumulate  and  give  poor  results 
over  the  long  run.  I  will  address  this  problem  later. 


//  DATA  MEMBERS 


private;  //  These  members  are  visible  to  this  class  only. 


float  startT;  //  Starting  value  of  dependent  variable. 

float  nextYl,nextY2;  //  Value  of  dependent  variable  after  stepping  the 

//  the  independent  variable  dx. 

float  deltaY;  //  variable  used  lo  determine  acceptability  of  answer 
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float  x;  //  Initial  value  of  independent  variable, 

float  dx;  //  Interval  over  which  integration  is  performed. 

float  tolerance;  //  This  is  the  error  value  that  is  acceptable 

float  Dl,  02,  03,  04;  //  Intermediate  calcualtions 

//  MEMBER  FURCTIOaS 

protected:  //  This  section  contains  member  that  are  only  accessable 
//  to  the  members  of  this  class  and  derived  classes. 

//  The  following  method  is  declared  virtual  float.  That  is  it  will 
//be  redefined  in  derived  classes  (virtual)  and  will  return  an  address 
//  to  an  array  of  floating  point  numbers  as  the  result.  It  accepts 
//  the  address  of  an  array  of  floating  point  numbers  for  x  and  y. 

// 

//  The  zero  at  the  end  of  the  next  line  indicates  that  the  virtual 

//  member  function  is  a  ’pure’  member.  It  is  only  a  place  holder 

//  and  must  be  defined  in  all  subclasses.  They  can  also  define  it 
//  as  a  pure  member.  This  is  required  because  the  function  is  used 
//  by  an  other  member  function  in  this  class  but  the  virtual  function 
//  is  defined  definitely  in  a  child  class. 

virtual  float  derivative (float ,  float  *)  >  0; 

//  This  member  function  is  used  to  reduce  the  amount  of  code  in 
//  the  propagateStateO  function. 

float  rkAlgorithm(float,  float,  float  *) ; 

public:  //  The  members  in  this  section  will  be  seen  by  all  objects  in 

//  the  same  scope  as  this  class. 

//  Because  instantitions  of  this  class  need  not  be  initialized  or 
//  destroyed,  there  is  not  a  constructor  or  destructor  for  it. 

//  The  following  member  function  is  used  to  solve  the  differential 
//  equation  defined  in  ‘derivative’  given  the  initial  conditions. 

void  propagateState (float  *) ; 


// 

// 

// 

// 

// 

// 

// 

// 


Derived  Class:  Cellictivity 

Data:  15  July  92 
Author :  David  Swanson 


class  CellActivity  :  public  RungeKutta  { 

//  This  class  inherits  the  members  of  the  Runge-Kutta  class 
//  and  adds  the  specific  member  function  called  ‘derivative’. 

float  derivative (float,  float  *) ; 


//  Derived  Class:  TransmitterLevel 

// 

//  Date:  15  July  92 
//  Author:  David  Swanson 
// 


class  TransmitterLevel  :  public  RungeKutta  { 

//  This  class  inherits  the  members  of  the  Runge-Kutta  class 
//  and  adds  the  specific  member  function  called  ‘derivative’. 

float  derivative (float,  float  *) ; 

}; 


C.1.2  RK.CPP  The  RungeKutta  class  members  are  defined  in  this  source  file. 
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Base  Class :  Rnnge-Kutta 

Data:  31  May  92 
Author:  David  Svanson 

Ravisad:  15  July  92 


//  This  modula  contains  tha  mambars  for  classas; 

// 

//  RungaKutta 
//  TranfflsittarLaval 

// 

•includa  <stdio.h> 

•includa  “RK.hpp"  //  Class  Haadar  information 

//* 

// 

// 

// 

// 

U 

n 
n 
// 

//• 

void  RnngaKntta: :propagataStato (float  *param)  { 

//  This  mambar  function  of  tha  Runga-Kutta  basa  class  (also  an  abstract 
//  class)  implimants  a  variabla  stop  form  of  tha  fourth  ordar  RK  algorithm. 
//  Tha  mambar  rociovas  data  concaming  tha  currant  valua  of  tha  stato,  tha 
//  dasirod  stop  siza,  tolaranca  for  tha  rasults,  and  input  plus  darivativs 
//  paramotars.  Thasa  paramatars  ara  containad  in  tha  paramotar  array  and 
//  ara  paasad  as  a  pointar. 

//  param[0]  ■  z 

//  param[l]  *  dt 

//  param[2]  ■  Tolaranca 

//  param[3]  •  I 

//  param[4  and  up]  ara  darivativa  constants 

//  Tha  flow  of  this  mambar  is : 

//  1.  Estimata  tha  valua  of  tha  stata  givan  a  stop  siza 
//  oqni volant  to  tha  total  tima  intarval  raqnastad  ->  "naztY2''. 

II  2.  Estimata  tha  valua  of  tha  stata  givan  a  stop  siza 
//  half  that  of  tha  raquastod  tima  intarval  *>  "naztYl". 

//  3.  If  tha  diffaronca  batvoan  naztYl  and  naztY2  is  graatar  than 
//  tha  tolaranca  raqnastad,  rapaat  1  and  2  roplacing  naxtY2  with 
//  naztYl .  Dso  tha  half  tha  half  intarval  for  ostimating  naztYl . 

//  As  so  on. 

//  4.  If  tha  diffaronca  batvaon  naztYl  and  naztY2  is  lass  than 
//  tha  tolaranca  raquastod,  nsa  tha  largar  stop  siza  to 

//  dotormina  tha  trua  astimatod  valua  of  tha  function. 

start Y  ■  paramCO] ; 
tolaranca  ■  paraffl[2] ; 
z  ■  0.0; 

//  Tha  pnrposa  of  tha  nazt  DO  loop  is  to  find  an  appropriato 
//  tima  intarval  that  satisfias  tha  dasirod  orror  or  tolaranca. 

//  Onca  tha  intarval  is  idantifiod  a  socond  do  loop  calculatas 
//  tha  tha  full  intarval  chango  in  stata. 

dc-( 

dz  ■  param[l]  -  z; 
do  { 

noztY2  ■  startY  >  rkAlgorithm(startY,  dz,  param) ; 
dz  <■  O.S«dx; 
naztYl  ■  StartY; 

naztYl  rkAlgorithm (naztYl,  dz,  param); 
naztYl  rkAlgorithm(naztYl ,  dz,  param); 
daltaY  >  naztY2  -  naztYl; 

if(doltaY  <  0.0) 

daltaY  ■  -daltaY, 


}  ahila(doltaY  >  tolaranca) ; 

X  2.0*dz; 

StartY  ■  naztYl; 
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}  while(x  <  param[l]); 
param[0]  •  neztYl; 

if(2*dz  «>  paramCl]) 
dz  4; 

}; 

float  RnngeKntta;  :rkAlgoritlUD(float  yO,  float  h,  float  •param)  { 

//  This  mambar  function  is  dasignad  to  simplify  tha  coda  in  tha 
//  propagata  stata  mambar. 

D1  -  h  *  darivativa(yO  ,  param); 

D2  •  h  •  darivativa(yO>  .5*01,  param); 

03  *  h  •  darivativa(yO*  .5*02,  param); 

04  ■  h  *  darivativa(yO+  03,  param); 

ratum  (1. 0/6.0)  *  (01  +  2*02  ♦  2*03  ♦  04); 

}; 


// 

// 

// 

// 

// 

// 

// 

// 


Basa  Class:  CallActivity 

Oats:  16  July  92 
Author :  Oavid  Swanson 


float  CallActivity : :dariTative(float  y,  float  *param)  { 
//  This  is  tha  call  activity  derivative  equation 
// 

//  dzi/dt  ■  Azi  ♦  B 

// 

//  param [0]  «  z 

//  param  [1]  ■  dt 

//  param [2]  ■  Tolerance 

//  param [3]  ■  I 

// 

//  param[4]  ~>  Phi 
//  param [S]  ->  Psi 
// 

ratum  param  [4]  *y  *  param  [5]  ; 


// 

// 

// 

// 

// 

// 

// 

// 

// 

// 


Base  Class:  TransmitterLsval 

Oata:  31  Nay  92 
Author:  Oavid  Swanson 

Ravisad:  15  July  92 


float  TransmittarLaval: :darivativa(float  y,  float  *param)  { 
//  This  is  tha  naurotranssdttar  laval  for  tha  synapsa 
// 

//  dzi/dt  ■  AB  -  (A*I)zi 

// 

//  param[0]  *  z 

//  param  [1]  ■  dt 

//  param [2]  ■  Tolaranca 

//  param [3]  -  I 

//  param [4]  ->  A 
//  param[S]  ->  B 
// 

ratum  param[4l*paramC5]  -  (param  [4]  *  param[3])*y; 
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C.2  Neuron  Classes 


C.2.1  Neuron.HPP  This  section  contains  the  header  file  for  the  Neuron  base  class  and  its 
children  -  Synapse  and  Soma. 


//  Base  Class:  Henron  (abstract) 

// 

//  Derived  Classes:  soma,  synapse 

// 

class  Amacrine; 


//' 

// 

// 

// 

// 

// 

// 

// 

// 

// 

// 

// 

// 

// 


Base  Class:  HEUROH 


Date:  31  Nay  92 
Author :  David  Svanson 

Revised:  1/  Jnly  92 


This  is  the  base  class  for  the  neuron  classes.  It  contains  the 
data  members  and  member  functions  common  to  both  the  soma  and 
synapse . 


class  Henron  { 


//  Both  the  soma  and  synapse  require  knouledge  of  the  current 
//  activity  level,  upper  and  lower  bounds,  input  stimnlii,  and 
//  a  decay  constant.  The  difference  between  the  two  is  how  their 
//  responses  are  siodeled.  This  class  holds  the  common  information 
//  and  methods  (member  functions) . 

//  The  first  thing  needed  is  a  pointer  to  the  Amacrine  object 
//  that  instantiated  this  object.  This  is  a  protected  data  member 
//  because  it  will  be  needed  by  the  child  of  this  class  but  no 
//  other  objects  need  access.  The  synapse  and  soma  objects  both 
//  will  send  a  request  to  propagate  their  internal  state  via  the 
//  Rnnge~Kntta  state  estisiation  engine  also  termed  the  propagator. 


protected: 

//  The  following  members  are  used  to  store  various  parameters 
//  describing  the  response  of  the  neuron  and  the  current  stimulus 
//  and  activity  or  nenrotransmitter  level  of  the  neuron.  The 
//  data  members  are  protected  and  the  member  functions  are  public. 

float  parameters [8] ;  //  This  array  is  used  to  transfer  data  to  the 

//  Runge-Kutta  estimator  engines. 

//  Each  neuron  must  have  an  identity  so  these  data  members  are  used 
//  to  store  the  row  and  col  location  of  the  neuron  in  the  Asiacrine 
//  arrays. 

int  r.  c;  //  Hare  z  is  the  colnsm  number  and  y  is  the  row. 

public:  //  Member  Functions 

//  The  next  function  is  used  to  set  the  current  stimulus  level 

//  The  object  must  be  instantiated  so  here  are  the 
//  constructor  and  destructor  functions. 

//  Henron 0 ; 

//  *Houron(); 

void  stiaulata(float  stimulus)  {parameters [3]  ■■  stimulus;}; 
void  delayodStimulus (float  delayedValne ,  float  delayedlnput) 

{parameters [7]  ■  dalayedValua ; 
parameters [8]  ■  delayedlnput ; } ; 

void  setPosition(int  row,  int  col)  {r  ■  row;  c  >  col;}; 
n  Other  objects  may  be  interested  in  the  internal  values  of  a  neuron. 
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//  Tliarafor*  tha  raport  function  handa  ovar  tha  addrasa  of  tha  paramatar 
//  array. 

float  *roport(void)  {ratom  paranatara ; } ; 

//  Tha  following  aambar  fnnctiona  will  ba  radafinad  in  childran 
//  claaaaa.  Thay  ara  naad  to  inatrnct  tha  nanron  to  datarmina 
//  tha  output  or  raapond  and  to  raport  tha  currant  activity 
//  or  laval. 

virtual  void  advanca (float)  «  0;  //  Dafinad  aa  a  para  virtual 

virtual  void  ataadyStata(void)  >0;  //  To  bo  dafinad  lator. 


//* 

// 

// 

// 

// 

// 

// 

// 

// 

// 

//* 

//  Thia  claaa  containa  tha  data  mambara  and  mambar  fnnctiona  naad  by 
H  a  aynapaa.  Unliko  tha  Som,  thia  claaa  uaaa  aa  aquation  of 
//  azpoaaatiala  to  datarmina  tha  naurotranamittara  laval  aftar  a 
//  atap  in  tima.  Thia  claaa  ropraaaata  tha  long  torm  mamory  of  tha 
//  ayatom. 


Darivad  Claaa :  Synapaa 


Data:  31  May  92 
Author :  David  Swanaon 

Roviaad:  IS  July  92 


claaa  Synapaa  ;  public  lauron  { 
public : 


//  Tha  following  conatructor  accapta  tha  Synapaa’ a  location 
//  aa  int,  int  and  it  alao  raciavaa  a  pointar  to  tha  RX  atata 
//  propagator  objact  claaaad  aa  a  Tranamittor  Laval  child  of  tha 
//  RungaKutta  baaa  claaa. 

Synapaa (void) ; 

//  'SynapaaO;  I  don’t  think  a  daatructor  ia  naadad. 

void  advanca(float) ; 
void  ataadyStata(void) ; 


//•*••«••••••••••••*••••«. 

// 

//  Darivad  Claaa:  Soma 

// 

// 

//  Data:  31  May  92 
//  Author;  David  Swanaon 

H 

1 1  Raviaad:  IS  July  92 


//  Thia  claaa  containa  tha  data  mambara  and  mambar  fnnctiona  uaed  by 
//  tha  nanron ’a  aoma  to  datarmina  tha  currant  activity  laval  of  tha  call. 
//  Tha  raaponaa  of  thia  call  to  appliad  atimnlii  followa  tha  Ogman 
//  diffarantial  aquationa  daacribing  abort  tarn  mamory.  Tha  aoma 
//  dapanda  on  tha  long  tarm  mamory  of  tha  aynapaaa  from  naighboring 
//  calla.  Tha  hairaditary  affiliation  of  thia  claaa  to  tha  nanron 
//  muat  ba  public  to  maintain  tha  protactad  mambara  of  tha  parant 
//  claaa. 

claaa  Soma  ;  public  lauron  { 

//  Evan  though  thia  claaa  haa  an  idantity,  tha  following 
//  data  mambara  idantify  tha  aiza  of  tha  racaptiva  fiald. 

//  Thaaa  mambara  ara  uaad  to  cnlculata  tha  nanron ’a  activity 
//  baaad  on  a  diffarantial  aquation. 
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private : 

float  A;  //  latnral  decay  term 

float  B;  //  Upper  bound 

float  D;  //  Lover  bound 

float  aamZI;//  A  variable  used  to  bold  the  sunned  IZ  values, 
float  ZI ;  //A  variable  to  bold  tba  IZ  value  cooresponding 

//  to  tbe  SMsa  cell  location. 

//  This  function  is  used  to  gather  tbe  inhibitory  inputs  from 
//  neighboring  synapses. 

void  snmZIvalues(void) ; 

public : 

//  When  an  object  is  created  from  this  class,  tbe  currant  activity 
//  must  be  determined.  Tba  folloving  const,.-nctor  sets  tbe  data 
//  members  that  define  the  neuron's  response  characteristic  and  tba 
//  initial  stimulus.  Then,  using  tba  steady-state  equations 
//  that  characterize  tbe  call’s  response,  it  sets  tba  current  activity. 

Soma(void) ; 

//  *Soaia():  I  don’t  think  I  need  a  destructor. 

void  advance (float) ; 
void  steadyState(void) ; 

}; 


C.2.2  asyneur.CPP  The  Synapse  and  Soma  members  are  defined  in  this  file. 


//  This  module  contains  tba  members  for  classes; 

// 

//  Meuron 

//  Soma 

//  Synapse 

// 

•include  "neuron. b"  //  Class  Header  information 
•include  "amacrine . b" 

eztam  Soma  soma[(R0WS-2*FrSIZE)]  [(C0LS-2*FcSIZE)]  ; 
eztern  Synapse  synapse [ROWS] [COLS] ; 
eztam  TranssdtterLevel  synapseRK; 
extern  CallActivity  somaRX; 
extern  Amacrine  tbePlexus; 


// 

II 

n 

H 

n 

n 

H 

n 


Derived  Class:  Synapse 

Data:  15  July  92 
Author;  David  Svaasoa 


Synapse: :Synapse(void)  { 


}; 


//  After  this  class  does  invokes  tba  constmetor  for  the  parent  class  it 
//  must  assign  constant  values  that  characterize  its  nature. 


parameters [0] 
parameters [1] 
parameters [2] 
parasMters  [3] 
parameters [4] 
parameters [5] 


0.0;  //  z  (or  transmitter  level  initial) 

0.1;  //  dt 

TOLSTIAPSE;//  Tolerance 

0.0;  //  I  (or  stimulii) 

STI.ALPHA;//  alpha  (or  natural  decay  term) 
STI.BETA;  //  beta  (or  rest  value) 


void  Synapse: :steadyState(void)  { 


float  a,b: 


•ifdof 

•endif 


a  ■  parafflatara[4]  •  paramaters [5] ; 
b  ■  parametars[4]  +  parameters [3] ; 

ECHO 

printf ("Synapse:  Xd,  Xd  ■>  Xf\n" ,r,c,a/b) ; 


parameters [0]  ■  a  /  b; 

}; 


void  Synapse: : advance (float  interval)  ( 

//  This  mwsbar  function  tells  the  synapse  to  propagate  its  state 
//  value  over  the  time  interval  specified. 

parameters [1]  •  interval; 

synapseRK . propagataState (parameters) ; 

«ifdef  ECHO 

printf ("Synapse:  Xd.  Xd  ■>  Xf\n",r,c.parameters[0]); 

tandif 

}; 


//*••*•„*.•***«**•«*•«*••«•. 

// 

//  Derived  Class:  Soma 

// 

//  Date:  23  July  92 
/7  Author:  David  Suanson 
H 

//  This  constructor  must  altar  the  cell  location  x  and  y  to  indicate  an 
//  offset  from  the  boundary  of  the  receptive  field. 


Sosia:  .'Soma(void)  { 


parameters [0] 
parameters [1] 
parameters [2] 
parameters [3] 
parameters [4] 
parameters [S] 


0.0; 

0.1; 

TOLSOMA; 

0.0; 

0.0; 

0.0; 


//  X  (or  cell  activity  -  initial) 

//  dt 

//  Tolerance 
//  I  (or  stimulii) 

//  Psi  (Coefficient  1) 

//  Phi  (Coefficient  2) 


A  -  SOMA.DECAT; 

B  -  SOHA.OPPER.BOOID; 
D  -  SOHA.LOHER.BOOID; 


//  Upper 


//  latural  Decay 

bound 


//  Louer  Bound 


void  Soma: :steadyState(void)  < 
float  a.b; 


suBiZlvaluasO ; 
a  >  BeZI  -  D*sumZl; 
b  ■  A  +  sumZI  *  ZI; 


•ifdef  ECHO 

printf ("Soma: 

•endif 


Xd,  Xd  ■>  Xf\n",r,c,a/b) ; 


parameters [0]  ■  a  /  b; 

}; 

void  Soma: :advaace(float  interval)  { 

float  deltaTime; 

double  fractional,  dt,  integer; 

int  i; 

//  This  member  function  tells  the  synapse  to  propagate  its  state 
//  value  over  the  time  interval  specified. 
sumZlvaluesO ; 

parameters [4]  ■  -A  -  sumZI  -  ZI;  //  Phi 

parameters [5]  ■  BeZI  -  D*sumZl;  //  Psi 

deltaTime  ■  PI/(2.0e(A-»B*ZI-D«sumZI)) ;  //  lyquist  Sampling  Rata 

if  (interval  >  deltaTime)  { 

dt  >  (donbla)interval/(donbIe)deltaTime; 
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fractional  >  modfCdt,  Jcinteger); 
parametarsEl]  >  deltaTimn; 

for(i*0;i<intagar;i'»*) 

8omaRX.propagateState(paraBatars) ; 

intorval  ■  (float)fractional  •  doltaTiffle; 

} 

paramatersCl]  ■  intarral; 
80fflaRK.propagat«Stato(paraffletar8) ; 
tifdaf  ECHO 

printf ("Soma;  Xd,  Xd  ■>  Xf\n",r,c,paTamater8[0]); 

•andif 


}; 


void  Soma: : 8QmZIvalao8 (void)  { 
int  i,  iO,  j.  jO; 
float  vparam; 

anmZI  >  0.0; 

ZI  -  0.0; 


//To  8am  tha  ZI  valaa8  in  two  dimanoiono,  a  aet  of  nastad 
//  for  loopa  ara  naad  atarting  at  tha  low  and  of  tha  raceptive 
//  fiald  and  apanning  tha  a  and  y  apaca.  Sinca  tha  pointara 
//  to  tha  appropriata  aynapaaa  ara  locatad  in  tha  amacrine  objact, 
//  a  aariaa  of  indiractiona  ara  uaad  to  aand  a  maaaage  to  report 
//  tha  cnrrant  valnaa  of  tha  tranamittar  level.  Alao  contained 
//  in  the  parameter  aet  ia  the  currant  atimnlna. 


•ifdaf 


•alaa 


•andif 

}; 


f or (i«0 ; i<2*FrSIZE>l ; i++) { 

for(j«0; j<2*FcSIZE+l;j+>)  { 

param  «  aynapaaCi-t'r]  [j-^c]  .report () 

IfllSf  Ogman 


anmZI 
ZI  +• 

•alaa 

aufflZI 
ZI  ♦- 

•andif 

•ifdaf  Ogman 

nofflZI 
ZI  ♦- 

•alaa 

aufflZI 
ZI  ♦- 

•andif 

} 

} 


(thaPlazua .  kemall  [i]  [  j  ]  ) 
(thaPlazaa.kemalE[i]  [j]) 

( thaPlaxna .  kamall  [i]  [  j  ]  ) 
(thaPlaxua  .kamalE[i]  [j] ) 


(thaPlaxua . kernall [i] [ j  ]  ) 
(thaPlexna .  kamalE  [i]  [ j  ]  ) 

(thaPlaxua  .karnall[i]  [j]  ) 
(thaPlaxua . kamalECi]  [j]  ) 


•  param [8] ;  //  8umZI*Ci 

*  param [3] ;  //  ZI*Ga 

•  param[7]  •  paramCS] ;  // 

*  param [0]  •  param  [3]  ;  // 


*  param [3] ;  //  8umZI*Gi 

*  param [3] ;  //  ZI*Ga 

*  param [0]  •  param [3] ;  // 

*  param [0]  •  param [3] ;  // 


sumZI*Gi 

ZI*Ge 


8umZI*Gi 

ZI*Ge 


C.3  Amacrine  Classes 

C.3.1  Amacrine.  HP  P 


//' 

// 

// 

// 

// 

// 

// 

// 

//' 


Base  Class;  AMACRIIE 

Data:  31  Hay  92 
Author:  David  Swanson 


//  Tha  controlling  objact  for  this  simulation  is  tha  Amacrine  plexus. 

//  This  is  a  single  objact  containg  the  neurons  and  synapses.  This  class 
//  maintains  tha  link  betwaan  the  neurons  and  tha  synapses. 

class  Amacrine  { 
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//  This  class  madiates  tha  oparation  ot  tha  simnlation. 

// 

//  It  sands  massagas  to  tha  various  objects  that  sat  tha 
//  currant  stianlns  and  step  size.  Tha  massages  also  tall 
//  the  neuron  objects  to  respond  and  report.  Therefore,  there 
//  are  two  arrays  of  pointers  to  type  Haurons.  One  for  synapses 
//  and  the  other  for  soma.  Tha  soma  array  is  private  as  it  is 
//  only  used  by  the  amacrine  object.  The  synapse  array  must 
//  be  public  so  that  soma  objects  can  get  the  current  nanrotransmitter 
//  level  from  each  synapse.  Therefore,  the  sraia  objects  must 
//  have  a  pointer  to  the  amacrine  object  to  reference  tha 
//  synapse  array  (I.E.  myPlezns->synapse[?] [?]  where  myPlezus  is 
//  the  pointer  to  an  isiacrine  object) . 
private: 

FLAG  somaDir ,  synOir ; 
float  maxStimnli: 

struct  historicalData  {  float  sampleTima; 

struct  historicalData  *naztSample; 
float  synapseValues [ROWS] [COLS] ; 
float  synapselnputs [ROWS] [COLS] ; 
}*historyHostRacant , 

*history01dast ; 

void  forceSteadyStata(void) ; 
void  advancaPlaxus (float  stapSiza) ; 

public: 

float  kernalE[2*FrSIZE*l]  [2*FcSIZE+l]  ,  kemalI[2*FrSIZE*l]  [2*FcSIZE+l]  ; 

II  This  object  must  be  able  to  open  the  input  image  files  and  distribute 
//  intensity  data  to  the  soma  and  synapse  objects.  Then  it  must 
//  be  able  to  open  output  files  to  store  currant  intensity  data. 

public: 

//  Opon  instantiation  of  the  model,  neurons  must  be  created 
//  and  placed  in  the  respective  arrays.  The  following  member 
//  functions  are  used  for  that  purpose.  The  first  two  functions 
//  is  this  classes  constructor  and  destructor.  The  constructor 
//  uses  the  add...  functions  which  allocates  memory  and  gets  pointer 
//  information.  The  destructor  deallocates  the  memory  of  all  objects 
//  in  tha  arrays. 

isiacrine  0  ; 

'imacrine(} ; 

//  The  last  function  needed  for  simulation  purposes  is  the 
//  runTimeStap  function  which  stops  through  the  two  arrays 
//  sending  messages  to  reponds  to  the  input  applied. 

void  runTimeStep(float  stopSiza,  char  •filename,  FLAG  steadystato) ; 

void  gatherOutputCchar  •filenamoSynapse,  char  *f ilenameSoma) ; 
void  synapseSnapshotCint  synRow,  int  synCol,  float  time,  char  af ilanameSynapse) ; 
void  somaSnapshotCint  somaRow,  int  somaCol,  float  time,  char  ef ilenameSoma) ; 
void  syaapticPlaaeSaap(char  ef ilenameSynapsa) ; 
void  sosMticPlanoSnap(char  *f ilenameSoma) ; 

void  syBapseLinearSaap(ittt  row,  float  time,  char  ef ilenameSjmapse) ; 
void  somaLinearSnap(iat  row,  float  time,  char  *f ilonameSooia) ; 


C.3.2  aaynamac.CPP 


iinclui  e  5sti 
inclui  e  <sti 
include  <iMi‘ 


^fjges.h" 


extern  Som  soM[(R0WS-2*FrSIZE)]  [(C0LS-2*FcSIZE)]  ; 
extern  Synapse  synapse [ROWS] [COLS] ; 
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•xtarn  TraasmittarLavel  synapseRX; 
axtazu  Callictivity  somaRX; 


// 

// 

II 

H 

H 

n 

n 

// 


Baa a  Class:  Amacrina 

Data:  23  July  92 
Anthor :  David  Svansoii 


Amacrina: :Amacrina()  { 

//  This  constructor  must  craata  tha  synapsis  and  soma  arrays  and 
//  fill  tham. 
int  i.  j.  di,  dj; 

FILE  *oatfila; 

donbla  axponant,  scalar,  sigmaCol; 

•if  (FrSIZE  !-  0) 

donbla  sigmaRos; 

•andif 

sonwDir  ■  YES; 
synDir  ■  YES; 
maxStimnli  ■  0.0; 
bistoryMostRacant  ■  HULL; 
historyOldast  ■  HULL; 

sigsiaCol  ••  ((donbla)2.0*(donbla)(FcSIZE'«'1.0))/(doabla)7.0; 

•if  (FrSIZE  !-  0) 

sigmaRov  «  ((donbla)2.0*(donbla)(FrSIZE'»'1.0))/(donbla)7.0; 
scalar  ■  (donbla) 1.0/(sigmaRoB«sigmaCol* (donbla) (2. 0*PI) ) ; 

•alsa 

scalar  >  (donbla)l .0/(aigmaCol*sqrt ((donbla) (2.0*PI))) ; 

•andif 


for(i-0;i<2*FrSIZE+l;i>+)  { 

for(j«0;j<2*FcSIZE+l; j++)  { 

axponant  ■  pov(((donbla) (j-FcSIZE)/sigmaCol) , (donbla)2.0) ; 


•if  (FrSIZE  !• 
•andif 


0) 


axponant  *•  po«(((donbla) (i-FrSIZE)/sigmaRov) , (donbla)2.0) ; 

axponant  *>  -(donbla)O.S; 
if ((float) (scalar*axp(axponant))  <  0.000001) 
karnall [i] [j]  >  0.0; 

alsa 

kamall[i][j}  *  (float)  (scalar*axp(axponant) )  ; 


sigsiaCol  ■  ((donbla)2.0«(donbla)(EcSIZE-»'1.0))/(donbla)7.0; 
•if  (FrSIZE  !-  0) 

sigmaRo*  ■  ((donbla)2.0*(donbla)(ErSIZE'»1.0))/(donbla)7.0; 
scalar  ■  (donblo)1.0/(sigmaRo«*sigBiaCol*(donbla)(2.0*PI))  ; 

•alsa 

scalar  ■  (donbla)1.0/(sigiiiaCol*sqrt((donbla)(2.0*PI))) ; 

•andif 


for(i-0;i<2aFrSIZE*l;i>>)  { 

for(j»0;j<2aFcSIZE4l;j+*)  { 

axponant  •  pon(((donbla)(j-FcSIZE)/sigmaCol) ,(donbla)2  0) ; 


•if  (FrSIZE  !-  0) 


•andif 


axponant  po«(((donbla)  (i-FrSIZE)/sigiBaRon)  ,  (donbla)2.0)  ; 


axponant  •«  •(donbla)0.5; 
if((float)(scalar*axp(axponant))  <  0.000001) 
kamalECi}[jJ  •  0.0; 


alsa 


kamalEti]  [j]  •  (float)  (scalar*axp(axponant) )  ; 


} 

> 

for(i-0;i<R0WS;i*+) 

f or ( j “0 ; j <C0LS ; j ♦♦ ) 

synapsaCi] [j] .satPositioa(i, j) ; 
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«or(i»0;i<R0HS-2*FrSIZE;i*+) 

for(j-0:j<C0LS-2*FcSIZE;j++) 

somaCi] [j] .setPositionCi, j) ; 

}; 

imacrine: : 'imacrine(){ 

//  This  dastructor  mast  ralaasa  tha  mamory  hald  by  tha  calls 

Int  i ,  j ; 

struct  historicalData  *tmpPtr; 

•ifdaf  ASYIC 

whilaChistoryOldast  !■  historyMostRacant)  { 
tmpPtr  •  historyOldast-inaxtSampla; 
dalata  historyOldast ; 
historyOldast  ■  tmpPtr; 

> 

dalata  historyMostRacant ; 

Randif 

}; 


void  Amacrina:  :mnTimaStap (float  stapSiza,  char  afilanama,  FLAG  staadystata)  { 

//  This  mambar  function  is  dasignad  to  apply  tha  stimnlns 
//  to  aach  synapsa  objact  as  givan  in  tha  fila  “filanama". 

//  This  fila  mnst  ba  a  fila  with  gray-valaas  arrangad  ona  valna 
//  par  lina  (f ollosad  by  a  carriaga  ratnrn) ,  in  row  by  column 
//  form.  Tha  noinbar  of  rows  and  columns  mnst  match  tha  dafinad 
//  ROWS  and  COLS  valnas  givan  above. 

// 

//  After  aach  synapsa  gats  its  stimulus,  tha  soma 
//  objects  are  instructed  to  propagate  over  tha  time  step 
//  supplied.  Once  all  tha  soma  objects  are  complete,  the 
//  synapse  objects  are  told  to  propagate, 

char  grayLaval C2S] ; 
int  i,  j; 

FILE  ainfila; 

float  daltaTima,  stimuli; 

double  dt,  fractional,  integer; 


if  ((infila  ■  fopanCfilanama,  "r”))  ROLL)  { 

BiazStimuli  •  0.0; 
for(i“0;i<R0WS;i*'»)  { 

for(j«0; j<C0LS; j>+)  { 

fscanf (infila,  "Xs",  grayLavel) ; 

•ifdaf  ECHO 

printf ("GrayLavel  Input [Xd] [Xd] :  Xs  RAM:  near  -  Xxu  far  -  Xlu}\n" , 
i , j , grayLavel , coralaf t ( ) , f arcoralaf t ( ) ) ; 

•andif 

stimuli  *  atof (grayLavel) /63. 75;  //  63.75  is  a  scaling  factor  used  in 

//  in  tha  tank  simulations 

if  (stimuli  >  maxStimuli) 

maxStimuli  >  stimuli; 
synapsa  [i] [jl .stimnlata(stimuli) ; 

} 

} 

fclosa(iafila) ; 

} 


if (staadystata  »•  TES) 

forceStaadyStateO ; 

else  { 

daltaTima  *  PI/(2 .0*(STI_ALPHA'*'maxStimnli) )  ;  II  lyquist  Sampling  Rata 

if  (stapSiza  >  daltaTima)  { 

dt  ■  (donbla)stapSiza/(doubla)daltaTima; 
fractional  •>  modf(dt,  Aintagar) ; 

f  or  (i>0 ;  iclntager ;  i-^-^) 

advancePlaxus (daltaTima) ; 

stapSiza  >  (float) fractional  *  daltaTima; 

} 
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advancAPlexasCstepSize) ; 


}; 

void  imacrine: :forc«StaadyStata(void)  { 
int  i,  j; 
float  aparamPtr; 
struct  historicalData  *tmpPtr; 
tifdaf  iSYHC 

ifhila  (historyOldast  !•  HULL)  { 

tmpPtr  •  hi8tory01dast->naztSampla; 

tifdaf  ECHO 

printf ("Dalating  A  History  Call  in  ForcaStaadyStata\n") : 
tandif  ,  ,  ^  ^ ^  ^ 

dalata  historyOldast; 
historyOldast  •  tmpPtr; 

} 

if ( ! (historyMostRacant  «  na«  struct  historicalData) )  { 

printf (“Hot  anough  RAM  for  an  additional  historicalData  structura”) ; 
azit(l) ; 

} 

historyOldast  •  historyMostRacant ; 


tandif 


tifdaf  ECHO 
ASYHC 

tandif 


for(i-0;i<R0WS;i++)  { 

printf ("tX2d]  ",i); 
for  (j»0; j<C0LS; j+*)  { 

synapse [i]  [j]  .  steadyStataO  ; 
printfC'."); 


printf ("staadyState:  synapse [Xd] [Xd] \n" ,  i,j); 

paramPtr  ■  synapse [i] [j] .report () ; 
hi8toryMo8tRacant->8ynap8aValnes[i] [j]  ■  paramPtrCO]; 
historyMostRacant*>syttap8aIapnts[i] [j]  -  paramPtr[3]; 
synapsari]  [jj  ■  dalayadStimulus (paramPtr  [0]  ,paramPtr[3] ) ; 

} 

printf ("\t  SynapsaNn"); 


iki8foryMo8tRacant->neztSampla  ■  HULL; 
historyMostRacant->samplaTima  ■  0.0; 

tandif 

for(i«0;i<R0WS-2*FrSIZE;i'*'+)  { 
printfC CX2d]  ",i); 
for  (j-O;j<C0LS-2*FcSIZE;j*+)  { 
somaCi]  ['ll  .staadyStateO ; 
printfC."); 

tifdaf  ECHO 

printf ("staadyState:  soma[Xd] [Xd]\n”,i,j) ; 

tandif 

} 

printf  C\t  So«»\n"); 

} 

}; 


void  Amacrina: :advaBcaPlazus (float  stapSiza)  { 
int  i,  j; 
float  targatTima; 

struct  historicalData  stmpPtr,  *lastPtr; 
float  •paramPtr; 
tifdaf  ASYHC 

if (historyMostRacant  ••  HULL)  { 

printf ("You  must  run  force  steady  state  using  the  -i  option  first"); 
axit(l); 

} 


targatTima  ■  (historyMostRacant->samplaTima)  -  DELAY .TIME; 
tmplkr  •  historyOldast ; 
lastPtr  •  tmpPtr; 
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while ((tmpPtr  !■  HULL)  kk  (tmpr >aampleTima  <■  targatTime) )  { 
lastPtr  “  tmpPtr; 
tmpPtr  >  tnipPtr->naztSafflpla; 

} 

for(i-0;i<R0WS;i*+) 

for  (j“0;  j<COLS;  j-f*) 

synapse [i] [j] .delayadStifflnlas(lastPtr->synapseValnes[i] [j] , 

lastPtr->synapseInpttts[i] [j] ) 

while (historyOldast  !■  lastPtr)  { 

tmpPtr  •  history01dest->neztSample; 
tifdef  ECHO 

printf ("Deleting  A  History  Call  in  Advance\n"); 

fendif 

delate  historyOldast ; 
historyOldest  •  t"'*''*tr; 

} 

tendif 


*ifdef 


for ( i-0 ; i<R0WS-2*FrSIZE ; i** ) 

for  (j«0;j<C0LS-2*FcSIZE;j++) 

soma[i] [j] . advance (stapSize) ; 


ASYHC 

tmpPtr 


historyMostRecent ; 


if ( ! (historyHostRacent  >  new  struct  historicalData) )  { 

printf ("Mot  enough  RAM  for  an  additional  historicalData  structure"); 
exit(l) ; 

} 


tendif 


tifdef 


tendif 

tifdef 

tendif 

}; 


tmpPtr->naztSafflple  >  historyHostRacent; 

f  or ( i«0 ; i CROWS ; i+* ) 

for  (j«0; jCCOLS; j++)  { 

synapse [i] [j] .advance(stepSize} ; 

ASYIC  ,  , ,  , 

paramPtr  ■  synapse Ci] [jj .report () ; 
historyMostRecent->aynapseValnes[i] [j]  *  paramPtr [0] ; 
historyHostRecent->synapseInputs[i] [j]  ■  paramPtr [3] ; 

} 

ASYHC 

historyNostRecent->sampleTime  >  (tmpPtr->samplaTime)  stepSize; 


void  Amacrine: :gatherOutput(char  *f ilenameSynapse,  char  *filenameSoma)  { 

//  This  member  function  poles  all  synapse  and  soma  objects  for  their 
//  current  state  and  stores  these  values  in  the  appropriate  file 
//  in  a  row  by  column  format  of  floats  separated  by  spaces.  Thi^ 

//  Function  is  intended  to  provide  data  for  image  files . 

FILE  *ontfile; 
float  eparamPtr; 

int  i,  j; 

if  ((outfile  >  fopen(filenameSynapse,  "w"))  !>  HDLL)  { 
for(i-0;i<R0WS;i++)  < 

for(j»0; jCCOLS; j++)  { 

paramPtr  ■  synapse[i] [j] .report () ; 
fprintf (outfile , "XlO . 6f  ", paramPtr [0] ) ; 

} 

fprintf (outfile, "\n") ; 

} 

fclose(ontfile) ; 

} 


if  ((outfile  ■  fopen(filenameSoma,  !>  NULL)  { 

for(i«0;i<R0WS-2*FrSIZE;i*-»)  { 

for(j»0;j<C0LS-2*FcSIZE;j++)  { 

paramPtr  *  soma[i] [j] .report () ; 
fprintf (outfile, "Xl0.6f  ", paramPtr [0] ) ; 

} 

fprintf (outfile, "\n") ; 

} 
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fcloaa(oatlile) ; 

} 

}; 

void  Amacrina:  :synap8eSnap8ltot(int  aynRov,  int  aynCol,  float  time,  char 
*filanafflaSynap8a)  { 

//  Thia  member  function  polea  a  aingle  aynapae  object  for  ita 
//  current  atate  and  atorea  the  valuea  in  the  appropriate  file 
//  »ith  row  location,  column  location,  and  object  atate  on  a  line. 
//  Thia  function  ia  intended  to  provided  data  to  GNU  3-d  plota . 

FILE  *outfile; 
float  •paramPtr; 


if  ((outfile  >  fopen(filenameSynapee,  "a"))  HULL)  { 
paramPtr  •  aynapaeEaynRovJ  [aynCol]  .reportO  ; 
fprintf (outfile, "X6.3f  Xl0.6f\n",  time,  paramPtr [0] ) ; 
fclo8e(outfile) : 

} 

elae  { 


void  Amacrine : : aomaSnapahot ( int  aomaRov,  int  aomaCol,  float  time,  char 
•filenameSoma)  { 

//  Thia  member  function  polea  all  soma  objects  for  their 
//  current  state  and  atorea  theae  valuea  in  the  appropriate  file 
//  with  roe  location,  column  location,  and  object  state  on  a  line. 
//  This  function  is  intended  to  provided  data  to  GNU  3-d  plots. 

FILE  eoutfile; 
float  eparamPtr; 

if  ((outfile  ■  fopen(filenaffleSoma,  "a"))  !”  NULL)  { 
paramPtr  *  somaCaomaRov] [aomaCol] .report () ; 
fprintf (outfile, "X6.3f  Xl0.6f\n",  time,  paramPtr [0] ) ; 
fclose(outfile) ; 

} 

elae  ( 

exit(l); 

} 

}; 


void  Amacrine: ;8ynapticPlaneSnap(char  efilenameSy  apae)  { 

//  Thia  member  function  polea  all  ayr.apae  objecta  for  their 
//  current  atate  and  atorea  theae  valuea  in  the  appropriate  file 
//  with  roe  location,  column  location,  and  object  atate  on  a  line. 
//  Thia  function  ia  intended  to  provided  data  to  GNU  3-d  plota. 

FILE  eoutfile; 
float  eparamPtr; 

int  i,  j; 


if  ((outfile  ■  fopen(filenameSynapse,  ”w"))  !*  HULL)  •{ 
for(i-0;T<ROWS;i++)  { 

for(j«0; j<C0LS; j++)  { 

paramPtr  ■  aynapaeti]  [jj  report ()  ; 
fprintf  (outfile, "Xl0.6f",  paraaiPtr [0] }  ; 

} 

•ifdef  GNUPLOT 

for(j«C0LS-l : j>«0; j — )  { 

paramPtr  ■  synapaeCi] [j] .report () ; 
f printf (outfile , "XlO . 6f " ,  paramPtr [0] ) ; 

} 

•endif 

fprintf (outfile, "\a") , 


} 

fcloae(outfile) ; 

} 

elae  { 

ezit(l) ; 
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} 


void  Afflacrine:  :somaticPlaA«Siiap(char  •filanameSoffla)  { 

//  This  member  fonction  poles  all  soma  objects  for  their 
//  current  state  euid  stores  these  values  in  the  appropriate  file 
//  with  row  location,  column  location,  and  object  state  on  a  line. 
//  This  function  is  intended  to  provided  data  to  GHU  3-d  plots. 
FILE  *outfile; 
float  eparamPtr; 

int  i,  j; 

if  ((ontfile  ■  fopen(filenameSoma,  "w"))  HULL)  { 
for(i-0;i<RaWS-2*FrSIZE;i+-*-)  { 

for(j-0;j<C0LS-2*FcSI2E;j+t)  { 

paramPtr  >  soma[il [j] .report () ; 
f pr intf (outf ile , "XlO . 6f " ,  paramPtr [0] ) ; 


•ifdef  GHUPLOT 


•endif 


for(j-CQLS-2*FcSIZE-l;j>«0;j— )  { 

paramPtr  •  somati]  [j]  .report  ()  ; 
f printf (ontfile , "%10 . 6f " ,  paramPtr [0] ) ; 

} 

fprintf  (outfile,'*\n") ; 


} 

else  { 


f close (outf ile) ; 


exit(l) ; 


void  Amacrine. -.synapseLineaxSnapdnt  row,  float  time,  char  *filenameSynapse)  { 

//  This  member  function  poles  all  synapse  and  soma  objects  for  their 
//  current  state  and  stores  these  values  in  the  appropriate  file 
//  with  row  location,  column  location,  and  object  state  on  a  lino. 

//  This  function  is  intended  to  provided  data  to  GHU  3-d  plots. 

FILE  •outfilo; 
float  •paramPtr; 
int  i,  j; 

if  ((outfile  •  fopen(f ilenameSynapse,  "a”))  !•  HULL)  { 

•ifdef  GHUPLOT 

if  (synOir  YES)  { 

•endif 

for(j«0; j<C0LS; j*t)  { 

paramPtr  •  synapse[ros]  [j]  .roportO  ; 

fprintf (outf ile, "Xd  X6.3f  XlO.Sf  Xl0.6f  XlO.Sf  Xl0.6f\n",  j,  time 
paramPtr [0] ,  paramPtr [3] ,  paramPtr [7],  paramPtr [8] ) ; 

•ifdef  GHUPLOT  ^ 

synEir  •  HO; 

} 

else  { 


for(j«C0LS-l ; j>»0; j  — '  { 

paramPtr  ■  synapse[row] [j] .report () ; 

f printf (outf ile, "Xd  X6.3f  Xl0.6f  XlO.Sf  Xl0.6f  Xl0.6f\n",  j,  time 
paramPtrCO],  parasiPtr  [3]  ,  paramPtr  [7],  paramPtr[8])  ; 

} 

synDir  •  YES; 

> 

•endif 

fclose(ontfile} ; 

else  { 

exit(l); 

} 

}; 
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void  Amacrine: :8omaLin«arSnap(int  row,  float  time,  char  *filenaffleSoma)  { 


//  This  mambar  function  polos  all  synapsa  and  soma  objacts  for  their 
//  currant  state  and  stores  these  values  in  the  appropriate  file 
//  with  row  location,  column  location,  and  object  state  on  a  line. 

//  This  function  is  intended  to  provided  data  to  GHU  3-d  plots. 

FILE  *outfile; 
float  •paramPtr; 
int  i,  j; 

if  ((outfila  o  fopen(filenameSoma,  "a"))  IDLL)  { 

•ifdef  GNUPLOT 

if  (somaDir  »  YES)  { 

for(j-0;j<C0LS-2*FcSIZE;j++)  { 

paramPtr  ■  somaCrow]  [j]  .report  ()  ; 

fprintf  (ontfile,“Xd  X6.3f  Xl0.6f\n",  j-t'FcSIZE,  time,  paramPtr  [0] ) ; 

} 

somaDir  >  NO; 

} 

else  { 

for(j-CaLS-2*FcSIZE-l:j>«0;j— )  { 

paramPtr  •  soma [row] [j] .report () ; 

fprintf (outfile,“Xd  X6.3f  %10.6f\n",  j+FcSIZE,  time,  paramPtr [0] ) ; 

} 

somaDir  *  YES; 

} 

•else 

for(j»0;j<C0LS-2*FcSIZE;j++)  { 

paramPtr  •  soma [row] [j] .report () ; 

fprintf  (ontfile,"Xd  X6.3f  Xl0.6f\n",  j-fFcSIZE,  time,  paramPtr [0] )  ; 

} 

tendif 

fcloseCoutfile) ; 

} 

else  { 

exit(l) ; 

} 

}; 


C.4  Main  Source  -  Amasim.CPP 


This  section  holds  the  source  code  for  the  main()  routine. 


I 

linciude  <conj.o.h>^ 
linclude  <8tring.hi 

•include  <do8.h> 
•include  <alloc.h> 


//  Dos  only  needed  for  ‘sound’  and  ‘delay’ 
//  Dos  only  needed  for  ‘coraleft’ 


•include  "defines . hpp" 
•include  "RK.hpp" 
•include  "Neuron. hpp" 
•include  "Amacrine.hpp" 


Soma  huge  soma[R0WS-2*FrSIZE] [C0LS-2*FcSIZE] ; 

Synapse  huge  synapse  [MVS]  [COLS]  ; 

TransmitterLevel  far  synapseflK; 

CellActivity  far  sosiaRK; 

Amacrine  far  thePlsxns; 
main  (int  argc,  char  •argv[]) 

float  timeStep,  time; 

int  i,  j,  iterations,  entries; 

FILE  *outfile,  einfile; 

char  fileaama[2S] ,  filanamaO[25] , 

fileaamel[25] ,  filename2[25] ,  8timnlusFile[2S] ; 
char  te8t[25],  option [2S]  ; 

FLAG  finished; 
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// 

// 


// 

// 


// 

// 


//  Thia  file  creates  an  instance  of  the  Aoacrine  Plexus. 

// 

//  It  supplies  the  plexns  with  a  file  with  inpnt  valnes 
//  and  instructs  the  plexns  to  propagate  over  a  timestep. 
// 

//  Then  it  gathers  the  current  state  values  of  the  cells 
//  in  tuo  files. 


if(argc  <  2  )  { 

printfC'You  need  to  provide  a  simulation  run  fileXn"); 
exit(l) : 

} 


if  ((infile  ■  fopon(argv[l] ,  "r"))  !•  HJLL)  { 

fscanf (infile,  "ts" ,  filename!) ;  //  Synapse  output  and  Inpnt  file 

fscanf (infile,  "Xs",  filename2) ;  //  Soma  output  file 

//  Make  sure  the  files  are  empty! 

if  ((ontfile  >  fopen(f ilenamel ,  “«"))  !*  lULL) 
fclose(ontfile) ; 


if  ((ontfile  ■  fopen(filename2,  "»"))  !■  HULL) 
f close (ontfile) ; 

else 

exitd) ; 
finished  *  10; 


do  { 

if ((fscanf (infile,  "Xs",  option))  !•  EOF)  { 

printf(“{RAM  available:  Xlu  Bytes}\t",  coreleftO); 
switch  (optionCl])  { 

case  *i*  :  //  Initialize 

case  ’I’  :  //  "I"  or  "i" 

fscanf  (inf  ile,  "Xf  Xd  Xs'',ktimeStep,kiterations,stimnlnsFile) ; 
printf("Xs  Xf  Xd  XsSn", option, timeStep, iterations, stimulnsFile) ; 
thePlexus.runTimeStep(0.0,  stimulnsFile,  YES); 
time  ■  0.0; 

thePlexus.somaLisearSnap(0,  time,  filename2) ; 
thePlexus.synapseLinearSnap(0,  time,  filename!); 
break; 

case  ’a’  :  //  Advance 

case  'A*  :  //  "a"  or  "A" 

fscanf (infile,  "Xf  Xd  Xs", AtimeStep.Aiterations, stimulnsFile) ; 
printfC'Xs  Xf  Xd  Xs\n", option, timeStep, iterations, stimulnsFile) ; 
printfC'O  "); 
time  »  timeStep; 

thePlexus.mnTimeStep(timeStep,  stimulnsFile,  HO); 
thePlexus.somaLisearSnap(0,  time,  filename2) ; 
thePlezus.synapseLinearSnap(0,  time,  filename!); 
for(j«!; j<iterations;j++)  { 
printfC'Xd  ",  j); 
time  »  timeStep; 

thePleznt.runTimeStep(timeStep,  HULL,  HO); 
thePlezns.somaLinearSnap(0,  time,  f ilename2) ; 
thePlexus.synapseLinearSnap(0,  time,  filename!); 

} 

printf("\n"); 

break; 

case  ’s’  :  //  Snapshot 
case  ’S’  :  //  "S"  or  "s" 

fscanf (infile,  "Xs  Xs",  filenameO,  filename); 
printf("Xs  Xs  Xs\n”,  option,  filenameO,  filename); 
thePlexus . somaticPlaneSnap(f ilename) ; 
thePlexus . synapticPlaaeSnap(f ilenameO) ; 
break; 

case  ’p’  :  //  Plane  Snapshot 
case  ’P’  :  //  "P"  or  "p" 

fscanf (infile,  "Xs  Xs",  filename,  filenameO); 
printfC'Xs  Xs  Xs\n",  option,  filename,  filenameO); 
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thaPlazas . somaticPlan«Snap(f ilanama) ; 
thaPlazns . aynapticPlanaSnapCf ilanamaO) ; 
braak; 

-  YES; 

^  } 

alsa  { 

finishad  •  YES; 

} 

}  vhila  (finishad  KO) ; 
fcloaa(infila) ; 

} 

ratarn(O) ; 
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Appendix  D.  Working  with  Images 


D.l  Image  Capture 

Without  a  doubt,  motion  detection  involves  the  analysis  of  sequences  of  still  images.  To 
present  these  images  to  a  model  simulation  will  require  capturing  the  images  a  priori  and  applying 
them  to  the  input  nodes  of  the  model  as  required.  This  section  documents  our  efforts  to  create  a 
set  of  image  sequences  from  video  inputs.  First  we  looked  at  using  video  as  a  source  of  data. 

D.1.1  MovieWorka.  We  found  two  programs  that  support  video  capture  on  the  NeXT  com¬ 
puter  systems.  The  first  was  an  application  called  MovieWorks.  This  program  uses  the  Digital  Eye 
conversion  device  connected  to  the  NeXT  through  its  DSP  port  to  digitize  incoming  video  signals. 

Before  launching  the  MovieWorks  application,  you  need  to  connect  a  video  camera  or  video 
cassette  recorder  (VCR)  to  the  Digital  Eye  digitizer  box.  This  bo.x  is  connected  to  the  NeXT 
workstation  labeled  frodo.  MovieWorks  is  located  in  the  LocalApps  folder.  Figure  D.l  shows 
what  tie  MovieWorks  interface  windows  look  like.The  main  panel,  “Movie  Recorder”,  has  the  same 


Figure  D.l.  MovieWorks  Application  Panels 


buttons  as  would  be  seen  on  a  VCR  or  camera.  The  monitor  portion  of  this  panel  shows  the  current 
input  as  seen  by  the  NeXT  DSP  port  after  the  monitor  button  has  been  pressed.  If  the  camera  or 
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V'^CR  is  connected  incorrectly  or  the  video  isn't  running,  the  message  "NO  SIGNAL”  appears  in  the 
monitor  window.  The  Digital  Eye  digitizer  box  has  two  knobs  that  <dlow  you  to  adjust  the  black 
and  white  levels  of  the  picture.  Any  changes  made  using  these  knobs  will  be  seen  in  the  monitor 
window  immediately.  This  application  will  allow  you  to  capture  as  many  as  15  frames  per  second 
(fps)  and  is  user  definable.  Also  defined  by  the  user  is  the  number  of  total  frames  to  be  captured 
in  a  session.  Once  these  values  are  entered  and  you’ve  started  your  video,  click  on  the  Record 
button  to  begin  capture.  After  the  frames  are  gathered  MovieWorks  prompts  you  for  a  filename 
before  returning  tot  he  Movie  Recorder  panel. 

The  documentation  for  MovieWorks  states  that  the  frames  are  stored  using  4-bits  per  pixel 
and  can  be  changed  to  2-bits  per  pixel.  Once  the  movie  has  been  captured,  you  can  review  it 
by  opening  a  \ovie  file  using  the  menu  provided  in  the  upper  left  hand  corner  of  the  screen  and 
pressing  the  Play  button.  MovieWorks  will  display  the  movie  in  the  "Playback”  panel.  If  the 
Repeat  button  is  selected,  the  movie  will  run  continuously  until  the  Stop  button  is  pressed. 
Unfortunately,  the  resolution  at  4-bits  per  pixel  is  substantially  less  than  we  expect  to  process. 
Therefore  we  decided  to  look  for  a  different  method  of  video  capture. 

D.1.2  VideoApps.  The  next  method  we  tried  was  the  VideoApps  program.  This  program 
offered  substantially  better  resolution  than  did  MovieWorks  due  to  its  use  of  the  NeXT  Dimen¬ 
sion  (NXDimtiision)  board  installed  in  the  bilbo  NeXT  workstation.  Bilbo  has  a  21-inch  color 
Megapixel  monitor  in  addition  to  the  regular  monochrome  monitor.  The  NXDimension  board  is 
installed  internally  in  the  NeXT  cube  and  has  its  ports  located  in  the  back  of  the  cube.  There  are 
seven  ports  to  choose  from.  Four  are  labeled  output  and  three  are  input.  We  used  a  Super  VHS 
(SVHS)  camera  for  video  input  and  so  we  used  the  SVHS  data  jack.  The  other  two  ports  are  for 
regular  RCA  data  jacks.  These  are  the  lower  three  ports.  We  had  no  use  for  the  output  ports  but 
believe  that  one  could  use  them  to  send  data  images  to  the  VCR  or  camera  for  storage.  There  are 
two  RCA,  one  SVHS,  and  one  multipin  D-connector  available  for  output. 

Once  the  camera  was  connected.  We  opened  the  VideoApps  program  located  in  the  Demos 
folder.  Another  name  for  this  application  is  NeXTV  (Figure  D.2).  The  difference  between  the 
two  is  the  interface  they  use.  We  preferred  to  work  with  the  VideoApps  version  (Figure  D.3). 
VideoApps  allows  you  to  view  the  incoming  video  as  did  MovieWorks.  The  images  displayed  in 
the  CnstomVideoView  portion  of  the  panel.  In  the  original  version  of  VideoApps  you  could  only 
grab  a  single  frame  at  a  time  by  pressing  the  Grab  button.  This  resulted  in  consecutive  frames 
separated  by  more  than  a  minute  due  to  the  process  time  required  to  grab,  compress,  and  save  the 
data.  Fortunately  the  source  code  is  available  for  this  application. 
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Figure  D.2.  NeXTV  Application  Panel 


Figure  D.3.  VideoApps  Application  Panels 


Coded  in  Objective-C,  VideoApps  is  a  simple  collection  of  video  objects  written  specifically 
for  the  NXDimension  board.  With  the  help  of  Captain  Dennis  Ruck,  We  located  the  grab  object. 
The  original  version  of  this  object  looked  like  this; 

-  grab: sender 

id  bitmap; 
id  image; 

//  Read  the  bits  from  the  window 
image  =  [self  grab] ; 

[image  lockFocus] ; 

bitmap  =  [ [NXBitmapImageRep  alloc]  initData:NULL 

fromRect: (grabRect. size. width  ~  0)  ?  fcbounds 

:fcgrabRect] ; 

[image  unlockFocus] ; 
if  (bitmap) 

id  mySavePanel  =  [SavePanel  new] ; 
char  f  ilename[MAXPATHLEN-t-l] ; 

[mySavePanel  rtuiNodal] ; 
if ( [mySavePanel  filename]) 

{ 

NXStream  *s  =  NXOpenHemory  (NULL,  0,  NX.READWRITE) ; 
atrcpy(f ilename , [mySavePanel  filename]) ; 
if (strcmp(fcf ilename [strlen(f ilename) -5] , " . tiff ") ) 
strcat(filename,".tiff") ; 
if  (s) 

[bitmap 

writeTIFF : susingCompression : NX_TIFF_C0MPRESSI0N_ JPEG 
andFactor : 10] ; 

NXFlush  (s); 

if  (NXSaveToFile  (s,  filename)) 

NXRunAlertPaneK "Error  Saving  File", "Filename: 

%s","0K", 

NULL, NULL, filename); 

NXCloseMemory  (s,  NX.FREEBUFFER) ; 

^  } 

[bitmap  free] ; 

} 

return  self ; 

} 


By  placing  two  simple  for(i=0;i<frame3;i-(--h)  loops  in  the  code.  We  were  able  to  improve  the 
performance  of  the  code.  The  resulting  code  looked  like; 

-  grab: sender 

id  bitmap [30] ,  image;  //  Declaring  30  bitmap  objects 

int  i,  frames  »  30;  //  Setting  the  nomber  of  frames  to  grab 

char  string [10]; 

//  Read  the  bits  from  the  window 

//  The  {\it  for}  loop  below  is  used  to  grab  a  number  of 
//  images  equal  to  ‘frames’.  Each  image  is  an  object  into 
//  which  a  snapshot  of  the  video  is  placed  using  the  lockfocus. 

//  The  image  is  transfered  to  a  bitmap  object  which  will  be 
//  saved  later  to  disk. 
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for(i=0;i<frajBe8;i++)  { 
image  ^  [self  grab] ; 

[image  lockFocus] ; 

bitmap [i]  =  [[NXBitmapImageRep  alloc]  initData:NULL 
fromRect: (grabRect. size. width  ==  0)  ?  Abounds  : 
AgrabRect] ; 

[image  unlockFocus]  ; 

} 

//  This  segment  of  code  asks  the  user  to  give  a  root  filename 
//  for  the  30  image  to  follow. 

if  (bitmap [i] ){ 

id  mySavePanel  =  [SavePanel  new] ; 
char  filename [MAXPATHLEN-*^!] ; 

[mySavePanel  runModal] ; 

//  Using  the  root  filename  this  segment  of  code  saves  the 
//  bitmaps  in  separate  files  using  the  root  filename  plus  a 
//  numeric  suffix  to  preserve  the  sequence. 

for(i=0;i<frames;i++)  { 

if ( [mySavePanel  filename])  { 

NXStream  *s  =  NXOpenMemory  (NULL,  0,  NX.REAOWRITE) ; 
strcpy (filename , [mySavePanel  filename] ) ; 
if ( strcmp ( Af ilename [strlen (f ilename) -5] , ” . t if f " ) )  { 
sprintf (string, "Xd" ,i) ; 
strcat (filename , string) ; 
strcat (filename," .tiff") ; 

if  (s)  { 

[bitmap [i]  writeTIFFts 
usingCompression : NX_TIFF_C0MPRESSI0N_JPEG 

andFactor : 10] ; 

NXFlush  (s); 

if  (NXSaveToFile  (s,  filename)) 

NXRunAlertPanel( "Error  Saving  File", "Filename: 
Xs" ,"0K" , MULL, NULL, filename) ; 

NXCloseMemory  (s,  NX.FREEBUFFER) ; 

} 

} 

[bitmap [i]  free] ; 

} 

} 

return  self; 


Using  a  watch  as  the  video  subject  (Figure  D.4),  we  recorded  30  frames  and  calculated  the 
capture  rate.  This  turned  out  to  be  1.8  seconds  per  frame. Although  this  is  a  30  fold  improvement 
over  the  original  program,  we  believe  that  it  will  still  be  far  too  slow  for  my  applications.  Further 
improvements  might  be  obtained  if  a  direct  input  to  stream  capture  method  where  incorporated, 
however,  we  decided  to  look  for  a  different  method  of  image  capture.  We  learned  of  a  system 
owned  and  operated  by  the  Electro-Optics  (EO)  laboratory  (AARJ-2)  bearly  a  block  away  from 
AFIT  (bldg  622). 

D.1.3  Traptx  Plus  4B  Image  Capture.  The  Trapix  Plus  4B  Virtual  Image  Processing  system 
is  designed  to  acquire  images  from  video  sources  and  convert  them  into  10-bit  per  pixel,  gray-scale 
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First  Grabbed  Image  Second  Grabbed  Image 


Figure  D.4.  Consecutive  Image  Grabs 

values.  Included  as  appendix  A  are  copies  of  a  number  of  brochures  that  describe  the  Trapix 
system.  Basically,  the  Trapix  4B  uses  a  10-bit  video  rate  digitizer  to  obtain  medium  performance 
digitizing.  The  system  can  be  purchased  in  a  number  of  configurations  depending  on  the  needs 
of  your  organization.  The  ‘4B’  configuration  is  a  four  channel  image  processing  system  with  64 
MBytes  of  RAM.  The  RAM  is  allocated  to  eight  8-MByte  dual  port  image  memories  that  can  be 
software  configured  in  any  combination  of  frame  sizes  and  bit  depths.  The  software  that  supports 
the  Trapix  system  is  called  Virtual  Image  Processing  (VIP).  VIP  “provides  the  TRAPIX  user  with 
a  set  of  image  processing  functions  and  utilities  in  the  C  language”  according  to  the  Recognition 
Concepts,  Inc  (RCI)  brochure.  What  was  most  important  to  me  was  the  system’s  capture  rate,  32 
frames  per  second. 

Fortunately  we  did  not  have  to  learn  more  than  this  about  the  system.  AARI-2  maintains  a 
service  contract  for  system  support.  One  individual  in  particular  was  extremely  helpful  to  me.  Ernie 
Armstrong  operated  the  system,  transferred  my  data  to  Sun  8-mm  tape,  and  discussed  program 
design  for  retrieving  the  data  and  translating  it  into  a  format  of  use  to  me. 

My  first  attempt  at  capturing  video  was  instructive  but  not  productive.  My  first  video 
was  simply  a  Super  VHS  recording  of  cars  moving  along  National  Road  with  the  Parcoure  in  the 
foreground.  Mr.  Armstrong  captured  ten  seconds  of  images  from  the  tape  and  stored  it  as  8-bit 
per  pixel  binary  data.  Display  of  this  data  showed  a  cross  hatch  pattern  covering  the  image.  This 
pattern  changed  with  time  and  is  the  result  of  the  high  frequency  chromiance  (color)  information 
contained  on  the  video  tape.  The  second  attempt  to  capture  video  was  far  more  successful.  In  this 
attempt,  we  used  a  video  made  from  forward  looking  infrared  radar  (FLIR)  of  a  tank  maneuvering  in 
a  field.  FLIR  images  are  gray  scale  only  and  have  no  color  information.  Mr.  Armstrong  converted 
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the  video  into  a  10-bit  per  pixel  format  and  transferred  it  to  a  Sun  8-mm  tape  using  the  Unix 
command  for  tape  archive,  tar.  When  we  left  the  EO  laboratory,  we  had  a  tape  with  263  image 
files. 


Each  file  represents  a  frame  of  1024  x  512  pixels.  At  10-bits  per  pixel  the  file  size  should 
be  655.36  KBytes  long.  However,  Mr.  .\rmstrong  stored  each  pi.xel  as  two  bytes  or  16  bit  words. 
Therefore,  the  file  sizes  are  1.048576  MBytes  long.  The  video  sequence  we  chose  to  capture  is 
roughly  8.2  seconds  long  or  263  frames.  Because  the  FLIR  video  is  only  512  x  714  pixels  in  size, 
much  of  the  approximately  1  MByte  data  can  be  discarded.  Also,  the  data  Cau  be  converted  from  a 
binary  file  using  two  bytes  per  pixel  to  10  bits  or  even  8  bits  to  further  compact  the  files.  However, 
since  we  are  not  limited  by  disk  space,  we  do  not  see  a  need  to  compress  them. 

Transfer  of  the  data  to  8-mm  tape  was  done  using  the  tape  archive,  tar,  command  in  Unix. 
We  intend  to  use  these  images  on  the  Silicon  Graphics  IRIS  4D/440VGX  computers  however,  the 
Silicon  Graphics  machine  have  no  tape  drive  connected  to  them.  In  order  to  transfer  my  images  to 
the  Silicon  Graphics  workstations,  we  had  to  load  the  8-mm  tape  onto  segraph’s  8-ram  drive  and 
then  file  transfer,  ftp,  them  to  the  Silicon  Graphics  workstations.  We  could  have  used  the  NeXt 
workstations  but  we  needed  more  than  270  MBytes  of  hard  disk  space  and  the  NeXt  cluster  did 
not  have  the  room.  Specifics  on  how  to  use  tar  and  ftp  can  be  obtained  using  the  manual  pages 
or  man  command  in  Unix. 

With  the  data  safely  stored  on  the  Silicon  Graphics  computers,  we  needed  to  know  e.xactly 
how  to  access  the  data.  That  is.  how  is  the  data  stored  and  what  code  would  be  required  to  read 
it.  As  stated  earlier,  the  data  is  stored  as  the  low  order  ten  bits  of  a  16-bit  integer  value.  Pixels 
are  sequentially  stored  in  order  from  the  lower  lefthand  corner  of  the  image  to  the  upper  righthand 
corner.  Row  one  precedes  row  two  and  so  on.  We  designed  the  following  program  to  convert  the 
data  from  ten  bit  pixels  in  binary  format  to  eight  bit  pixels  in  ASCII  format.  The  program  follows. 

iinclude  <stdlib.h> 
tinclude  <8tdIo.h> 

//  The  following  line  is  used  to  identify  whether  the  program 

//  is  to  run  on  the  NeXt  machines  or  the  Silicon  Graphics  computers. 

//  This  definition  is  required  because  the  two  have  different  integer 
//  sizes  as  defaults.  The  NeXt  uses  a  two  byte  integer  while  the 
//  Silicon  Graphics  uses  a  four  byte  integer.  However,  my  data  is 
//  in  binary  and  will  not  correctly  be  loaded  if  this  is  not  set 
//  Right.  If  you  use  this  on  a  Silicon  Graphics  computer,  change 
//  "Next"  to  "SGI", 
fdefine  NeXt 

H^Sefine^JuTSIZE  short  int 

*else 

*  define  INTSIZE  int 
fendif 
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main(argc,  argv) 
int  argc; 
char  *argv[] ; 

^ILE  •infile,  •outfile; 

//  When  the  data  is  read  in,  it  can  be  place  directly  into 

//  place  holders  of  the  correct  length.  Here  I  use  a  structure 

//  to  parse  the  data  in  to  discardable  and  retainable  data.  When 
//  the  structure  is  filled  using  two  bytes,  the  high  order  bits 
//  will  fill  the  ‘sixbit’  bitfield  emd  the  low  order  bits  fit 
//  into  the  ‘eightbit’  bitfield.  Finally  we  get  to  my  twobits 
//  which  isn’t  worth  keeping  so  it  too  is  disceurded. 

struct  bitfield  { 

unsigned  INTSIZE  sixbits  :  6; 

unsigned  INTSIZE  eightbits  :  8; 

unsigned  INTSIZE  twobits  :  2; 

>: 

//  Here  I  define  a  buffer  to  hold  one  row  of  the  image  in 
//  an  array  of  bitfields  1024  elements  long. 

struct  bitfield  pixel[1024]; 

//  Throw  in  a  few  counters  for  fun. 

int  i , j  ; 
if(argc  !=  3)  { 

printf("\n  Command  error\n\n\t>bin2a8c  infile  outf ile\n\n") ; 
return  0; 

} 

//  First  I  open  the  binary  file  as  a  read  only  file.  If  this  goes 
//  smoothly,  no  errors,  continue  by  opening  the  output  ascii  file. 

if  ((infile  =  fopen(argv[l] ,  "r"))  !=  NULL)  { 
outfile  =  fopen(argv[2] ,  "w"); 

//  Next  I  gather  each  row  of  2048  elements, 
for  (i=0;i<512;i++){ 

fread(pixel,sizeof (pixel [0]) ,1024, infile) ; 

//  Since  the  images  don’t  fill  the  entire  area,  I  clip 
//  the  lower  67  lines. 

if  (i>66)  { 

for  (j=0: j<700; j++) 

fprintf (outfile, "%d  ", pixel [j] .eightbits); 
fprintf (outfile, "\n") ; 


//  Time  to  close  the  files 

fclosednf  ile) ; 
fclose(outf ile) ; 

} 

else  { 
return  0; 

} 

} 


One  the  data  is  transformed  into 
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D.2  Images  as  Figures 


Throughout  this  appendix  we  displayed  images  from  various  sources.  In  most  cases  the  images 
were  scanned  directly  into  the  Encapsulated  Postscript  (EPS)  format.  Once  in  the  EPS  format, 
the  images  are  used  as  figures  directly  in  r^TgX  documents.  In  some  cases  the  scanned  images  were 
combined  or  altered  using  Topdraw.  This  section  describes  how  images  are  scanned  into  the  NeXT 
workstation  and  included  as  figures.  A  section  is  included  describing  the  use  of  Topdraw  to  alter 
the  images  before  inclusion  as  well  as  a  utility  that  allows  the  NeXT  user  to  capture  screen  images 
(GR.4B). 

D.2.1  Scanned  Images.  The  scanner  application  is  called  Scan-X.app  and  is  located  in  the 
LocalApps  folder.  Figure  D.5  shows  the  user  interface  for  this  application.  The  steps  to  scanning 


Figure  D.5.  Scanner  User  Interfar  e  [Obtained  from  the  NeXT  workstation  Scan-X  application 
using  the  GRAB  facility] 

an  image  into  the  NeXT  machine  are  listed  below. 
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1.  Log  into  Bilbo  and  select  the  Scan-X  application. 

2.  Place  your  image  on  the  scanner,  face  down  with  the  top  left  corner  at  location  0,0.  The  grid 
template  surrounding  the  gltiss  plate  indicates  0,0  to  be  closest  to  the  “HSD”  logo. 

3.  Click  oi:  the  PREVIEW  button  in  the  HSD  Scan-X  Color  panel.  The  scanner  will  make 
some  mechanical  noises  and  eventually  a  dim  image  will  appear  in  the  left  side  of  the  panel. 

4.  The  mouse  can  now  be  used  to  identify  which  portion  of  the  preview  image  you  want  scanned. 
To  do  this,  you  must  draw  a  box  around  a  region  of  the  image  of  interest  in  a  click  and  drag 
fashion. 

5.  After  defining  the  scan  region,  the  SCAN  button  will  be  highlighted.  A  box  to  the  right  of 
this  button  allows  you  to  identify  how  the  image  will  be  interpreted.  The  opticas  are; 

-  Line  Art:  This  type  of  scan  interprets  the  image  as  a  collection  of  black  and  white 
pixels,  y-  .spaper  photographs  and  pictures  in  books  are  of  this  type  as  well  as  many 
graphs. 

-  Dither:  No,  this  doesn’t  mean  stand  around  and  act  stupid,  although  that  is  about  as 
useful  as  this  option  is  on  the  NeXT  computer.  Dithering  turns  a  half-tone  picture  into 
line  art  (a  series  of  dots  spaced  to  give  the  illusion  of  gray  scale).  The  NeXT  does  this 
automatically. 

-  Gray:  Implying  gray  scale,  this  options  assumes  the  picture  has  gray  levels  spanning  0 
to  255  values. 

-  Color:  The  scanner  will  reproduce  color  pictures  but  since  the  NeXT  at  AFIT  can’t 
print  in  color,  we  will  not  go  into  this  option. 

When  you  select  an  option,  notice  that  the  region  labeled  Frame  'nfo  shows  how  much 
memory  the  image  will  occupy  when  scanned.  Clicking  between  line  art  and  gray  scale 
shows  a  dramatic  difference.  Always  use  line  art  over  gray  if  you  W2mt  t  keep  the  system 
administrator  happy.  For  example,  one  of  my  images  gobbled  3.5  Mbytes  in  gray  while  only 
taking  350  Kbytes  in  line  art. 

A  second  adjustment  to  make  is  the  “Resolution”  option.  On  the  NeXT  machine  and  laser 
printers  you  cannot  tell  the  difference  between  400  dots  per  inch  (DPI),  300  DPI,  and  200 
DPI.  In  the  interest  of  disk  conservation,  choose  200  or  less. 

6.  Click  on  SCAN  and  the  scanner  will  duplicate  your  image  in  memory.  When  its  finished,  if 
your  using  gray,  the  image  is  placed  in  the  right  Image  Processing  panel. 
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7.  If  you  use  gray,  adjust  the  Brightness  and  Contrast  of  the  image  before  saving  it.  We  suggest 
you  play  with  this  feature  to  get  an  understanding  of  its  capabilities.  Once  you’ve  finished 
adjusting  the  image,  click  on  the  Apply  button  to  have  the  changes  made  to  the  image  on 
tne  left. 

8.  Using  the  Frames  Commands  option  box,  select  size  to  fit.  If  you  are  satisfied  with  the 
image,  click  on  the  Documents  button  in  the  main  menu.  Two  options  are  available;  Tagged 
Information  File  Format  (TIFF)  or  EPS.  EPS  is  required  for  direct  introduction  into  I^T£X 
files.  Either  will  work  in  the  Topdraw  application  discussed  later.  After  supplying  a  name, 
the  file  is  placed  in  your  directory. 


D.2.2  Grabbing  Images.  The  image  capture  program  is  called  GRAB  and  is  located  in 
the  Demos  folder.  GRAB  is  a  simple  program  to  use.  The  menus  of  importance  are  shown  in 
Figure  D. 6. Once  you  have  the  image  you  want  displayed  on  the  screen,  start  GRAB.  Under  the 


Figure  D.6.  Grab  Menus 


Grab  button  of  the  menu  is  a  list  of  three  options.  We  have  only  mastered  one.  That  is  the 
Selection  button.  This  button  replaces  the  cursor  with  an  angle  bracket.  Click  on  the  point  of  the 
screen  v :  the  upper  left  of  the  figure  you  want.  Drag  the  cursor  to  the  lower  right  hand  corner  of 
the  figure  and  release.  Grab  will  churn  for  a  while  and  eventually  will  present  the  save  panel  and 
you  can  assign  the  image  a  name.  Grab  will  only  save  in  the  TIFF  format.  To  convert  to  the  EPS 
format,  double  click  on  the  file.  This  brings  it  into  the  viewer  where  you  can  save  it  to  an  EPS  file 
format. 


D.2.3  Altering  Images.  Once  you’ve  captured  the  images  you  need,  they  can  be  altered 
using  Topdraw.  Topdraw  is  a  full  featured  drawing  package  but  we  do  not  intend  to  address  all 
its  capabilities.  We  are  only  interested  in  it  for  the  specific  use  of  importing  an  image  and  adding 
additional  features.  Topdraw  is  located  in  the  LocalApps  folder. 
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1.  Start  the  Topdraw  application. 

2.  Select  Window  and  New  Document.  This  opens  a  blank  document  where  you  will  place 
the  imported  image.  With  a  blank  document  open,  the  Import  and  Export  options  become 
available  for  selection. 

3.  Under  the  same  window  submenu,  select  Import  to  bring  the  image  into  your  document. 
When  you  do  so,  a  panel  that  requests  how  the  image  will  be  brought  into  the  document  is 
presented.  Select  the  option  for  copying  it  directly  in  and  not  the  reference  option. 

4.  Topdraw  places  a  box  around  the  image.  If  you  don’t  want  this  box  change  the  line  color  to 
white  before  importing  the  image.  The  box  will  still  be  there  but  its  invisible.  We  recommend 
you  do  this  because  M’gX  does  not  handle  the  boxes  very  well. 

5.  Make  your  alterations.  Play  with  the  program  and  get  to  know  its  capabilities.  Topdraw  is 
much  like  other  drawing  packages  found  on  other  computers. 

6.  When  you  are  ready  to  save  the  document,  select  Export.  A  save  panel  gives  you  the  option 
to  save  the  image  in  three  file  formats;EPS,  TIFF,  and  the  Topdraw  Format.  Select  Selected 
Objects  and  EPS  and  supply  a  filename. 

D.2.4  Importing  Figures  into  The  figures  you’ve  saved  either  by  Scanning,  Grabbing, 

or  Drawing  can  now  be  imported  into  DTjpC  as  long  as  they  are  in  EPS  format.  First  you  need 
to  tell  the  MfjX  compiler  that  your  using  EPS  files  with  the  inclusion  of  the  style  epsf  in  your 
document  line. 

\document sty le [ 1 2pt , epst , operS 1 1 ] {art icle} 

\new:ommand  {\epsbox}[l]{\centerline{\frainebox{\ep3ffile{#l}}}} 


Also  include  a  newcommand  definition  to  place  a  box  around  each  figure  and  center  the  figure. 
Then  when  you  want  to  place  a  figure  in  your  document  the  following  lines  are  required  (the  whole 
block  for  each  figure). 

\begin{f igure} [htbp] 

\epsf  ysize’^S .  OOin 
\epsfxsizes3 . OOin 
\epsbox{eps/8canned . eps} 

\caption [Scanner  User  Interface] {Scanner  User  Interface  [Obtained 
from  the  NeXT  workstation  Scan-X  application  using  the  GRAB 
facility] }\label{FIG : Scanner} 

\end{f igure} 

The  first  line  heralds  the  beginning  of  the  block  with  the  location  options  in  square  brackets 
to  the  right.  The  symbols  h,  t,  b  ,  and  p  tell  DT£X  to  place  the  figure  here,  top  of  the  next  page. 
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5ottom  of  the  next  page,  or  on  a  page  of  figures.  It  is  important  to  understand  that  if  all  three  of 
these  options  are  not  specified,  MjgX  will  put  this  and  all  subsequent  figures  in  the  back  of  the 
paper.  The  next  two  lines  identify  a  region  size  in  the  V  and  X  directions  to  put  your  figure.  You  do 
not  need  both  epsfyaize  and  epsfxsize.  If  you  only  use  the  X  size  specifier,  I^TjjX  will  size  the  figure 
to  fit  the  vertical  dimension  of  the  figure  in  the  space  identified  in  in  (inches),  cm  (centimeters), 
or  pt  (points).  One  thing  to  note  here,  the  EPS  file  may  have  a  description  of  the  image  that  is 
rotated  before  being  displayed.  In  this  case,  can  screw-up  and  size  the  image  incorrectly.  If 

this  happens,  change  the  epsfxsize  so  the  horizontal  dimension  is  proportionate  to  the  room  you 
wish  to  fill  vertically.  The  macro  line  containing  epsbox  identifies  which  file  to  include  for  the  figure 
space  and  to  place  a  box  around  the  figure.  In  this  example,  the  file  scanned.eps  is  located  in  the 
EPS  folder  (directory).  The  caption  line  gives  a  Table  of  Contents  caption  in  brackets  and  the 
actual  figure  caption  in  braces.  This  is  followed  by  the  label  command.  Labels  are  used  to  reference 
figures,  tables,  and  equations  to  textual  material  through  the  re/ (reference)  command.  An  example 
of  the  reference  command  is  given  below. 

Figure*\ref {FIG ; Scanner} 

Before  leaving  this  topic  we  want  to  mention  two  important  problems  that  with  drive  you 
nuts  until  you  solve  them.  First,  when  you  run  WrjpC  on  your  document  file,  you  should  have  your 
images  available  in  the  location  indicated  by  the  epsfile  command.  If  you  don’t  (for  any  number 
of  reasons),  ^TjpC  will  not  properly  center  and  scale  the  figures  giving  unpredictable  results  (i.e. 
overlay  the  caption  with  the  figure). 

Second,  images  scanned-in  and  saved  directly  as  BPS  files  appear  offset  in  the  document. 
This  is  particularly  evident  when  a  box  is  placed  around  the  figure.  This  problem  can  be  solved  by 
importing  the  figure  into  Topdraw  and  then  exporting  back  to  an  EPS  file.  We  believe  this  changes 
the  header  information  which  is  incorrectly  set  by  the  scan  software.  Below  are  the  pertinent  lines 
of  the  header  set  by  the  scan  software.  Notice  the  negative  values  in  the  third  and  fourth  lines. 
Files  exported  by  Topdraw  do  not  have  values  less  then  zero. 

ICXFor :  dsvanson 
XXDocunentFonts:  (atend) 
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D.3  Important  Points  of  Contact. 

This  section  is  so  that  others  who  follow  can  annoy  various  people  throughout  the  United 
States.  It  is  a  list  of  who  we  talked  to  and  how  we  contacted  them. 
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•  Dave  Andes  -  works  for  the  Navy  at  China  Lake  Naval  Weapons  Laboratory.  He  is  associated 
with  the  MINND  program  which  uses  a  Silicon  Graphics  machine  connected  to  several  pairs 
of  ETANN  boards. 

Phone  number;  (AV)  437-3848  E-Mail;  andes'Qiscfb.nwc.navy.mil 

•  Misha  Mahowald  -  A  PhD  student  at  the  California  Institute  of  Technology  (Caltech).  Is  an 
assistant  to  Dr.  Carver  Mead  and  played  an  important  role  in  developing  the  Silicon  Retina. 
Phone;  (818)  356-6871  E-Mail;  misha@hobiecat.Caltech.edu 

•  Tom  Rathbun  -  A  point  of  contact  with  SDIO.  Tom  is  a  recent  graduate  of  AFIT  and  is 
sponsoring  my  work  with  motion  detection.  He  is  responsible  for  a  contract  with  Amber 
Engineering.  Amber  Engineering  is  developing  the  Neuromorphic  Infrared  Focal  Plane  Chip 
that  is  based  on  Mead’s  Silicon  Retina.  Tom’s  organization  is  the  Guided  Interceptor  Branch 
(WL/MNSI)  and  is  looking  for  missile  seekers. 

E-mail;  RATHBUN@eglin.af.mil 

•  Allen  Waxma.i  -  A  scholar  and  a  gentleman.  Dr.  Waxman  has  published  many  papers  con¬ 
cerning  motion  segmentation. 

E-mail  waxman@xn.ll.mit.edu 

•  Brian  Yasuda  -  works  in  the  Electro-Optics  laboratory  in  building  622  (across  from  AFIT 
park).  His  organization  (AARI-2)  has  a  Trapix  4B  system  (made  by  RCI)  used  to  capture 
images  from  video  tape. 

Phone;  5-9615 
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We  applied  two  first-order,  linear,  time-varying,  differential  equations  to  the  task  of  segmenting  motion  from 
sequences  of  images.  The  equations  are  modified  Grossberg  formulas  for  long-term  and  short-term  memory 
models  characterizing  the  neurotransmitter  and  cell-activity  levels  of  a  synapse  and  neuron.  We  described  how 
a  two  layered,  sensory,  neural  network  can  be  built  using  the  equations  to  simulate  the  amacrine  neurons  of  the 
retina.  The  model  is  defined  using  adaptive  input  nodes  (adaptive  model)  and  is  compared  to  a  similar  model 
without  these  nodes  (O&G  model).  By  replicating  the  basic  amacrine  neuron  model  to  form  both  one-  and 
two-dimension2d  arrays,  we  created  a  novel  method  fc”  processing  images  over  time  and  space.  To  simulate  the 
veto  effect  observed  in  shunt  inhibitory  synaptic  junctions,  we  applied  a  nonrecurrent,  asynchronous,  inhibitory 
region  in  the  receptive  field  of  our  amacrine  neural  model.  We  show  how  this  effects  the  performance  of  the  model 
in  one  dimension.  In  two  dimensions  we  investigate  the  models’  response  to  synthesized  imagery  (pristine)  and 
to  real,  forward  looking  infrared  radar  (FLIR)  images.  The  output  of  our  models  are  further  processed  through 
two  types  of  moving-average  filters  -  causal  and  noncausal. 
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